Design and synthesis of nanocrystal heterostructures for optoelectronic applications by Halpert, Jonathan E
Design and Synthesis of Nanocrystal Heterostructures for
Optoelectronic Applications
by
Jonathan E. Halpert
B.S. ACS Chemistry
Tufts University, Medford, MA.
Submitted to the Department of Chemistry in Partial Fulfillment of the Requirements for
the Degree of
DOCTOR OF PHILOSOPHY
at the
MASSACHUSETTS INSTITUTE OF TECHNOLOGY
April 2008
© 2008 MASSACHUSETTS INSTITUTE
All Rights Reserved
OF TECHNOLOGI
MASSACHUSETTS INSTTUiE
OF TEOHNOLOGY
JUN 1 0 2008
LIBRARIES
ARCHIVES
Signature of Author
Department of Chemistry
May 16, 2007
Certified by
Moungi G. Bawendi
Professor of Chemistry
Thesis Supervisor
Accented by
7 ,
Robert W. Field
Chairman, Department Committee of Graduate Students
Accented v
A
This doctoral thesis has been examined by a committee of the Department of Chemistry
as follows:
Professor Andrei Tokmakoff
Thesis Committee Chairman
Professor Moungi G. Bawendi
Thesis Supervisor
Professor Troy Van Voorhis
Thesis Committee Member I i(

Design and Synthesis of Nanocrystal Heterostructures for
Optoelectronic Applications
by
Jonathan E. Halpert
Submitted to the Department of Chemistry on April 30, 2008 in Partial Fulfillment of the
Requirements for the Degree of Doctor of Philosophy in Chemistry
ABSTRACT
Colloidal semiconductor nanocrystals can be used for a variety of optoelectronic
applications including light emitting devices (LEDs) and photovoltaics. Their narrow
emission spectra make them excellent fluorophors for use in red, green and blue emitting
organic LEDs and have been shown to achieve external quantum efficiencies as high as
2.7%, 1.8% and 0.4% respectively. Better synthetic methods have produced nanocrystal
emitters with higher quantum yield, boosting efficiency, while a better understanding of
QD-OLED function has led to improved organic transport materials. These QD-OLED
devices can also be redesigned using inorganic hole and electron transport materials to
produce inorganic QD-LEDs (QD-ILEDs) with EQE as high as 0.1%. Inorganic
transport layers are more robust to solvents and oxygen, and are expected to greatly
increase the device lifetime of QD-LEDs over devices employing organic materials.
New QD deposition techniques using an inorganic hole transport layer include inkjet
printing and Langmuir-Shaeffer dip-coating. Greater synthetic control of the II-VI
nanocrystals has also yielded type-II CdSe/CdTe nanobarbells capable of internal exciton
separation for photovoltaic applications. Although efficient solar cells using this material
could not be produced, the material has given us several insights into the physics and
future designs of bulk heterojunction photovoltaic devices. Finally, nanocrystal
heterostructures formed using J-aggregate dyes electrostatically bound to QDs, have
shown potential for use in LCD or lasing device applications.
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Chapter 1
Introduction
This thesis presents work done using semiconductor nanocrystals to produce
functional optoelectronic devices. Nanocrystals were designed and synthesized in order
to optimize certain device applications based on our understanding of device physics.
The introduction will begin with an extensive description of the properties and
means of producing these nanocrystals. The second half of the introduction will focus on
the history and functioning principles of the various devices in which nanocrystals are
deployed, as well as provide motivation for their use over existing materials. Each
section in the second half of the introduction provides an overview and history of a
device structure and is intended to give the reader a better understanding of the context in
which each device was researched and produced. This will allow the reader a greater
understanding of why certain choices were made to include certain materials, or employ
certain device structures, and ultimately to decide whether these devices were successful
in achieving their goals.
Following the introduction, each chapter will describe the synthesis and
characterization of different materials and their performance in optoelectronic devices.
Each chapter will conclude with an evaluation of the current stage of the technology and
some prediction of the future of each project.
1.1 Semiconductor Nanocrystals
The research pioneered in the Bawendi research group over the last 15 years has
primarily focused on understanding the physical, optical and chemical properties of
colloidal semiconductor quantum dots (QD's). Quantum dots are a class of nanocrystals
with spherical dimensions on the order of 1-10 nm in diameter, which exhibit unique
optical properties corresponding to the quantum confinement effect '. Colloidal QD's
can be produced chemically in a flask at atmospheric pressures, using inexpensive
equipment and precursors, and can be produced at nearly molar quantities of material at
one time. In addition, they exhibit high quantum yields 2 and widely variable, tunable
emission ', as well as high absorption cross-sections 3 and chemical stability typical of
II-VI semiconductor nanocrystals [1,4-8. This work will outline many of the applications
to which the properties of nanocrystals confer a unique advantage and will demonstrate
several methods by which to create nanocrystals more perfectly suited to functioning in
specific types of devices. For example, high quantum yield materials are required for
creating efficient LED's (Chapter 2 and 3), while materials capable of separating excitons
into charge pairs are needed for creating suitable solar cells (Chapter 4). The purpose of
this research has been to first synthesize materials particularly suited for such
applications and then to implement them in devices designed to accommodate their
unique physics and chemistry.
1.1.1 Optical Properties of Semiconductor Nanocrystals
As atoms come together to form crystalline solids, the available electronic states in the
structure change from discrete molecular bonding states, for a small number of atoms in a
molecule, to energetically distributed semi-continuous bands, for a large repeating pattern
of atoms as is found in crystalline solids 9 (See Figure 1.1).
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Figure 1.1: A diagram of the change in density of states with decreasing size of the material.
These bands of states are usually denoted by the mobility of an electron (or hole).
Bands above the Fermi energy, where an electron can move freely through the crystal
structure, are called the electron conduction bands. Bands below the Fermi energy, where
the electrons are bound locally to a single atom in the crystal, are called the electron
valence (or hole conduction) bands. In a metal, the bands are filled with electrons in
states above the Fermi energy, such that electrons can move freely with the material. This
is evidenced by the very high conductivity of most metals. In a semiconductor or an
E
. 0n--i; dA
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insulator, these bands are distributed in such a way that there is a complete lack of
electrons in states above the Fermi energy, and in fact there is an energy gap between the
valence and conduction bands. Whether a material is considered semiconductor or
insulator is determined only by the size of the gap, and hence the amount of energy
required to promote an electron above the gap. Thus when a photon provides energy
above the energy of the band gap to an electron in the valence band of a semiconductor,
that electron becomes mobile in the conduction band and leaves behind a positively
charged "hole". However, the mobility of the electron, in the absence of a field, is
limited. The electron is electrostatically bound to the hole, forming an electron hole pair,
or exciton (See Figure 1.2).
hv > Ea
band gap(Eg) exciton
Figure 1.2: A diagram of the band gap in a bulk semiconductor. A photon with energy greater
than the band gap will excite an electron into the conduction band (CB) where it becomes mobile
in the solid, and leaves a positively charged hole behind in the valence band. The electron hole
pair are linked electrostatically to form an exciton.
The exciton can be modeled much like a hydrogen atom, except with a significantly
faster rate of decay 10. Thus one can describe a Bohr radius for the probability
distribution of the positions of the electron and hole in the exciton, and a band gap
energy, which is emitted when the hole and electron recombine 10. In direct gap solid
state semiconductors, the energy of the photons emitted matches the band gap of the
material, which is dictated by the bonding properties, states and electrons available in the
atoms making up the crystal.
In nanocrystalline materials, which are between 10 and 10,000 atoms across, the
radius of the nanocrystals is below that of the Bohr radius of the exciton. Thus the
wavefunctions of the electron and hole are "squeezed" into a spherical (in the case of a
quantum dot) boundary, increasing the energetic distance between the available states
that charge can occupy. This is similar to the "particle in a box" problem of quantum
mechanics wherein the available wavefunctions become more and more energetically
separated as the box becomes smaller. This confinement effect adds a further energy
term to that of the band gap energy upon recombination of the exciton. The energy of the
photon emitted from a nanocrystals sized within the confinement regime is then a
function of both the band gap of the material (which is intrinsic to that material) and the
size of the nanocrystal. Thus the emission can be tuned across a wide range of
wavelengths by tuning the size of the nanocrystal as it is chemically grown (see Figure
1.3).
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Figure 1.3: Two diagrams of the confinement effect. The first (left) shows the increase in spacing
between the energy levels as the energy well becomes thinner. In the second (right), the
decreasing size of the CdSe nanocrystals gives rise to bluer first absorption peaks, indicating a
wider band gap. "
The result of this effect is that instead of being confined to materials that emit at few
wavelengths for a few emissive semiconductors, we are now able to produce a literal
rainbow of colors from the UV to the IR with just a few materials, by adjusting the size
of the nanocrystal. The absorbing states of the material similarly change with size, being
-60 eV larger than that of the emission. This "Stokes" shift is due to small differences in
the contributions of the fine structure states to absorption versus emission 12
1.1.2 Synthesis of Monodisperse II-VI Quantum Dots
Monodisperse quantum dots are one set of materials that have been synthesized to
take advantage of the properties described above. Monodisperse quantum dots are
generally synthesized by the rapid addition of precursors into high boiling solvents at
Decreasing
Size
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high temperature 1,2,4-8,11,13-17 (see Figure 1.4). Trioctylphosphine oxide (TOPO),
trioctylphosphine (TOP), octadecene (ODE), squalane and oleylamine are examples of
commonly used solvents. Rapid introduction of the precursor at high temperature causes
pyrolysis of the metal organic precursors to form small "nuclei" of material of just a few
lattice cells (10-100 atoms). Nucleation becomes less prevalent once the concentration of
precursors dips and the temperature is rapidly decreased, and the reaction enters the
growth phase. In this regime, precursors add material to the surface of the existing
nuclei, effectively growing the quantum dot in size and no longer forming new nuclei.
This preserves the size distribution of the quantum dots in that by selecting the correct
precursor materials, all the quantum dots grow at nearly the same rate in solution, and no
new nuclei are formed. The resulting sample will thus contain a majority of quantum
dots with radii distributed within a range of about 5-10% of the mean. Eventually the
reaction will reach a steady state of material in quantum dot versus precursor form, and
the size distribution will increase as larger QD's will slowly begin to retain the material
lost from slightly smaller QD's in a process known as Ostwald ripening 1.
IFigure 1.4: A diagram of the experimental setup for producing colloidal nanocrystals. (Inset) A
crystalline structure of CdSe (Wurtzite) nuclei of a few unit cells. (Top Left) A photo of the
reaction right after injection. (Photo courtesy ofWenhao Liu)
The desired optical properties of the sample are chosen by cooling the reaction once the
desired radii of the QD's has been achieved. By selecting ligands and precursors with the
correct reactivity, the size distribution can be minimized right at the point when the
reaction is stopped, yielding an optimal sample with the desired peak emission
wavelength and a small full width at half maximum (FWHM). For common materials
emitting in the red part of the visible spectrum, a FWHM of 25-30 nm can generally be
achieved for good samples. II-VI materials which are commonly synthesized in this
manner are ME binary metal chalcogenides, where M = Zn, Cd, Pb and E = S, Se, Te.
Oxides can also be formed but are generally not optically useful. It is also possible to
make terniary materials of the forms MIM 2E or MEIE 2 using the above approach by
adjusting the concentrations and reactivity of the chosen precursors 7,15
1.1.3 Growing Anisotropic Nanocrystals
Growing nanocrystals with a disk or rod-like shape is also possible, depending on
the crystalline structure of the material. Nanocrystals that have a hexagonal or Wurtzite
structure will present three facets which differ in their chemical reactivity. This causes
some precursors to be more likely to react with one facet rather than another. This causes
the material to grow more quickly along that facet in a thermodynamically controlled
reaction regime. CdSe nanorods are an excellent example of such a material, where
material is added along the c-axis (to the 0001) face of the nanocrystals 19. It is also
possible to kinetically control the reactivity of certain facets by using bulky ligand groups
that react more strongly with one facet rather than another 4'14'19,20. In the case of CdSe,
maintaining high precursor concentrations throughout the reaction (by addition of excess
material) and using long chain phosphonic acid ligands to cap the dangling bonds on the
edge of the nanocrystals generally produces anistropic shapes. Other materials have been
shown to grow rods4,19, disks 21, and cubes 20. In all these cases the defining feature is
that the nanocrystals are more likely to grow along certain facets than others, thus
contributing to the final shape of the nanocrystals 22. In fact, most quantum dots are not
spherical but rather form as faceted crystals. For example, CdSe quantum dots are
Wurtzite in structure and thus form small hexagonally faceted crystals.
1.1.4 Overcoating and Formation of Heterostructures
Overcoated, or core-shell, nanocrystals 2,5,6,823,24 represent the simplest form of a
heterostructure; a mixture of two materials with distinguishable domains within the
nanocrystals. Core-shell nanocrystals are created by placing the core nanocrystals in a
pot of high-boiling solvent with precursors for the second material. As an example, CdSe
is overcoated by dispersing the cores in a mixture of TOPO and hexylphosphonic acid
(HPA) at moderate temperatures (130 to 190 oC), and slowly adding reactive zinc and
sulfur precursors 2,23,24. Using reactive precursors, such as organometallics like diethyl
zinc, ensures that material will react immediately and isotropically with the surface of the
nanocrystals, forming an even shell. Slow addition of the precursors avoids building up a
high concentration of precursor that could allow for nucleation of the precursor and
formation of cores made from the overcoating material. Similarly, the low temperature
of growth, compared to the growth temperature of the cores, is meant to avoid the
formation of nuclei from the second material and also to prevent ligands in solution from
removing any of the core material and thus allowing core material to be added to the
shell, or even forming new cores. The amount of precursor to add for the second material
is dependant on the intended thickness of the shell and is calculated using the number and
size of the cores present, along with basic geometric assumptions about the bond lengths
of the second material.
The choice of materials used to overcoat depends on the intended purpose of the
nanocrystal sample. There are two types of core-shell heteostructures- type-I and type-II.
The types vary on the location within the core-shell energy bands where the exciton is
favored to reside (see Figure 1.5). In a type-I core-shell heterostructure 2,5,8 the exciton is
energetically favored to reside solely in the core due to the relative band edges of the two
materials. A good example is the CdSe/ZnS nanocrystal, which is commonly used as a
high quantum yield emitter 2,23-25. Because of the difference in the valence bands and
conduction bands of CdSe and ZnS, both the electron and the hole are likely to be trapped
in the core material2. Furthermore, nanocrystals generally have a number of defect sites
or unpassivated bonds on their surface, especially after purification. These sites represent
interband states that can trap one of the charges of the exciton, generally promoting non-
radiative decay. The ZnS layer represents an energy barrier, separating the charges from
the surface of the nanocrystal and preventing non-radiative decay. This generally greatly
enhances the quantum yield (QY) of the material and is considered a requirement for
most emission applications. Quantum yield is the number of photons emitted for every
photon absorbed. Generally a shell of about 5 monolayers is needed to thoroughly coat
the nanocrystals and permanently improves the quantum yield from -10% for purified
cores to up to 90% for some CdSe/ZnS samples 23,24. After overcoating, the nanocrystals
are coated with the ligands present during the overcoating reaction and can be purified by
precipitation in polar solvents. Although this process removes some ligands from the
surface, generally the quantum yield suffers much less than for core materials. Quantum
yields as high as 70% have been reported for materials after two purification steps 26,27
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Figure 1.5: Energy level diagrams of a Type-I (left) and Type-II (right) structure. In the Type-I
structure the hole and electron are confined in the core, in the Type-II structure they are separated
between the core and shell materials.
In a type-II material 6,28 the second material is chosen so one charge will reside in
the core material while the other exists in the shell material. An example of this is the
material CdSe/CdTe in which the electron resides in the CdSe core, while the hole moves
into the band structure of the CdTe. This creates a long lived (>100 ns) electron hole pair
which can recombine to emit a photon with the energy of the difference between the
valence band of CdTe and the conduction band of CdSe. This material is able to emit
photons with wavelengths in the near infrared (IR), even though neither CdTe or CdSe
alone could access this spectral range. Other useful examples of this phenomenon are
ZnSe/CdSe, which is an excellent material for creating emitters between 510-560 nm 16,
and ZnSe/ZnTe, which is also useful for creating green light emitters. For applications
requiring high quantum yield, it is often necessary to perform a second overcoating using
a high band gap material like ZnS to create an effective Type-I structure around a Type-II
core-shell. Materials made from ZnSe/CdSe/ZnS can be made with quantum yields as
high as 70% 16,26,29
1.1.6 Purification and Surface Treatments of Nanocrystals
Nanocrystals can be purified by precipitation using polar solvents, usually
methanol/butanol or acetone 24. The resulting precipitants are centrifuged at 3900 RPM
and the supernatant, containing excess precursors, ligands and solvent from the reaction,
are discarded. The precipitated nanocrystals are then redispersed in a (relatively) non-
polar solvent such as hexane or chloroform by addition of the neat solvent, sometimes
followed by vortexing and/or sonication. The process is generally repeated at least two
or three times to ensure that all the precursor materials and excess ligands are removed
from the sample prior to either a second reaction (like overcoating), or use in a device.
Most devices are extremely sensitive to impurities. Impurities can affect the efficiency of
the device by encouraging shorting through the nanocrystals film, degradation of the
nanocrystals or oxidation of the surrounding organic films 30
Nanocrystals can also be chemically altered to allow them to disperse in different
solvents. This can be accomplished by several methods 31-33. One of the most common,
is to exchange the native capping ligands left on the nanocrystals after synthesis, with a
new ligands with different end group functionalities. For example, TOPO capped
CdSe/ZnS nanocrystals can be easily cap-exchanged with aminopentanol (50% in
ethanol) 3. The amine functionality will bind preferentially with the nanocrystal surface
to present a polar end group, making the nanocrystals soluble in polar alcohols like
ethanol. Cap-exchanging can be performed in neat ligands, or in ligands mixed with the
target solvent 32. It can be done at room temperature if the new ligand binds
preferentially, or by gently heating (40 'C-80 'C) the nanocrystals to release the native
capping ligands and allow the new ligands to approach the surface. Purification of the
nanocrystals after cap-exchange can be accomplished by either selective precipitation of
the nanocrystals or purification through a size-exclusion column.
Another means of changing the end group functionality of the nanocrystals
involves polymer encapsulation of the entire nanocrystal, including the native capping
groups within an amphiphilic polymer 31,34. Generally the polymer consists of long
hydrophobic alkane groups, the polymer backbone and polar hydrophilic headgroups.
The procedure for encapsulation is described in detail in Chapter 5, including synthesis of
the polymer group. Essentially the two are mixed in a common solvent (generally
chloroform) which is then gradually removed. As the solvent evaporates, the non-polar
alkyl chains interdigitate with the non-polar end groups on the capping ligands, while the
polar head groups are repelled. After removal of the solvent, a polar solvent (generally
deionized water, or acid or base buffered water solution) is added in which the head
groups, but not the alkyl chains, are soluble. Thus the polymer remains fixed to the
nanocrystals but presents polar head groups to the aqueous solvent, providing a new
solubility and also chemical functionality to the nanocrystals. These polar head groups
are often functional groups like hydroxyl, carboxylic acid or amino functional groups
which can be used as attachment points for proteins, dyes, or other useful molecules.
1.1.7 Deposition of Nanocrystals into Thin Films
Semiconductor nanocrystals are generally deposited onto surfaces in order to
create devices using the nanocrystals as a functional material. The method of deposition
selected generally depends on the necessary properties of the film, including thickness,
uniformity, patterning, and orientation of the nanocrystals themselves. Secondary
considerations include the sensitivity of the nanocrystals to the heat or solvents required
for a given deposition technique, as well as the chemical or physical sensitivity of the
substrate. For example, inkjet printing works very well for depositing QD's onto silica,
but the solvent, hexane, would damage organic substrates such as TPD.
1.1.7.1 Spin-casting
The easiest means of creating a monolayer of quantum dots is by spin-casting a
solution of QD's in low boiling solvent onto a substrate 26,30,35,36. Spin-casting is
commonly used in optoelectronics applications to form films of organic materials or to
form sol-gel inorganic films. Spin-casting is performed by depositing enough QD
solution onto the surface of the substrate to cover it completely, then immediately
rotating the substrate at high speed (>1000RPM), generally with a fast ramp (>1000
RPM/s) for about a minute. Immediately the centrifugal force acting on the solvent
causes most of the solution to shear away, leaving behind an even film of QD solution
just a few hundred nanometers thick. The solvent then dries quickly, aided by the
spinning action, leaving behind a uniform distribution of QD's on the substrate surface 26
The film may then be annealed further, if necessary, by placing the substrate onto
a heating plate for a given period of time 37. The thickness of the film formed is related
directly to the root of the concentration; hence increasing the concentration in the
solution forms a thicker film. The film thickness can be verified through atomic force
microscopy imaging of the surface (AFM). Generally, solutions must be prepared at a
given concentration (A - 0.1 at the first absorption peak for a single monolayer film) and
then calibrated using AFM 35,36. Although this technique is very easy and reliable, it also
requires large volumes of high concentration solutions to calibrate the solution
concentration and create a monolayer film. Most of the QD solution prepared is sheared
off and wasted during the spinning step.
1.1.7.2 Micro-contact printing QD's
A related means of deposition is through micro-contact printing 26,27,30,35,36,38 of an
even film of QDs onto the substrate. This is accomplished by spin coating quantum dots
onto a flexible polydimethylsiloxane (PDMS) polymer stamp, then stamping the resulting
film onto the substrate 30 (see Figure 1.6).
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Figure 1.6: A diagram of the micro-contact printing process. 30
This method works best when the affinity of the QD's for the substrate is greater
than the affinity of the QD's for the stamp and thus the superior Van der Waal's
attraction between the substrate and QD's causes them to physically transfer. The stamp
can be patterned so that although the entire stamp is inked during the spin-coat step, only
those QD's that come into contact with the substrate will be retained in the final pattern.
The main reason for stamping, as opposed to spin coating, is to avoid letting the solvent
from the QD solution come into contact with the substrate. This is particularly important
when the substrate is formed from organic hole or electron transporting materials which
are both chemically or physically sensitive to the solvent, either by reaction or solvation,
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respectively. Such films also tend to function very differently in the device when
impurities are present 30
1.1.7.3 Drop-casting Techniques
Another means of depositing material is by drop-casting QD solution from a
syringe needle onto a substrate 37,39. This is the simplest means of deposition and can be
used to form multilayers of close-packed (hexagonally packed) QD's in and around a
small region, generally in the gap between electrodes in a planar device. Forming a
close-packed film is mainly done by choosing solvents which evaporate and the correct
rate so that material is deposited evenly in the center of the drop, not pushed toward the
edges and left as the solvent edge retreats (thus forming "coffee stain" patterns) 40.
The key tends to be finding solvents with the proper affinity for the QD's and
which evaporate at a slower, but steady rate. Fast drying solvents tend to leave coffee
stain patterns. Generally the solvent system is discovered by trial and error; for CdSe, for
example, it was found that 9:1 hexane:octane worked particularly well to form these
close-packed, hexagonal superlattice structures 39. Close packed films are useful mainly
for conductivity and PV devices, as well as for lasing experiments 41
1.1.7.4 Inkjet Printing Deposition
Another form of drop casting can be performed using an inkjet printer instead of a
syringe as the means of deposition 42,43. While suffering from many of the disadvantages
of drop casting, including thick films and some irregularity of the surface, it enjoys the
particular advantage of enabling complex patterns to be formed without lithography. In
fact the printer head can be programmed to deposit material in any arbitrary pattern with
a minimal amount of preparation. To do so, QD's must be suspended in a solvent which
does not degrade the printer head (hexane works for CdSe) and is expelled in micron
sized drops at an arbitrarily chosen location. As the drops dry, the QD's and any
accompanying materials, such as a polymer matrix, are left behind on the substrate
surface (see Figure 1.7).
Figure 1.7: CdSe nanorods inkjet printed onto a glass substrate. (Photo courtesy of Gerry Chen)
Thus the only requirement to use this technique is that the substrate must be
chemically and physically robust enough to withstand the presence of the solvent. The
intended application also cannot rely on smooth, even monolayers of QD's since these
are generally not generated using drop casting.
Inkjet Printed Nanorods (PL)
1.1.7.5 Langmuir-Blodgett Techniques
The final method of QD deposition presented in this work is Schaeffer dip-coating
of QDs from a Langmuir trough 44,45. A Langmuir trough consists of water in a well
covered by a non-aqueous solution of QDs. As the QD's are slowly deposited out of the
low boiling solvent (i.e. hexane, chloroform, toluene, etc) onto the aqueous phase, they
spread out onto the surface but do not dissolve, as they are not soluble in water. The
solvent then evaporates, leaving the QD's behind on the surface. The QDs can then be
squeezed into the center of the aqueous phase by moving the walls of the trough closer
together (Figure 1.8).
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Figure 1.8: A cartoon diagram of the Langmuir Trough, which can be used to pack nanocrystals
into a monolayer film by following the steps above.
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The surface tension, which relates to the film tension, is measured by a force meter
connected to a piece of filter paper dipped into the film. Although low-tech by design,
this instrument is able to compress the nanosized QDs into a stable film with regular
packing. The substrate may then be dipped into the trough, and as constant pressure is
maintained on the QD film, the substrate is raised. If the QD's affinity for the substrate is
greater than for the aqueous phase, for which they should have no affinity, then the QDs
will stick to the substrate and maintain their pattern. Although this deposition technique
has little application for QDs devices, it can be useful for depositing heterostructures such
as nanorods, whereby the nanorods should align themselves parallel to the barriers of the
trough prior to being deposited 44. In theory this should allow the production of LED's
using nanopatterned heterostructures.
1.1.8 Physics of Nanocrystals
Aside from the confinement effect, which gives nanocrystals their characteristic
emission and absorption properties, there are many other physical phenomena of interest
which occur in NCs. A few are presented here in detail as they pertain specifically to this
work. Others, such as blinking 46,47, multiexciton generation 48,49, fine structure studies 50-
52, and Stark effect 53, are not entirely pertinent to this work, and are discussed in greater
detail elsewhere.
1.1.8.1 Forster Resonance Energy Transfer (FRET)
Forster Resonance Energy Transfer (FRET) is a form of energy transfer by which
an exciton is non-radiatively transferred between two resonantly coupled oscillators. It
was first reported by T. Forster in 1946 54,55, and is generally used to explain the
interactions between closely associated dye molecules. As a dipole-dipole interaction
FRET tends to occur on length scales of 1 - 10 nm. The rate of transfer between the two
oscillators depends on a number of factors including: the overlap between the emission
of the donor, on which the exciton initially resides, and the absorption of the acceptor; the
distance between the two objects, the oscillator strength (of the acceptor), and the rate of
other decay mechanisms in the donor. These factors are evident in several derived 56
expressions:
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where F is the transfer rate, c is the speed of light, n is the index of refraction of the
surrounding medium, K is a factor taking into account the orientation of the dipoles, R is
the distance between the dipoles, 7 is the lifetime of the exciton in the donor, SD is the
emission intensity of the donor, UA is the absorption cross-section of the acceptor and co is
the frequency. The overlap integral defines the degree to which the oscillators are in fact
in resonance. As a dipole-dipole interaction, the distance between the two oscillators
contributes an R6 dependence. The oscillator strength of the acceptor determines the
intensity of the absorption; stronger absorption leads to a greater likelihood of transfer.
Other decay mechanisms in the donor can lead to decay of the exciton competing with
the FRET rate, hence the longer the lifetime, the slower the transfer rate.
Understanding the mechanism of energy transfer from NCs to dye molecules
provides a ready means of characterization of the synthesis of QD/J-aggregate constructs
in Chapter 5. The FRET equations can be used to define a probability and therefore a
rate of transfer, as well as a characteristic distance within which the probability of
transfer is >V2. This distance is known as the Forster radius, RF and is a useful means of
determining the distance between two oscillators.
1.1.8.2 QD Lifetime Measurements
Finding the decay rate of excitons in nanocrystals is important for characterizing
their composition and understanding their optical properties, as well as calculating FRET
rates. Typical lifetimes for a CdSe QD are on the order of 10 ns, while those of PbSe can
be as long as 200 ns 20. NC lifetimes tend to be much longer than those of organic
fluorophors due to spin frustration in the lowest energy excited state of the fine structure
57. Due to the decreased overlap integral, the lifetimes of Type-II materials tend to be
much longer than Type-I nanocrystals. This is the result of the spatial separation of the
charge in materials such as CdSe/CdTe core shell QDs (lifetime - 100 ns). The lifetime
of the exciton can be found from fitting fluorescence decay curves with an exponential
expression (Section 5.3.4.1) and is dependent upon the various decay process, radiative
and non-radiative, in the QD. The fluorescence decay can be easily measured using a
streak camera with resolutions of better than 50 ps. Fluorescence decay rates help
determine the feasibility of using materials for light emitting devices, photovoltaic
devices, emission applications or for FRET based applications. They are also integral to
understanding why some NCs display low QYs.
1.2 Light Emitting Diodes
Light emitting diodes (LEDs) constructed using nanocrystals as the emitting
material comprise about half the volume of this work. As such it is necessary to explore
the history and physics of these devices prior to the implementation of similar devices
using nanocrystals. This should enable the reader to place these recent innovations into
the proper context in the field of optoelectronics in general. Further discussion is
warranted on the history of using nanocrystals in LEDs, so that the innovations and new
devices presented here can be understood in the context of prior work both in the
Bawendi group and by others in the nanocrystals field. Finally there is some discussion
of ongoing research in the field and future directions for the LED projects, including a
brief discussion of our progress toward a lasing QD-LED- the "final objective" of the
LED project.
1.2.1 LEDs and Physics
Optoelectronics is the study of electronic devices which either produce or make use of
light. These can include LEDs, solar cells, photovoltaic devices, and even fiber optics
and optocoupling devices. Light emitting devices (LED's), originally and sometimes
interchangeably termed "light emitting diodes", are a product of solid state
semiconductor technologies, but in recent years such devices have incorporated organic
semiconductors 58-63 and semiconducting polymers, as well as QDs.
In inorganic LED (ILED) heterojunction devices 64, one material is used to
conduct electrons from one metal electrode to the junction while the other conducts holes
to the junction. The electron and hole recombine to emit a photon. The transport layers
are chosen so that a material with high electron mobility and low hole mobility (n-type)
transports the electron and a material with high hole mobility and low electron mobility
(p-type) transports the hole. This ensures that the dominant carrier in each material is the
charge expected to be injected from that electrode.
The electrodes are generally low resistivity metal or metal oxide materials with
work functions selected to facilitate injection of the desired charge. Hence magnesium is
a good material for injecting electrons due to its low work function (3.7), while gold is a
good material for injecting holes due to its high work function (5.1 eV). This reduces the
amount of voltage that needs to be applied to the device in order to inject the electron
(hole) into the conductive (valence) band of the electron (hole) transport layer. The
charges form electron-hole pairs at the heterojunction and recombine to emit photons
with a characteristic energy corresponding to the difference between the valence band of
the hole transport material and that of the electron transport material. A variation on the
PN junction is the PIN junction, in which the function of the p-type and n-type materials
is equivalent. But in this case, the charges are transported to a thin intermediate material
on which excitons are formed. These excitons recombine with the energy of the band gap
of the intermediate material (the "I" in the PIN). Most LEDs are heterostructured
devices, making use of the difference in transport properties to ensure that excitons
recombine at the junction of the two materials. Heterojunctions allow both carriers to be
transported efficiently by a material doped to increase the mobility the necessary charge
while also carefully controlling the location and wavelength of emission. These devices
also tend to be favored for solar cell and photovoltaic structures for similar reasons.
1.2.2 QD-OLEDs: Motivation
The QD-organic LEDs (QD-OLED) devices were the first devices in which QDs
were implemented as the active emitter. The earliest devices in the Bawendi group were
formed using PIN structures making use of organic transport materials and were modeled
on earlier works in other groups 65,66. Our work in this arena focused on improving the
efficiency and function of existing architectures using a greater variety of materials than
had previously been known 65,66
1.2.2.1 OLED's History
Since 1987, organic LEDs (OLEDs) have gained in popularity, making use of
advances in the understanding of organic semiconductors 67. These devices are attractive
to manufacturers due to the relatively low cost of materials, variety of deposition
techniques, and the bright, monochromatic emission of organic dye molecules. Using
either polymer materials (PLEDs) or small molecule organics (OLEDs), these devices
can be made on flexible substrates 59 and are easier to scale-up for displays, using large
area deposition techniques like inkjet printing 68, than are competing technologies like
LCD or plasma screens 30. The last few years have seen a number of products, such as
camera and cellphones, making use of OLED displays 30,69. Several companies, such as
Sony and Samsung, have displayed OLED televisions at conferences, although none have
yet been offered for sale.
Due to its advantages in manufacturing, this technology is very likely to be
popular in the near future. However, organic LED's suffer from a number of setbacks.
First, the organic materials tend to be air and water sensitive, requiring strict packaging in
an inert atmosphere to improve the device lifetime 70. Secondly, these molecules tend not
to be completely photostable, bleaching slowly over time and losing brightness. In fact
lifetimes for these devices are rarely better than 10,000 hours 60, relegating them to
technologies such as video cameras and cellphones, where screen time is kept to a
minimum. Third, the emission from organic molecules is an improvement on that of
conventional phosphors used in CRTs, but because of the relatively wide peak of the
organic emission, they still aren't fully capable of rendering true colors.
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Figure 1.9: Spectra of red, green and blue (RBG) QDs superimposed over those of common
organic dyes. The QD spectra have full width at half maximum (FWHM) of -28 nm while the
organics have FWHM of -50-70 nm. 71
1.2.2.2 QD-OLEDs History and Motivation
Quantum dot light emitting devices (QD-LEDs) have been a prominent
application in nanocrystal research for several years. Although not yet as efficient as
OLEDs, their superior emission characteristics allow QD-LED devices to gain access to a
larger area of the Commission Internationale de l'Eclairage (CIE) coordinate diagram
without much sacrifice of efficiency. QDs also exhibit improved durability over organic
flourescent dyes and can be processed easily into sandwich devices by spin-coating or
micro-contact stamping monolayers 30.
The earliest QD-LEDs were fabricated in the mid 1990's using red emitting CdSe
QDs, overcoated with ZnS (CdSe/ZnS), embedded in 100nm p-paraphenylene vinylene
(PPV) films 72, in mixed films of polyvinylcarbazole (PVK), 2-(biphenyl-4-yl)-5-(4-tert-
butylphenyl)-1,3,4-oxadiazole (t-Bu-PBD) and 5-10% loading fraction of QDs 73. These
devices displayed external quantum efficiencies (EQE) of below 0.01% 72,73, and either
exhibited prominent electroluminescence (EL) peaks from the organic transport layers
72,73 or required low temperature operation to achieve QD color saturated spectra 73
Improved polymer devices utilized thick layers (-25nm) of QDs, sandwiched between
PPV and a magnesium/silver electrode 74. These devices displayed poor emission
characteristics, with significant EL from the polymer, but the efficiency was improved to
0.22% 74. Another report by Mattoussi et al claimed EQE of 0.1% with a similar device
using a separate organic HTL and a larger loading fraction of QDs 75. The next
generation of QD-LEDs used a sandwich structure consisting of an organic hole
transporting layer (HTL) and electron transport layer (ETL) sandwiching a CdSe QD
close-packed monolayer 29,30,71,76-78. Early permutations of this design spin-cast N,N-
diphenyl-N,N-bis(3-methylphenyl)-(1,1-biphenyl)-4,4-iamine (TPD) with QDs in
chloroform, forming a 20-40 nm thick film of TPD with the QD monolayer on top, due to
phase segregation 30. The ETL for this device consisted of 40 nm of tris-(8-
hydroxyquinoline)aluminium (Alq3), although some devices required the use of 3-(4-
biphenylyl)-4-phenyl-5-t-butylphenyl-1,2,4-triazole(TAZ) as a hole blocking medium
between the QD monolayer and the ETL. Devices of this type displayed improved
emission properties, with red CdSe QD emission dominating the EL spectrum.
Maximum efficiencies for this style of device were 0.5%. Devices employing IR
emitting PbSe dots 79 emitted IR light between 1.3-1.55 um with an EQE of -10 -3 %,
which were reportedly less efficient than competitive IR devices utilizing a mixed
CdSe/polymer emitting film, with an EQE of 0.27% 80
Later variations of the ITO/TPD/QD monolayer/Alq3/AgMg device structure
used microcontact stamping to deposit CdSe QDs 29,30,71. In these devices,
polydimethylsiloxane (PDMS) stamps coated with parylene-c were coated with a
monolayer of QDs by spin-casting out of chloroform. QDs were then stamped by
pressing the "inked" PDMS stamp against the surface of the TPD film. Devices of this
type achieved 2% EQE 30 making use of commercial 90% QY CdSe/ZnS dots (QD
Corp.). The accessible spectrum for this type of device was expanded to include green
emitting ZnSe/CdSe/ZnS dots, first described by Ivanov et al. 81 as type-II core/shell/shell
heterostructures. They were stamped into a monolayer in a device exhibiting 0.5% EQE
29, although there was some disagreement in the literature as to whether these dots were
indeed true type-II materials. These stamped devices had been previously modified using
a wider band-gap HTL material, 4,4 - N,N -dicarbazolyl-biphenyl (CBP), instead of TPD,
and blue-emitting CdS/ZnS QDs in the active layer instead of CdSe/ZnS and TAZ as a
hole blocking layer between the QDs and the Alq3 76, with a reported EQE of 0.2%.
Final variations of these devices used lithographically patterned silicon oxide to form
PDMS stamps with -20 um diameter posts, which could then be used form pixellated
arrays of QDs, in RGB colors 30
For non-monochrome (usually white) color generation, QD lumophores were
utilized as a replacement for red 82,83 or green 84 color components in white-light LEDs
employing organic emitters. A broad spectral emitter using a mixture of QDs has also
been demonstrated using red, green and blue emitting dots embedded in polylaurylmeth
acrylate 85 with a blue GaN or Hg vapor lamp for excitation. White light
photoluminescence from QDs was also obtained by Bowers, et al. 86 and Chen, et al. 87,
in devices in which deep trap QD luminescence was photoexcited by an external ultra-
violet LED. However, deep trap emitters, generally defective CdS or ZnSe QDs, are only
weakly luminescent, and the defect trap states on QD lumophores are poorly
characterized and not easily reproducible from one synthesis to the next. White light
LEDs have also been fabricated in this work using mixed monolayers of RGB emitting
QDs 71 attained an EQE of 0.35%, but were limited by the low EQE of the current design
of blue LEDs. White LEDs displayed CIE (colour international d'eclerage) coordinates
of (0.35, 0.41) and a CRI of 86%, which is nominally better than "cool white" fluorescent
(CRI=62) or solid state lighting (CRI>80).
Further exploration of QD-LED material design have yielded QD-LEDs using
resistive NiO as an inorganic HTL 35, and fully inorganic QD-LEDs (Sections 3.2 and
3.3) which replace the HTL with a NiO thin film and the ETL layer with an SnO2:ZnO
alloyed thin film 36, or which used p- and n-doped gallium nitride as transport layers 88.
These devices both display efficiencies of 0.2%-0.1% and 0.01%-0.001% EQE,
respectively, and emitted red light from commercial CdSe/ZnS QDs (QD Corp), high QY
(-50%) alloyed ZnCdSe cores 89, and CdeSe/ZnS 90 also respectively. Linearly polarized
LEDs have also been fabricated using partially aligned, red emitting CdSe/ZnS nanorods
(NRs) instead of QDs in organic ETL/QD-HTL devices which exhibited EQEs of 0.5%
91. Although the range of emissive devices presented since 2002 78 is impressive, most
single monolayer devices, with a few exceptions 30,77, have failed to push far beyond the
original achievement of 0.5%. Recent publications have shown improved EQEs of 0.8%,
through the application of multiple hole transport materials 92, or of 2.0% 30 using red,
ultra-high quantum yield (90%) commercial CdSe/ZnS dots (QD Corp). Both these
results were attained in devices using red quantum dots -~620 nm.
However, with better device design, there is no theoretical barrier to 2% EQEs
across the visible spectrum. Such relatively high efficiency devices would find use in
RBG displays, indicator LEDs, or even solid state lighting. To improve the utility and
commercializability of QD-LEDs, efficiencies of greater than 1.0% must be reliably
attained at RGB wavelengths. Doing so requires using new HTL and ETL materials, now
popular in OLED design 93, but not previously used in QD devices, as well as high QY
materials attained with better chemistry and improved QD processing techniques.
In this work we will explore device designs with EQEs of -2-3% across the
green-red spectrum. We will also explore attempts to improve the performance of blue
emitting QD-LEDs, as well as using these advances to produce reasonably efficient white
light LEDs using mixed QD monolayers. Finally, we will replace the organic
semiconductors with sputtered metal oxide films to form efficient quantum dot -
inorganic light emitting devices (QD-ILEDs).
1.2.2.3 Device Structure and Function
The generalized device structure for QD-OLEDs in this work 71 consists of a hole
transport material (HTL) and electron transport material (ETL), both made from
semiconducting organic molecules, sandwiching a QD monolayer which is use as the
active emitting layer in the device. Charges are injected into the ETL and HTL from
metallically conducting electrodes with work functions chosen to facilitate injection of
the respective charge into the charge transport layer. The device itself is only -300 nm in
total thickness (including the electrodes) and rests upon a glass substrate (Figure 1.10).
Figure 1.10: The device structure of the QD-LED, as described by Coe et al. 27
Although no current flows at 0 V, applying a positive voltage to the high work
function electrode allows the Fermi level to drop below the hole conduction band of the
HTL. This allows holes to flow into the HTL and then into the valence band of the QD
(Figure 1.10). Electrons are injected from the low work function electrode into the ETL
0*1
1j
of the device where they are transported into the conduction band of the QD. The
charges can then recombine across the band gap of the QD, producing
electroluminescence (EL) with the QD's characteristic emission spectrum.
Radiative events
I - II 
- I
CI
Ini
SI I I
Non-radiative events
, -..
Au
De
L~JI
argy
nsfer
I I
CB/trap
states
at high
Vapplied
ion
Figure 1.11: A diagram of the various processes by which excitons are formed on the QD and
decay, either radiatively (top) or non-radiatively (bottom).
Alternatively, charges can form electron hole pairs in either of the two transport
organics, which can themselves emit (Figure 1.11). If the emission spectrum of the
organic semiconductors overlaps the absorption of the QD (i.e. the organic transport
layers emit at a lower wavelength than the QD), the exciton can transfer to the QD by
FRET. Although both charge injection and FRET are likely occurring in the device
I L- .:
during operation, FRET has been found recently to be the dominant mechanism by which
excitons are formed on the QD 94
The organic layers can be either spin-cast 78 or evaporated 30 into the device. The
QD monolayer is formed either by spin-casting onto a chemically durable substrate 35,36
by phase separation from a spin-cast mixture of the QDs and HTL 77,78, or by micro-
contact printing 30. In this work, OLEDs are formed by micro-contact printing and
inorganic LEDs (ILEDs) are formed by spin-casting over a metal oxide substrate.
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Figure 1.12: A diagram and photos of the device processing system used to make QD-LEDs.
Top) A diagram of the system. Substrates are pumped down and placed under N2 in the loadlock
to the left glove box. They can be transferred to a spin-coating apparatus in the right glove box,
or pumped down in a substrate holder, with or without masks, to < lx10 -6 torr on the trolley that
moves through the central conduit. From this trolley the substrates can be brought into the
evaporators or sputterer for material deposition. Bottom) A photo of the glove boxes (left) and
one of the evaporators (right).
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Device measurements include I-V curves, EL spectra, turn-on voltage, external
quantum efficiency (EQE) and luminosity (usually expressed as cd/m2). I-V curves and
spectra especially are useful for evaluating the underlying function of the device, and for
troubleshooting, as shown in Figure 1.12. The turn-on voltage is the applied voltage at
which photons can be detected being emitted from the device. The EQE is simply a
measurement of the number of photons emitted from the device divided by the number of
charges injected into the device (e.g. 1 photon per 1 electron would yield an EQE of
100%). The luminosity is a measurement of how bright the pixel appears to the human
eye at a given distance.
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Figure 1.13: a) Device structure and b) band structure of a QD-OLED. c) Photos and peak
efficiencies of RGB devices based on this structure. d) The I-V curve of a QD-OLED, the data
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can be fit by a power law curve after the turn-on voltage -3-5 V, as is generally seen in organic
semiconductors employing space-limited charge transport 95,96. e) A commission international
d'eclairage (CIE) plot for the RGB devices. The color area covered by the three devices is 130%
of the standard NTSC color triangle. 30,97
Two further metrics can be calculated from the efficiency and the emission
spectrum. The Commission International de l'Eclairage (CIE) coordinates, in which the
relative intensity of the three colors RGB are mapped onto a two dimensional surface
(Figure 1.13). The Color Reflective Index (CRI) is an measurement of how objects
absorbing some portion of the visible spectrum will appear to the human eye when
illuminated by a light source with defined spectral features. Finally, digital photos are
generally taken of devices to visually demonstrate both the color and brightness of the
pixel under operating conditions (3-10 V).
1.3 Solar Cells
Nanocrystals can be used as active absorption layers, as well as emitting layers, in
optoelectronic devices. These devices, called photovoltaic (PV) devices, make use of the
high absorption cross-section 98 and large surface area to volume ratio of nanocrystals to
harvest incident photons and produce charges with a characteristic energy difference
(voltage). Understanding how to design functional materials for these applications
requires first some historical understanding of the device itself, as well as how it
functions.
1.3.2 History of PV Devices and NC Solar Cells
The earliest photovoltaic cell was produced using selenium as the semiconductor
by Fritts 99,100 in 1883. Modem devices used Si pn junctions to produce up to 6% power
efficient devices 101. Power efficiency (PE) at AM 1.5 (the intensity of the solar spectrum
through a standard air mass) is the standard measurement of how much of the available
spectral power is converted into electrical power. Power efficiency (PEAM 1.s5) is more
appropriate than EQE when evaluating the capability of a solar cell, since a device with
5% EQE at a blue wavelength would produce electrons with a higher voltage than a
device with the same efficiency at a red wavelength, and thus the first device would
produce more power (voltage x current). Although p-type silicon/n-type silicon remains
the standard for industrial photovoltaic cells, with PEs of> 20% for crystalline materials
102, high efficiency devices have also been produced using Cu 2S/CdS (>10%, 1980) '00,
GaInP/GaAs (>30%, 1994) 103, and Cu(InGa)Se2 (19%, 1998) '04. So called "Graetzel"
cells (after their inventor) have also been produced using dye sensitized TiO2 and liquid
transport materials with PE 11% (1996) '10. Nanocrystalline materials have also been
used to produce solar cells, with reported PEs as high as 3% 106. Materials such as CdTe
107, CdSe 108, PbS 109 and PbSe 110 have also been explored for use in PN junction devices.
Polymer PV cells have also been constructed using a "bulk heterojunction" design
(see Figure 11), in which the p- and n-type materials are randomly distributed within the
active region of the cell 1'. As excitons are generated within the film, the p- and n-type
polymer strands, while randomly distributed, are still in contact with their respective
electrodes, given an adequate concentration of both materials. Thus both the electron and
hole can still be conducted toward the proper electrodes while also creating a much larger
junction area. Similar bulk heterojunction devices have been made using C60 112
"Buckeyballs", or CdSe nanorods 113 embedded in a p-type polymer matrix. In chapter 4,
CdSe/CdTe nanobarbells will be used to produce both a bulk heterojunction device
(Section 4.4.3), and within a standard p-i-n junction device as the photoactive i-layer
(Section 4.5).
1.3.3 NC Device Function
Absorption devices function in the opposite fashion from LEDs. Instead of
injecting charges into the active material, which must be a relatively good emitter, in a
solar cell or photodetector, the active material absorbs a photon and the band structure of
the surrounding materials are designed so that the exciton will be separated and charges
flow to the electrodes. The migration of charges to the different electrodes creates an
internal field (voltage) across the device in open circuit operation, and the coulombic
attraction between the charges gives rise to a closed circuit current. Depending on the
energy levels of the bands in the device, it may or may not be necessary to apply a
voltage to the device to get the charges to flow out of the absorbing layer to their
respective electrodes. In the former case, the device is a photodetector and external
voltage must be supplied so that the current can be used as a measure of the number of
photons striking the device area. In the latter case, given good efficiency of extraction,
the PV device is a solar cell and can be used to generate power.
PN Junction Bulk Heterojunction
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electrode
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Figure 1.14, Top: A generalized band diagram for a typical bulk semiconductor solar cell.
Excitons are generated when light is absorbed at the PN junction. The holes and electrons are
separated into the p- and n- conduction bands then drift toward the electrodes in the field
produced by the difference in the electrode work functions, called the built-in voltage (Vbi).
Bottom: A schematic drawing of a bulk heterojunction device, in which the PN junctions are
randomly distributed within the cell as the polymers strands interlace. As electron-hole pairs
form at the junctions, the charges are separated, as in the standard PN-junction device, and are
transported to their respective electrodes by connecting pathways of p- and n- type strands.
1.4 Overview of Thesis
The work in this thesis can be divided into two major categories: innovations in LEDs,
and the synthesis of original optical materials. Chapters 2 and 3 will discuss the major
innovations in LEDs made during the course of this work. Chapter 2 will focus on
organic LEDs (OLEDs) while Chapter 3 focuses on inorganic LEDs (ILEDs). Unlike in
previous works [CITE], these chapters will completely encompass each topic, discussing
all the details of the device design and implementation, including the design, QD
synthesis, production and results of each major device. Chapters 2 and 3 will largely be
subdivided by the major devices accomplished during the course of the investigation.
Chapter 2 will cover the work done to create efficient blue LEDs (2.2), white emitting
LEDs (2.3) and improvements in materials for blue (2.4) and red-green devices (2.5).
Chapter 3 is divided mainly into devices replacing the organic HTL with NiO (3.2) and
replacing both the ETL and HTL with SnO2:ZnO and NiO, respectively (3.3). The next
two chapters, Chapter 4 and 5, will examine two optical materials discovered in the
course of this work, their design, synthesis, physics and some discussion of possible
applications. Chapter 4 will discuss the synthetic preparation of CdSe/CdTe nanobarbells
along with a description of their physics and use in solar cells. Chapter 5 will discuss the
synthesis and characterization of QD-J-aggregate "constructs" made from J-aggregating
cyanine dyes electrostatically bound to QDs. The FRET characteristics of these
constructs will be examined, although no applications have yet been explored. The
emphasis for both materials will on the original synthetic work done, more than in the
LED chapters, which, with some exceptions (2.4.2) relied on altered preparations of
previously reported materials. Devices for these materials tended to be more rudimentary
(Chapter 4) or have yet to be applied (Chapter 5) and may warrant further discussion.
Each chapter ends with a summary of the work done as well as an acknowledgement of
the contributions of my collaborators to the project.
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Chapter 2
Quantum Dot Organic Light Emitting Diodes (QD-OLEDs)
2.1 Introduction and Motivation
QD-OLEDs represent a significant application for QDs in the field of
optoelectronics 1-1', combining the color purity and durability of QDs with the efficiency,
flexibility and low cost of OLEDs. Previous efforts by Coe et al. culminated with the
creation of red, green and blue (RGB) LED's with external quantum efficiencies (EQEs)
of 1.0% 6, 0.5% ' and 0.2% 12, respectively, patterned using PDMS micro-contact
printing techniques (Section 1.1.7.2). However, OLED devices alone can be >10%
efficient 13. It is apparent that improved efficiencies are needed for the blue and green, to
make the technology more marketable.
Using RGB materials also allows us to produce fluorescence that appears white to
the human eye. White light OLEDs can be produced by spectrally tuning the
contributions of red, green and blue light by adjusting the concentration of each
nanocrystal in the device, taking into account the rate of FRET from bright blue QDs to
redder QDs. Hence the efficiency of a white light device is highly dependent on creating
efficient blue emitters and thus efficient blue LEDs.
Creating a white light device in turn has provided a better understanding of the
mechanisms inherent in their operation. This gave rise to new material sets that could
take advantage of the mechanisms of charge injection and exciton formation, and
therefore greatly improve the performance of earlier red and green LEDs.
2.2 Efficient Blue QD-OLEDs using ZnCdS Cores
One of the difficulties in producing blue emitting QDs is the prevalence of
interband trap states that can emit in the green to red region of the spectrum 12,14. This
trap emission appears as a long tail to the band edge emission and can change the
perceived color of the emission from blue to purple, then white, yellow and even orange,
as the intensity of the trap peak increases relative to the band edge peak. The traps are
highly localized and can arise from either defects in the crystal lattice of the nanocrystal
or from dangling bonds on the surface of the nanocrystal.
The second problem in designing blue QD-LEDs is that charge injection into wide
band gap materials like CdS is not likely in the traditional TPD/QD/Alq 3 devices. Earlier
works substituted CBP for TPD and added a hole blocking layer made from TAZ, but
still failed to achieve better than 0.22% EQE 12. Any replacement for the transport
materials needs to be wide band gap materials, to prevent FRET from the blue QDs into
the organic film.
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Figure 2.1: Two barriers to achieving efficient blue emitting QD-LEDs. a) A diagram of the
origin of "trap emission", showing competition between the radiative and non-radiative rates of
emission for the band edge and a localized trap at an energy well below the conduction band (a
"deep" trap state). b) Photoluminescence spectrum of a CdS/ZnS particle showing some deep
trap emission. c) A diagram describing the favorable FRET of excitons into a red emitting CdSe
particle in a traditional TPD/QD/Alq3 device, as opposed to d) a blue emitting CdS particle,
wherein the exciton on the CdS nanocrystal is transferred to the green emitting Alq 3. Also shown
in d) the hole transport material fails to adequately inject holes into the deep hole conduction
band of CdS.
With these limitations in mind, the first step to improving the efficiency blue QD-OLEDs
is to use higher quantum yield (QY) nanocrystals in their design. ZnCdS produces a
much brighter nanocrystal using a more reproducible reaction. Improving the device also
requires changing the hole and electron injection materials to exclude those materials that
Favorable Energy Transfer
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can accept excitons from a blue emitting QD and fluoresce from the organic transport
materials. Furthermore, the depth of the valence band in ZnCdS may present a further
hindrance to direct charge injection for these devices.
2.2.1 Synthesis of ZnCdS Quantum Dots
Blue emitting ZnCdS QDs were prepared by injecting a degassed solution of
oleylamine and elemental sulfur into a flask under argon, which contained a clear
solution of CdO and ZnO dissolved into oleic acid and octadecene at 310 0C, similar to
that reported by Zhong, et al. 15. The solution quickly turned from clear to yellow and
remained stirring in the pot at 2700C for -30 minutes. After cooling, the ZnCdS cores
were then precipitated by the addition of acetone and separated from the supernatant by
centrifugation. The QDs were precipitated a second time using methanol/butanol,
centrifuged and redispersed in chloroform, as described above. The quantum yield for the
ZnCdS QDs was found to be ~ 48% using coumarin 480 as a dye standard (99% QY in
ethanol) 16
By varying the parameters of the synthesis, several trends emerged. As expected,
increasing the amount of cadmium in the pot tended to yield higher emission
wavelengths. Considering that the band gaps in the alloyed particles are largely a
function of the relative percentage of Zn and Cd in the nanocrystal, adding more Cd to
the pot should increase the amount of Cd in the particles and therefore shift the emission
to the red. Changing the injection volume also changed the emission wavelength of the
final sample. Smaller injection volumes produced bluer particles while larger injection
volumes favored redder particles. The reason for this is threefold. Adding a larger
volume cools the pot more quickly, causing nucleation to occur at cooler temperatures
and thus fewer nuclei are likely to be formed. Secondly, the concentration of sulfur in the
injection is decreased, also likely resulting in smaller nuclei. As fewer nuclei are formed,
they are likely to grow larger, and therefore to be redder in emission. Finally, because
cadmium oleate is more reactive, CdS should be formed preferentially, especially early in
the reaction phase. As there are fewer nuclei, these particles grow larger and are less
able to exchange Cd from the interior of the particle with Zn from the solution. Thus
even with fairly long cooking times, the emission remains at 490 nm.
Pot (310 0C) Injection (r.t.)
Oleic Octadecene ZnO CdO Sulfur Injection Volume Emission
Acid (3 ml oleylamine) Peak
2.5 ml 10 mi 64 mg 16 mg 96 mg 3 ml 415 nm
2.5 mi 10 mi 64 mg 24 mg 48 mg 3 ml 430 nm
2.5 ml 10 mi 64 mg 32 mg 48 mg 3 ml 442 nm
2.5 ml 10 mi 64mg 24 mg 48 mg 5 ml 464 nm
2.5 ml 10 mi 64 mg 32 mg 48 mg 8 ml 492 nm
Figure 2.2: A table of reaction parameters used to produce ZnCdS cores with emission
wavelengths of 415 nm - 492 nm.
As can be seen in Figure 2.2, these parameters produced blue emitting particles
with no deep trap emission prior to purification (sample emitting at 415 nm not shown in
the figure). They appear blue to the eye when excited by a UV lamp at 365 nm (Figure
I
2.3b) and readily form close-packed films when stamped onto a TPD substrate (Figure
2.3c).
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Figure 2.3: Spectra, photo and AFM of ZnCdS particles. a) Spectra of ZnCdS particles produced
using a procedure modified from Zhong et al. 15. Sample could be produced with emission peaks
anywhere between 415 nm (not shown) to 508 nm. The arrow indicates particles contained an
increasing percentage of Cd, as evidenced by the greener band structure, not that a larger amount
of Cd was placed in the reaction pot (Figure 2.2). b) a photograph of a sample of ZnCdS QDs
after two precipitations, in chloroform, and excited by a mercury UV lamp. c) An AFM of
ZnCdS particles on a TPD coated glass/ITO substrate.
2.2.2 QD-OLEDs using TPD/ZnCdS/TAZ/Alq 3
The devices using the ZnCdS QD's consisted of an indium tin oxide (ITO) anode
on top of a glass substrate with a layer of a 40 nm thick hole transporting layer (HTL) of
N,N'-Bis(3-methylphenyl)-N,N'-bis(phenyl)benzidine (TPD), a monolayer of colloidal
ZnCdS as the emissive material, a -30 nm thick hole blocking layer (HBL) of 3,4,5-
triphenyl-1,2,4-triazole (TAZ), a 20 nm thick electron transporting layer (ETL) of tris-(8-
hydroxyquinoline) aluminum (Alq3), and a 100 nm thick cathode of magnesium silver
alloy, coated with a 20 nm thick silver protective layer (see Figure 1.10).
The device characteristics displayed in Figure 2.4 show an EQE of 0.35% besting
those of previously reported devices 12. However, some emission from the Alq3 is
detected, likely due to formation of excitons in the Alq3 layer as well as transfer of
excitons from the QDs to the Alq3. There is also some visible emission from the TPD
due to formation of excitons in that material. This occurs, however, at wavelengths which
are not intensely detected by the eye and does not greatly affect the purity of the color
observed. Since TPD cannot absorb emission at 440 nm, FRET from the QDs into the
HTL is unlikely.
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Figure 2.4: Device characteristics for ZnCdS core, blue emitting QD-OLEDs. a) IV curve for the
TPD/ZnCdS/TAZ/Alq 3 device. The turn-on voltage for this device was -4 V. b) External
quantum efficiency of the device, peaking at 0.35% EQE around 7.5 V. c) a diagram of the
device structure with the relevant band levels. The band structure of ZnCdS is estimated based
on known values for bulk CdS and ZnS. d) The normalized EL spectrum of the device at 7-12 V.
The emission profile shows three peaks originating from the TPD at 415 nm, the ZnCdS particles
peaked at 440 nm and the Alq3, a broad peak at -520 nm.
Given this data, it is clear that the charge transport layers used here are not
optimal for injecting charges or FRET transferring into a blue emitting monolayer of
QDs. However, the device is efficient enough at 0.4% EQE, and the material has a high
enough QY to be used as the blue emitter in a white emitting, mixed monolayer device,
as described in Section 2.2.1. But to boost the EQE of the blue QD-LED alone it is
i i
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sensible to find new charge transport organic materials with better performance, as is
done in Section 2.4.
2.3 White Light Electroluminescence from a Mixed RGB Monolayer
Using our improvements in blue emitting QDs we demonstrate that by combining
multiple QD lumophores in a standard TPD/QD/TAZ/Alq3 QD-OLED device, an
arbitrarily broad electroluminescence spectrum can be generated, with precisely
controlled relative intensities of the constituent spectral components. This allows the
production of a spectrum of light that appears white to the human eye, mimicking a
blackbody radiator like an incandescent light bulb (CRI = 100).
There are two principle types of light sensitive cells in the eye, lining the retina,
where the image is focused. These are the rods, which detect all photons and indicate
brightness, and the cones which detect colors and hence occur in three distinct types:
red,green and blue detectors. When only the blue detector is activated, the brain
translates the signal as being blue, when both the blue and green detectors are active the
brain translates the image as purple, etc. When all three are active the brain translates the
image as being white. Therefore the key to optimally exciting each of the receptors in the
eye is to produce a spectrum in which each color is present and peaked at the area of
optimal color sensitivity of the eye, namely the wavelengths 470 nm, 530 nm and 620
nm. These wavelengths produce the most "pure" colors, and can therefore be tuned in
concentration to create any arbitrary color LED.
The goal of this device was to demonstrate reproducible and efficient spectrally-
broad electroluminescent QD-LEDs with spectral emission tunable across the CIE
(Commission Internationale de l'Eclairage) color space. This demonstrates that the
electroluminescence spectrum can be precisely tuned in QD-OLEDs in which the mixed
color electroluminescence is derived from a single QD monolayer containing QDs of
multiple colors. To demonstrate spectral tunability, the relative concentrations of QD
components can be adjusted in the QD monolayer to obtain white-light emitting QD-
LEDs with a high color rendering index as shown in Figure 2.5.
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Figure 2.5: Simulated QD-LED white light source with five QD lumophores each with 40nm
FWHM spectral emission. The composite emission spectrum has a color rendering index of
CRI = 98, while wasting no photons in the ultra-violet and the infra-red part of the spectrum.
Superimposed is the emission spectrum of a black body source with T = 5500K.
2.3.1 Synthesis of Red, Green and Blue QDs for the White Light LED
To create three colors representing red, green and blue, (RBG) we used three
different types of colloidal quantum dots (QDs). The first type of QD was a CdSe/ZnS
overcoated core-shell QD with a photoluminescence (PL) maximum at k = 622 nm. The
second type was a ZnSe/CdSe/ZnS core-shell/alloy overcoated QD with a PL maximum
around X = 540 nm. The third type was a CdZnS alloy QD core with a PL maximum
around X = 440 nrm. Together these three types of QDs constitute the component parts of
an RGB color scheme. QD syntheses were adapted from reported preparations 15,17 to
achieve specific wavelength emitters with narrow distributions and maximum quantum
yield. Color emission targets were chosen to best conform to areas of maximum
detection for RGB in the human eye, at X = 620nm, = 530nm, and X = 470nm,
respectively, and thus to achieve the brightest possible appearance. Furthermore, to
achieve arbitrary colors regardless of sample QYs (which may vary) these colors
effectively form a decoupled basis set for forming all other visible colors.
Red CdSe/ZnS core-shell QDs, purchased from Quantum Dot Corporation
(Invitrogen), exhibit a PL peak at X = 622 nm, and solution PL quantum yield near 90%.
Green emitting quantum dots were prepared by synthesizing ZnSe/CdSe alloyed
cores, as adapted from Ivanov, et al. 17, and subsequently overcoated with ZnS. To do so,
ZnSe cores were first prepared by injecting a solution of diethyl zinc, trioctylphosphine
selenide (TOP-Se) and TOP into a flask of hexadecylamine (HDA) at 310 oC. The cores
were then grown at 270 TC for -2 hours until the first absorption peak was at X = 354 nm.
Then the solution, still visibly clear due to the high band gap of ZnSe, was cooled to 150
oC and immediately 5ml of the growth solution was injected into a degassed solution of
TOPO and hexylphosphonic acid (HPA). Immediately upon injection, a solution of
dimethyl cadmium, TOP-Se and TOP was added drop-wise to the solvent/ZnSe mixture
and the solution was heated at 150 oC for -19 hours (no more than 2 days) until the
emission reached a peak at X = 540 nm. These cores, made of ZnSe and CdSe, were then
twice precipitated using methanol/butanol and redispersed in hexane. This solution was
injected into a flask of degassed TOPO and HPA at 80 oC, and hexane was removed
under vacuum for 1 hr. Two solutions, one containing dimethyl cadmium, diethyl zinc
and TOP, the second containing TMS2-S and TOP were added slowly to the flask at 150
'C by syringe pump at a rate of 2 ml/hr for -2 hrs after which the solution was cooled to
room temperature. The QDs were precipitated using methanol/butanol as above and
redispersed in hexane. This process was performed three times, filtering after each
dispersion with a 0.2 Am filter, and redissolving, in the final step, in chloroform. The
quantum yield of the ZnSe/CdSe/ZnS QDs was measured to be -65% using coumarin
540 as a standard (89% QY in ethanol) 1.
Blue emitting ZnCdS QDs were prepared as described in Section 2.2.1. The QDs
were then precipitated a second time using methanol/butanol, centrifuged and redispersed
in chloroform, as described above. The quantum yield for the ZnCdS QDs was found to
be 48% using coumarin 480.
2.3.2 Device Fabrication
ITO substrates for QD-LEDs and for AFM samples were cleaned in a multi-step
solvent cleaning process followed by a 5 min exposure to 02 plasma. QD-LEDs were
packaged in a N2 glovebox using a glass coverslip and UV curing epoxy. The devices
consisted of an indium tin oxide (ITO) anode on top of a glass substrate with a layer of
conducting polymer poly(3, 4-ethylenedioxythiophene):poly(styrenesulfonate)
PEDOT:PSS as the hole injection layer, a 40 nm thick hole transporting layer (HTL) of
TPD, an emissive monolayer of colloidal QDs, a 27 nm thick hole blocking layer (HBL)
of TAZ, a 20 nm thick electron transporting layer (ETL) of Alq3, and a 100 nm thick
cathode of magnesium silver alloy, coated with a 20 nm thick silver protective layer. All
the organic films (except PEDOT:PSS) were thermally evaporated at pressures of<5x10-
7 torr and at rates of- 0.1 nm/s. PEDOT:PSS films were spin-cast onto ITO substrates,
and baked at 110 Co for 15 min in a N2 atmosphere. We used all three types of QDs
(synthesis in Section 2.3.1) to generate the red, green and blue spectral components of the
white LED.
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Figure 2.6: Device structure of the mixed monolayer QD-OLED. (a) Atomic force microscope
phase image of blue QDs forming approximately 1.1 monolayers on top of a 40 nm thick TPD
film. (b) Device cross-section of a white QD-LED. 0o
QD solutions for the white QD-LEDs were prepared by mixing red, green, and
blue QD solutions so that the R:G:B QD ratio in the film is 1:2:10. The R:G:B QD ratio
was chosen in part to compensate for the differences in PL efficiency of different QD
samples. Additionally, QD-to-QD proximity in the electroluminescent QD monolayer
enables exciton energy transfer from higher energy to lower energy QDs 18-20, red shifting
(a)
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the overall emission and necessitating a higher concentration of blue QDs in the QD
monolayer. Consequently, blue QDs of high luminescence efficiency are needed for
efficient QD-LED operation. Solution concentrations were calibrated using atomic force
microscopy (AFM) to produce a QD monolayer upon spin-casting (Figure 2.6).
2.3.3 RGB Device Characteristics
CdSe/ZnS QDs emitting at 620 nm with a QY of almost 90% produced EL
devices with an EQE of •1%, similar to those reported previously 6. These QDs readily
accept excitons transferred from the blue and green emitting transport materials allowing
the production of bright and efficient QD-LEDs. Core/shell/shell QDs made from
ZnSe/CdSe/ZnS were produced with emission from 510-560 nm with a QY of -70%,
enabling devices with EQE of 0.5%. The lower EQE of these green devices is likely due
to the greater difficulty of transferring excitons from the blue and green emitting
transport materials to the QD monolayer, which does not absorb as strongly at those
wavelengths as do redder QDs. Blue devices were initially constructed using CdS/ZnS
particles, as in previously published devices 12, however the QY of the QDs after
processing (15%) was not high enough to allow for efficient blue emission in the film.
High QY ZnCdS alloyed QDs were then synthesized instead and found to emit between
400-500nm with a QY of 40% after processing. These materials were able to produce
devices with greater EQE (0.35%) than previous devices and thus enabled the production
of mixed films with an adequate blue QY to create reasonably efficient white EL devices.
The EQE for the blue devices was still lower than for the green and red devices, mainly
because FRET transfer of excitons from the organic transport materials is either less
efficient, as in the case of TPD, or impossible, as in the case of Alq3 (Figure 2.1). In this
case the device function is more dependant than the green or red devices on the ability of
the transport materials to directly inject charge into the band structure of the QD, Since it
is more difficult to inject holes into the valence band of bluer QDs, these QDs tend to
emit at higher voltages and as a result the white device CIE shifted to the blue with
increased voltage.
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Figure 2.7: Red, green, and blue QD absorption spectra labeled with red, green, and blue solid
lines, respectively, are shown together with TPD and Alq 3 PL spectra labeled with purple and
green dashed lines to demonstrate spectral overlaps. 10
EL spectra for the red, green, blue and mixed-monolayer QD-LEDs are measured
at near video brightness (Figure 2.8b, next section). The EL spectra of red and green
QD-LEDs correspond to the color-saturated PL spectra characteristic of colloidal QDs,
with CIE coordinates of (0.65, 0.34) and (0.31, 0.65), respectively. The blue QD-LED
spectrum has a dominant QD component and weaker Alq3 and TPD emission, consistent
with energy transfer 18-20 and downconversion of the deep blue QD luminescence by
Alq3, (expected from the spectral overlap of Alq3 absorption and blue QD PL). In
contrast, spectral overlap of TPD PL and blue QD absorption is insufficient to provide
complete quenching of TPD EL via energy transfer from TPD to blue QDs (Figure 2.7).
CIE coordinates of the blue QD-LEDs are (0.19, 0.11). We note that the hole blocking
TAZ layer should physically separate the blue QD monolayer Alq3 film inhibiting QD-to-
Alq3 energy transfer and Alq3 luminescence. However, the TAZ film is not planar when
grown on the QD monolayer 4,21-23, allowing pinholes to form in which some QDs come
into contact with the Alq3 film. This contributes to Alq3 EL in blue QD-LEDs.
2.3.4 White Emitting QD Devices
The emission spectrum of the white QD-LED (Figure 2.8a) shows a pronounced
contribution of red, green and blue QD EL components. The TPD EL signal is largely
quenched due to energy transfer to the red and green QDs. Alq3 still appears to exhibit a
weak spectral feature in the white QD-LED spectrum analogous to the blue QD-LEDs.
The mixed-monolayer QD-LED pixels appear uniformly luminescent, look "white" to the
eye (Figure 2.8d), with CIE coordinates (0.35,0.41) at 9 V applied bias and CRI of 86
(Figure 2.8b), when compared to the 5500K black body reference. Such high CRI
compares favorably to conventional white light sources such as "cool white" fluorescent
(CRI = 62), incandescent (CRI = 100), and dye enhanced InGaN/GaN solid state LEDs
(CRI > 80) 16.
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Figure 2.8 EL characteristics of the white, red, green and blue devices. (a) Normalized EL
spectra of a white QD-LED for a set of increasing applied voltages. The relative intensities of red
and blue QD spectral components increase in comparison to the green QD component at higher
biases. (b) Normalized EL spectra of red, green, and blue monochrome QD-LEDs (red, green
and blue lines, respectively). (c) CIE coordinates of the red, green, blue QD-LEDs (triangles).
Circle symbols show the evolution of CIE coordinates and CRI of the white QD-LEDs upon
increasing applied bias. d) a photo of the device in operation at 10V applied bias. 0o
The peak external luminescence quantum efficiencies (EQEs) of the monochrome
QD-LEDs are measured to be 1.6% at 4.6 V (0.29 mA/cm2) for red devices, 0.65 % at 5.2
V (0.63 mA/cm2) for green, and 0.35% at 9.1 V for blue (1.73 mA/cm2 ) (Figure 2.8).
These values are consistent with previously reported QD-LEDs 5-7,9,10,12, and with blue
--- ---
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QD-LEDs, more efficient than previous reports 12. The peak EQE of white QD-LEDs is
0.36% at 5.0 V (1.51 mA/cm 2) (Figure 2.9b), which corresponds to 0.9 cd/A and 0.57
lm/W, at a brightness of 13.5 cd/m2. At 9 V applied bias, and optimal CIE position, the
brightness was 92 cd/m2, with efficiencies of 0.28% EQE, 0.7 cd/A and 0.24 lm/W at 13
mA/cm2 of current. Maximum brightness exceeded 830 cd/m2 at 14V and 230 mA/cm2 .
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Figure 2.9: Current-voltage characteristics (a) and external electroluminescence quantum
efficiency (b) measured for red, green, blue, and white QD-LEDs labeled with red, green, blue
and black lines, respectively. The circled data points indicate device brightnesses of 100 cd/m 2.
Since the white QD-LEDs contain three types of QDs with different responses to
charge injection, we expect the EL spectrum to change for different driving conditions.
In Figure 2.8a we show the EL spectrum color shift in a white QD-LED as we change the
applied bias from 5 V to 9 V, resulting in slight change of the CIE coordinates and CRI,
as shown in Figure 2.8c. With increasing voltage we observe the increase of the red and
blue QD spectral components in the white QD-LED spectrum relative to the initially
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dominant green QD spectral component. This effect can in part be explained by analysis
of the current-voltage (IV) characteristics of the red, green and blue monochrome QD-
LEDs (Figure 2.8b) and the proposed energy band diagram shown in Figure 2.10. The
blue QD-LED reaches video brightness at a higher voltage than the red and green
devices. The higher resistance of the blue QD-LED for all currents can be ascribed to the
higher energy barrier to the hole injection into the blue QDs, necessitating a higher
applied voltage to generate a blue QD exciton.
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Figure 2.10: Suggested band diagram for the QD-LEDs of this study. Conduction and valence
band position for the red QDs are labeled with red energy levels, the shaded area shows the range
of likely energy level positions for the conduction and valence bands of the green and blue QDs.
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In the white QD-LED, charge injection into the mixed QD film is dominated by
injection into the green and red QDs at low applied bias (5V). Since the QD mixture
contained twice as many green QDs as there were red QDs, the larger fraction of the
green QDs contributed to a more intense green EL component as compared to red QD EL
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.' ~
at low applied bias. Resonant energy transfer from green QDs to the red QDs is inhibited
by the relatively small number of both red and green QDs as compared to blue QDs in the
mixed QD monolayer, as the probability of locating a green QD next to a red QD is
small.
At higher applied biases charge injection into blue QDs becomes more efficient,
and the EL component of the blue QDs becomes more significant. Increased exciton
formation on blue QDs also benefits red and green QD luminescence due to exciton
energy transfer from blue QDs to red and green QDs. The energy transfer to red QDs is
more efficient than to green QDs due to an increased spectral overlap. Consequently,
with an increase of blue QD luminescence (at higher operating voltages), red QD
luminescence rises more than the green QD luminescence. The exciton formation on the
blue QDs, which are the most numerous in the mixed QD monolayer, will govern the
overall efficiency of the white device. This is reflected in the efficiency data of white
QD-LEDs which closely tracks the efficiency of the monochrome blue QD-LEDs.
The operation of the white QD-LED is enabled by the use of identical electron
transporting, hole blocking, and hole transporting layers in all of our monochrome QD-
LEDs. Akin to mixing colors in a paint shop, in an ideal device the solutions of QDs can
be precisely mixed to achieve any desired spectrum. QD-LED sources have the unique
capacity to surpass the tunability of the best white OLEDs. This originates from the
simplicity of the QD-LED design and the color purity of QD lumophores.
2.4 Blue LEDs Using TPBi and Spiro-TPD with Alloyed QDs
In selecting new transport materials for use in the blue QD-LEDs, there are four
governing criteria. First, as with any semiconducting organic material, it must be
possible to be incorporate it into the device by evaporation or spin-coating. Second, the
conduction (valence) band of the ETL (HTL) should facilitate injection of electrons
(holes) into the conduction (valence) band of the QD (extrapolated from known bulk
values 24). Third, the material should not absorb at the wavelength of the QD emission,
to prevent FRET of excitons formed on the QDs to the organic materials, and therefore to
reduce emission contribution from the organic layers. Finally, materials should be
identified that are significantly more robust to water and air, if possible. One of the
greatest drawbacks of the TPD/QD/Alq3 device was its propensity to degrade in air over
time, limiting both device performance and longevity. Ultimately, this final problem
would be better solved by switching to inorganic HTL and ETL materials (see Chapter
3).
The candidates selected were 2,2',2"-(1,3,5-benzenetriyl)tris(l-phenyl-lH-
benzimidazole (TPBi) as the ETL to replace Alq3 and spiro-N, N'-diphenyl-N, N'-bis(3-
methylphenyl)-(l, 1'-biphenyl)-4, 4'-diamine (spiro-TPD) to replace TPD. The latter
material is a molecule very similar to TPD but with increased resistance to degradation in
air. TPBi was selected due to its wide band gap of 3.3 eV and its ability to inject
electrons into the band structure of the QDs. Its wide band gap prevents FRET from
occurring between the QDs and the organic, while encouraging FRET from the organic in
the QD. Armed with these improved transport materials, the next step was to improve
the QY of the QDs.
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Figure 2.11: Diagram of the new organic ETL (a) and HTL (b) with band gaps of 3.3eV and
3.5eV respectively 25. The TPBi (c) and spiro-TPD (d) molecules are pictured also.
2.4.1. Synthesis of ZnCdS/ZnS Overcoated QDs as High QY Optical Materials
The device specifications shown in Figure 2.4 show an EQE of 0.4%. However,
much of the gain is realized by the increased quantum yield of the particles at 48% after
purification as compared to CdS/ZnS, which had a QY of -20% after precipitation . It
seems reasonable then that further increases in efficiency could be obtained using higher
QY particles. The easiest way to increase the QY of any nanocrystal is by overcoating it
with a higher band gap material, in a type-I configuration (Section 1.1.4). In this case
ZnCdS can be overcoated with ZnS to form a type-I core/shell material.
Synthesis was achieved by precipitating ZnCdS cores twice and redispersing in
hexane (Section 2.2.1. A pot of 5 ml oleylamine and 5 ml TOP was degassed at 130 '.
/~PB~a
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Blue cores were overcoated by adding core particles in hexane to the pot then removing
the hexane under vacuum at 80 'C. The pot was subsequently heated to 210 0C and a
solution ofdiethyl zinc and hexamethyldisilathiane (TMS2-S) was added dropwise. After
the addition the solution was cooled to room temperature, at which point the nanocrystals
spontaneously precipitated from solution. After centrifuging the solution, the precipitate
was redissolved in hexane and butanol. Nanocrystals, now ZnCdS/ZnS core/shell
quantum dots, were then precipitated a second time using acetone, centrifuged and
redispersed in chloroform, as described above.
The quantum yield for the ZnCdS/ZnS quantum dots was found to be between
50% and 80% generally, as compared to coumarin 480, and the dots were found to be 8-
10 nm in diameter after overcoating. Emission from the QDs generally did not shift
significantly during the overcoating step (Figure 2.12a), in contast to traditional
CdSe/ZnS QDs 26,27. This is because some alloying can take place at 210 oC between the
overcoating material and the core material, and in this case the effect of the increase in
Zn in the alloy and the increase in size of the QD offset each other in terms of the band
gap energy. Overcoated ZnCdS/ZnS QDs could be produced emitting from 440 nm -
510 nm and appear bright blue to blue-green to the eye (Figure 2.12b). Size dispersion
was generally <10% but the FWHM of the emission peak could be as high as 34 nm, due
to a distribution of both sizes and percentages of Cd in the core material. Overcoating
generally increased the FWHM slightly, presumably because some particles grew slightly
faster than others.
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Figure 2.12: Photoluminescence, photo and TEM of ZnCdS/ZnS. a) Emission spectrum from
the ZnCdS QDs before (green dashed) and after overcoating (blue solid) with ZnS. b) A photo of
ZnCdS/ZnS QDs in hexane, excited with a 365 nm UV mercury lamp. The sample from (a) is
shown as the center vial. c) a TEM of ZnCdS/ZnS QDs from the sample shown in (a) at 68,000x
magnification.
2.4.2 Blue QD-LEDs Using Overcoated ZnCdS/ZnS
After overcoating, the QDs can be used in a device along with the new organic
transport materials, TPBi and spiro-TPD. Devices were constructed as described in
Section 2.3.2 with 40 nm of spiro-TPD, followed by a micro-contact printed monolayer
of QDs, with a 40 nm layer of TPBi and finally a 100 nm thick Ag:Mg electrode capped
with 20 nm of Ag.
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Two devices are presented in Figures 2.13 and 2.14 emitting at 490 nm and 450
nm respectively. In Figure 2.13a emission was observed at 490 nm with emission
primarily from the QDs in the film. Very little emission is visible from the organic films.
This device shows an EQE of 0.2% at 4.5 V and 5.5 mA/cm2. Although the efficiency is
only comparable to that of previous devices (Section 2.2), the spectral purity of the
device as well as its brightness in room lights (Figure 2.13c) are typical of devices
utilizing these ZnCdS/ZnS particles.
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Figure 2.13: Characteristics of a 490 nm emitting ZnCdS/ZnS QD-OLED. a) EL spectrum of a
blue QD-OLED using spiro-TPD/(ZnCdS/ZnS)/TPBi. The blue emission of the QDs is the main
contributor to the EL. b) A diagram of the band gaps of the layers in the device. c) A photo of
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the functioning device at 5V. d) The IV curve for this device. e) The EQE plotted against
current density. Peak efficiency for the device occurred at -4.5V.
However, despite their superior QY, making devices with these materials presents
a significant challenge due to the difficulty of injecting charges into the wide bands of the
particle. Overcoating with ZnS, while raising the QY significantly, also increases the
tunneling barrier into the QD and thus raises the voltage required for injection. This
increases the number of excitons formed in the transport materials, especially the ETL,
and thus generally tends to increase the organic emission contribution. Furthermore,
charge injection through the very thick ZnS shell coating the QD is very difficult, likely
leading to emission from the organics. Devices attempting to use wide band gap
overcoated particles (< 490 nm) generally emitted purely from the organic or failed to
turn on.
Better transport layers or improved device structures will be required to take
advantage of the excellent quantum yield of this material. However, in redesigning the
organic HTL and ETL to use overcoated QDs we have in fact optimized the device to use
ZnCdS cores.
2.4.3 Blue QD-LEDs using TPBi and spiro-TPD with ZnCdS Cores
Figure 2.14 presents the best device, using 450 nm emitting ZnCdS particles with
quantum yield of-40% after purification.
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Figure 2.14: Characteristics of a 450 nm emitting ZnCdS QD-OLED. a) EL spectrum of a 450
nm emitting QD-OLED using spiro-TPD/ZnCdS/TPBi. The slight shoulder to the spectrum in
this case is likely due to emission from the TPBi. b) A photo of the device functioning at 5 V. c)
The IV curve for this device, turn on voltage is around -3 V. d) The EQE plotted against current
density. Peak efficiency for the device was 0.39% EQE at 6 mA/cm2 and 4.5 V.
The device shows a slight shoulder around 500 nm, due to some contribution from
the organics superimposed on a larger contribution from QDs. However, the efficiency
of this device is nearly 0.4% EQE at 6 mA/cm2 and 4.5 V, an improvement of nearly 80%
in efficiency over the best CdS/ZnS devices. Coupled with the low turn on voltage of
-3.5 V and bright blue pixels (Figure 2.14c, shown in room lights), this represents one of
the best efforts to date in creating a blue QD-LED.
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2.5. Using TPBi and spiro-TPD for High EQE Red-Green Devices
While the new organic transport layers were not able to greatly improve the
efficiency of blue devices in general, they were better able to energy transfer and inject
charges through the thick ZnS tunneling barrier and into the deep valence band of the
overcoated ZnCdS/ZnS particles. This was not possible using the classic TPD/QD/Alq 3
device structure. As a consequence it is then sensible to revisit the earlier work done
with green and red QDs with an eye toward improving the efficiency of those devices.
Since the FRET overlap between the TPBi and the QDs is now more favorable, and the
spiro-TPD is more stable and easier to process than TPD, it stands to reason that these
devices should be able to top the EQE of previous works which reached 0.5 % 9 and 2.0
% 7 for the green and red respectively.
2.5.1 Quantum Dot Synthesis: CdSe/ZnS
Two different types of QDs were used in this device, reflecting the range of
previous work in this field and to show both the color and material versatility of our
device. Green emitting devices used ZnSe/CdSe/ZnS QDs 538 nm emitting QDs with a
quantum yield of 65% (see 2.3.1 for synthesis).
Red-emitting CdSe/ZnS quantum dots were synthesized by methods similar to
those previously reported 21. To prepare the CdSe cores, a pot of 6.25 g of
trioctylphosphine oxide (TOPO, Aldrich 99%), 5.75 g hexadecylamine (HDA, technical
grade Aldrich) and 3.4ml of trioctylphosphine (TOP, 97% Strem) was degassed at 110
'C. In a separate vial, 0.852 g hexadecanediol (Aldrich) and 0.473 g of cadmium 2,4-
pentanedionate (Alfa Aesar) in 8 ml TOP were also degassed at 110 oC. After cooling to
room temperature, 2 ml of 1.5M trioctylphosphine selenide (TOP-Se) was added to the
vial. The pot was then heated to 360 oC under argon and the contents of the vial were
quickly injected into the pot, causing nucleation of the nanoparticles, which was then
cooled to 270 oC for several minutes until aliquots of the sample revealed that the cores
had grown large enough to emit at -270 nm. The reaction was quenched by quickly
cooling the pot to room temperature. The cores were precipitated twice by the addition of
methanol and butanol and centrifuged for 5 minutes at 3900 RPM before being
redispersed in hexane.
CdSe cores were overcoated with ZnS using established methods of overcoating
28 adapted by the use of a syringe pump instead of an addition funnel. To overcoat, a pot
of 10 g TOPO and 0.4 g hexylphosphonic acid (HPA) was degassed at 140 oC, the
solution of cores in hexane was added to the pot and hexane pulled off at 80 oC. The
amount of nanocrystals added to the pot was estimated to contain 0.143 mmol of
cadmium. The pot was then placed under argon at 80 'C and stirred for 1.5 hours after
adding 0.5 ml of decylamine. The pot was heated to 155 oC after which a solution of 73
mg diethyl zinc, 18 mg dimethyl cadmium in 4 ml TOP and a second solution of 266 mg
of hexamethyldisilathiane in 4 ml TOP were both added by slow injection at a rate of 2
ml/hr for about 2 hours. The pot was then cooled to 80 TC, and left stirring overnight to
anneal the nanoparticle surface. CdSe/ZnS quantum dots were precipitated twice, as
above, and redispersed the second time in chloroform prior to being filtered with a 0.2
um filter. Quantum yield of the sample was estimated to be -75% after precipitation.
2.5.2 High Efficiency Device Fabrication
Devices were structured as ITO/TPBi/QD/Alq3/Ag:Mg/Ag, as used in the blue
ZnCdS/ZnS devices shown in Section 2.4.2. Device fabrication steps were identical to
those described in Section 2.3.2, except using red (605 nm) and green (535 nm) emitting
QDs as the active layer in the device.
2.5.3 High Efficiency Device Characterization
IV curves for all devices are characteristic of organic transport QD-LEDs. These
show a power law dependence of current with respect to voltage after the turn-on voltage
around 2.5V. There is a noticeable decay component to this dependence beginning
around 10 mA/cm2. This is probably due to trap filling in either the hole or electron
transport layers, which would then limit the current (trap-limited charge-transport) 8,29
EQE increases with respect to voltage until the decay eventually limits the current,
despite the increase in voltage. After 4 V, as the voltage, and thus the local field, rises,
non-radiative recombination due to charging of the dot films becomes more prominent,
decreasing the percentage of radiative excitons. Because the current is limited in this
regime, fewer spare charges can escape the QD film and thus are left to participate in
Auger non-radiative relaxation with excitons being formed on the QDs. This effectively
begins to quench the emission, reducing the EQE as voltage increases.
Both devices displayed EQEs well over 1% with maximum EQEs of 1.8% (green)
and 2.7% (red) and maximum luminosities of 20,000, and 10,000 cd/m 2 (12V),
respectively. One reason for the improved EQE is the increase in QY of materials after
processing. In any one QD sample, some QDs are poorly formed, or lose passivating
ligands during precipitation. This can cause either trap states on the surface due to
impurities or defect sites within the nanocrystal. These defect sites create energy traps
within the band gap which allow excitons a non-radiative decay pathway. Lack of a ZnS
potential barrier would place bright QDs closer to neighboring non-radiative QDs, which
would increase the likelihood of Forster resonant energy transfer (FRET) to non-emitting
dots. This negatively impacts the QY of the film and thus the maximum EQE. It is
largely due to this effect, as well as the loss of emitting device area occupied by "dead"
QDs, that film QYs are relatively low and that device EQEs have rarely exceeded 1% 6,7
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Figure 2.15: EL characteristics of red and green high efficiency QD-OLEDs. a)
Electroluminescence spectrum from devices using spiro-TPD/QD/TPBi as the device structure
with ZnSe/CdSe/ZnS (green curve) and CdSe/ZnS (red curve) as the QD monolayer. b) EQE%
plotted against voltage for each of the two devices. The green emitting QD-OLED has peak
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efficiency of 1.9% at 3.0 V and 0.27 mA/cm2, while the red one peaks at 2.7% EQE at 3.0 V and
0.312 mA/cm2. c) A photo of the red device in operation, the pixel appears orange-red to the eye.
d) An I-V curve for the two devices, the device appears to turn-on around 2.5 V and the current
begins to saturate at -~4V. The curve is similar to those presented for earlier devices 6,7,10
The second contribution to the improved EQEs is the use of better organic ETL
and HTL materials. Both are wide band gap blue emitting materials easily able to Forster
energy transfer to any of the dots used in our devices, as described in Section 2.4.
Improving the lifetime and reliability of the organic films necessarily improves the
efficiency of the device, thus raising the EQE over previous devices. Due to the wide
band gaps in both the ETL and HTL, Forster energy transfer is probable between the ETL
or HTL and the QDs. Thus excitons formed in the organic layers, within the Forster
radius of the QDs, can transfer to the QDs and emit across the QD band gap. This is seen
in the emission spectra of the devices, where absolutely no detectable emission is derived
from the organics (Figure 2.15). Similarly, with favorable band-gap alignment, charges
can be directly injected into the QDs from the ETL and HTL to form excitons which then
recombine across the band gap of the QD. Using materials with well matched hole and
electron mobilities improves the efficiency of the device by causing the majority of
excitons to be formed close to the QD layer. It also prevents charging of the QDs that
can lead to Auger non-radiative decay 30. Since both processes, FRET and direct charge
injection, are likely to occur in organic QD-LEDs 6,8,10,30,31, choosing materials with
appropriate band structures is paramount to achieving efficient device function.
Improving the EQE requires not only better synthetic techniques to improve sample QY,
but also improved processing, which, coupled with the use of a more robust HTL (spiro-
TPB) and wider band gap ETL (TPBi), have increased the yield of green-red devices to
1.8% and 2.7% respectively, which is higher than any other previously published devices
at these wavelengths 7,9
2.6 Summary
This work has shown the feasibility of using a variety of QD materials as the
emissive materials in a QD-OLED device. By successfully synthesizing high QY blue
emitters and discovering better organic transport materials, the efficiency of the devices
have been improved to 0.4%, 1.8% and 2.7% EQE for the blue, green and red devices,
respectively. We have also achieved a mixed-monolayer QD-OLED, with arbitrarily
tunable CIE coordinates that can be tuned to achieve a white light emitter.
In order for further progress to be made in QD-OLEDs, new materials or
fundamentally new devices must be constructed to push beyond 3% EQE. Previously
the maximum EQE attainable was limited mainly by the QY of the QD film. These QYs
are believed to be lower than 10% in close packed films 32 and monolayers. Since the
quantum yield of the QDs in solution is already very high, better processing techniques or
better transport materials will be needed to increase the EQE towards the film QY.
Achieving higher EQEs than that will require discarding the close-packed monolayer
device structures. As of now, this work has shown that 1-3% EQE can easily, and
regularly be attained in QD-LEDs using even moderately high QY (>50%) QDs. It has
also found a device structure that is universally able to achieve EL from any color-
emitting QD within the range of the visible spectrum. Further improvements to the
efficiency of the blue emitting devices alone stands as the final barrier to achieving the
full potential of RGB QD-OLED displays with performance metrics that are competitive
with commercial OLEDs.
My collaborator for the work presented in this chapter was Polina Anikeeva in the
Bulovic group, who performed the bulk of the device processing.
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Chapter 3
Quantum Dot-Inorganic Light Emitting Diodes (QD-ILEDs)
3.1 Introduction and Motivation
Most QD based optoelectronics, including photovoltaic cells and light emitting
devices (LEDs), have combined the optical properties of QDs (absorption or
luminescence) with charge transporting properties of organic semiconductors [1-10]. In
Chapter 2, QDs were explored as emissive materials in LEDs for display technologies
and large area planar lighting O0. High performance QD-OLEDs emitting in the near
infrared and visible spectral ranges have been realized in both this study and in earlier
works. 2-7,9,10 11 However, for QD-LEDs to be applicable to display and lighting
applications, QD-LEDs must not only be efficient but must also have long operating
lifetimes. The operating lifetime of a typical QD-OLED device (Chapter 2) are limited
by the degradation of the organic layers under moisture, oxygen and the instability of the
metal contacts. Furthermore, to develop color-tunable electrically pumped lasing
structures, the next generation of QD-LEDs has to be designed to withstand high current
density operation over a prolonged period of time.
In order to increase stability, it is necessary to replace the organic transport
materials with inorganic hole and electron transport layers. In comparison to the
QD_OLEDs, epitaxially-grown inorganic light emitting structures that utilize epitaxial
QDs, grown by chemical vapor deposition (CVD), and used for high brightness LEDs
and electrically pumped lasers have demonstrated increased robustness 12-17. The
crystalline inorganic structure of these devices is chemically durable and can withstand
high current fluxes, allowing for the facile charge transport and fast charge injection rates
into the QD layers, as necessary for high exciton density in laser applications 12-17
Hence, in this study I investigate the use of chemically inert, sputtered, amorphous
inorganic semiconductors as robust charge transport layers in QD-LEDs, and demonstrate
devices capable of operating at current densities as high as 3.5 A/cm2.
As with QD-OLEDs, colloidal QDs in these devices are integrated into sandwich
structures consisting of electron and hole transport layers surrounding a QD layer of one
to four monolayers in thickness. Chemical and morphological stability of amorphous
inorganic films enables use of solvent-rich deposition techniques on top of the transport
layers, such as spin coating, dip-coating, Langmuir-Blodgett deposition, and inkjet
printing of colloidal QDs. Tunable conductivity and adjustable work function of charge-
transporting metal-oxide films, through doping and physical co-deposition, enables
control of charge balance and charge accumulation in the QD-LEDs, facilitating device
optimization.
To accomplish this, the hole transport layer (HTL) from the OLED design
(Chapter 2) will first be replaced by an inorganic metal oxide film. This will allow us to
tune the charge conduction properties of the p-type metal oxide to mimic those of TPD.
After successfully replacing the HTL in the OLED design, the electron transport layer
(ETL) will next be replaced by an n-type metal oxide film and the fully inorganic device
can be assessed. The stepwise replacement of the transport layers will allow for a
controlled experiment to understand how the different materials behave in the device. It
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will also allow development of the several new methods necessary to sandwich the QDs
between the metal oxide layers without interfering with their emission.
3.2 Inorganic/Organic Hybrid Devices Using NiO as the HTL
The first part of the study of inorganic QD-LEDs required the construction and study
of hybrid inorganic/organic device. NiO was selected as the HTL for its transparency,
high band gap (> 3 eV), ease of deposition, and resistance to oxidation by air or
degradation by organic solvents. Earlier studies have shown that transparent p-type NiO
thin films can be achieved using room-temperature reactive sputtering of NiO or Ni
targets and can be used as hole-transporting/injecting layers in electro-optical devices" ' 8-
20. The band structure of the NiO device is shown in Figure 3.1.
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Figure 3.1: Proposed band diagram of a NiO QD-LED and means of production. a) The deep
hole conduction band should allow for facile injection of holes into the hole conduction band of
the QDs. b) A diagram of the sputtering system used to produce the films. A plasma creates ions
from the injected argon/oxygen mix, which are then excited towards a NiO target. Charged Ni
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and O ions are ejected from the surface of the target, striking the ITO/coated chips attached to a
rotating stage.
There are two crucial challenges to using conductive metal oxides as the transport
layer. First, quenching of the QD layer electroluminescence by the high density of free
charge carriers in NiO will allow excitons to non-radiatively decay, greatly decreasing
the efficiency of the device. Second, the electron and hole currents must be effectively
balanced to prevent an excess of either carrier at the QD layer, preventing Auger decay of
the excitons which also causes a loss of efficiency.
3.2.1 Quenching of the QD's on a NiO Surface
The issue of quenching was addressed by observing that photoluminescence intensities
of single QDs (or a -30 nm thick layer of QDs) deposited onto resistive (p -1 9.cm) NiO
thin films remain high. This in contrast to quenched photoluminescence of single QDs
(or a -30 nm thick layer of QDs) deposited onto highly conductive (p =5x 10-4 ~2cm)
NiO thin films. These observations are consistent with earlier theoretical and
experimental works2 1-25 which demonstrated that photoluminescence quenching of
organic and inorganic lumophores by a conductive dielectric can be tuned by controlling
the chromophore-dielectric distance and by tuning the electrical permitivity of the
dielectric. In this case, the conductivity of the film is tuned by altering the concentration
of holes present in the film through controlled doping of the NiO with oxygen.
102
a) b)
lOOM
IOM
El-:
100M
10Ok
100
A
t-
0 60
. ... .. ... .. .. .
.. .. .. • .
i , , , ,
,o
0 20 40 60 80 100
02% Wavelength (nm)
c) d)
Figure 3.2: Tuning the resistivity of the NiO HTL. a) A plot of the lateral resistance with
respect to oxygen percentage in the plasma. b) Optical transmission of the NiO films versus
wavelength for each of the four films depicted. Due to the large band gap, films are evenly
transparent in the visible spectrum. Optical absorption is derived from the color centers created
by electron trap sites, effectively doping the film with holes. c) An atomic force micrograph of
the surface of the NiO showing route mean square (RMS) roughness of < 0.5 nm. d) A PL
microscope image (using the "single-dot microscope" described in Appendix X.X) of QD's
excited using a 514 nm line of an argon-ion laser. The QD's are sitting on glass (lefthand photo)
and sputtered NiO at -0.8 Mohm (lateral resistance). The QDs on the resistive NiO are clearly
not quenched by the NiO surface.
3.2.2 NiO/QD/Alq 3 Device Fabrication
To fabricate the devices, ITO coated (150 nm thick) glass substrates (with sheet
resistance of 30 a/cm) were cleaned via sequential ultrasonic rinses in detergent solution,
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deionized water, and acetone, then boiled in isopropanol for five minutes. After cleaning,
the glass substrates were dried in nitrogen and exposed to UV-ozone to eliminate
adsorbed organic materials. They were then inserted into a nitrogen glove box, which is
connected to a sputtering and evaporation chamber via a high vacuum transfer line. In
the sputtering chamber a 30 nm thick NiO thin film was deposited by reactive RF
magnetron sputtering of a NiO target in an Ar/0 2 gas mixture (Figure 3.1). For our most
efficient hybrid QD-LED, the base pressure before sputtering was 10-7 Torr, the RF
power was fixed at 200 W, the plasma pressure was 6 mTorr and the ratio between the 02
and Ar gas flow rates was 2.5 %, which, with our sputtering geometry, resulted in NiO
deposition rate of 0.03 nm/s. With the above deposition parameters, the NiO thin films
showed p-type conductivity with resistivity of p = 5 l-'cm (sheet resistance of 2 Me/cm),
optical transmission of 80 % at wavelength X = 625 nm (center of the QD emission peak).
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Figure 3.3: A schematic drawing of the steps required to produce the NiO/QD/Alq 3 LED.
The resistivity of the p-type NiO thin films can be accurately tuned by varying the
ratio between the 02 and Ar flow rates: higher oxygen concentration in the sputtering
chamber gives lower resistivities (Figure 3.3). For instance, a 10 % oxygen to argon gas
ratio gives NiO films with p=5x10 4 Q-cm. AFM characterizations of the ITO/NiO
surface reveal a rms surface roughness of - 3 nm. The surface roughness mainly comes
from the - 150 nm thick commercial ITO films. Indeed, AFM characterizations of a 30
nm thick NiO thin film sputtered with the above deposition parameters onto a flat glass
substrate reveal a rms surface roughness lower than 1 nm (Figure 3.2). Of paramount
importance, the NiO films were highly stable in air and do not degrade in the presence of
organic solvents.
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Next, the glass/ITO/NiO substrates were coated with a 20 nm thick layer of CdSe/ZnS
core/shell QDs that was spin-cast out of chloroform. The thickness of the spin-cast QD
films can be tuned by varying the QD concentration in chloroform and/or the spin speed
during the spin-casting process. The substrates were transferred, without exposure to air,
into the evaporation chamber and a 40 nm thick Alq3 electron-transporting layer was
evaporated at 10-6 Torr, with a deposition rate of - 0.2 nm/s. Then a 100 nm thick
Ag/Mg (1/10 by weight) and 30 nm thick Ag electron-injecting electrode were
evaporated through a shadow mask, forming 1 mm diameter circular electrodes
(0.78 mm2 electrode area). The QD-LEDs were removed from the integrated deposition
system, without packaging, and tested immediately in air. EQE's were measured in the
same manner as were the OLEDs devices.
3.2.3 NiO/QD/Alq 3 Device Analysis
Two sets of devices,were investigated; pi =5 2.-cm (first set) and p2=10 -2 f'cm -
(second set). Typical forward biased current-voltage (I-V) characteristics for the two sets
of devices (measured with respect to the grounded Ag cathode) are plotted in Figure 3.4
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Figure 3.4. Forward-biased current-voltage characteristics for a NiO QD LED of the first (open
squares) and second (open circles) set of devices. The contact area is 0.78 mm2 for both devices.
Inset: Schematic representation of the QD-LED structure. '
The open square and open circle curves are I-V curves for the first and second of
devices, respectively. For the two sets of devices, J oc V "with 1 < n < 1.5 below 6 ± 1 V
and 6 < n < 7 at higher voltages. Here, n is the signature of the charge conduction
mechanism and is related to the temperature, the density and the energy distribution of
trap states in the organic or inorganic materials. These I-V curves are consistent with
previous reports of trap assisted space charge limited conduction in both CdSe/ZnS
closely packed films 26,27 and OLEDs.2 8,29 The maximum steady-state current densities
achieved in the first and second set of devices are 300 mA/cm2 and -4000 mA/cm2,
respectively. At these current densities 6x10 6 to 8x10 7 carriers per second can be
injected into each QD forming the luminescent QD layer. Since the single exciton
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recombination time in our QD devices is •< 10 ns30'31, at these current levels the maximum
exciton density per QD is 3 % and 40 % for the first and second set of devices,
respectively .
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Figure 3.5. (a) EL spectrum of a NiO QD-LED taken from the first set of devices at a current
density of 200 mA/cm2. More than 95 % of the EL originates from QD luminescence. The
resistivity of the NiO thin film is 5 a-cm. The FWHM of the QD emission peak is 30 nnm. The
spectral shoulder at wavelength = 530 nm is due to Alq 3 emission. Inset: External
electroluminescence quantum efficiency versus current density for the same NiO QD-LED.
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Figure 3.5 shows the EL spectrum of a NiO QD-LED, containing a resistive NiO layer
(pi=5 92-cm), at a current density of 200 mA/cm2. The 30 nm FWHM QD emission peak
centered at k = 625 nm dominates the EL spectrum. The broader shoulder centered at k =
530 nm is due to a weak Alq3 emission. The 1 eV band offset (c.f. the band diagram in
Figure 3.1) between the HOMO levels of the CdSe QD and Alq3 enables hole injection
into the Alq3 film. Figure 3.5 (inset) shows the evolution of rlEL as a function of current
density for the same device. Maximum EQE of 0.18 % and brightness of up to 40 cd/m2
are achieved for most of the devices of the first set.
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Figure 3.6. (a) EL spectra of a NiO QD-LED at 300 mA/cm2 (stars) and 1500 mA/cm2 (solid
line) using a film with a resistivity of 10-2 n.cm. (b) Contribution (solid triangles) of the QD
electroluminescence to the EL spectrum versus current density (solid triangles). Integrated areas
below the Alq3 (open circles) and QD (open diamonds) emission peaks as a function of the
current density. '
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Figure 3.6 illustrates the negative impact of low resistance NiO (10-2 Q&cm) on the
QD-LED EL spectrum for the second set of devices. In contrast to the device in Figure
3.5, in Figure 3.6 nearly 50 % of the detected EL comes from the Alq3 layer for current
densities lower than 300 mA/cm2 (star symbols in Figure 3.6a). This effect is attributed
to (i) the imbalance of electron and hole injection at QD site due to the highly doped NiO
thin films, which decreases the exciton density per QD and (ii) the quenching of the QD
layer EL by the free hole in NiO via energy transfer. Additionally, numerous studies on
the pholuminescence intermittency of single CdSe QDs 32-35 and charging 36 of self-
assembled CdSe QD films have shown that a charged QD (i.e. a QD with an excess of
hole or electron) is non-emissive, because of ultrafast (- 100 ps) non-radiative Auger
relaxation 32 ,36 3 8 processes. Furthermore, the increased hole injection shifts the exciton
recombination region into the Alq3 layer, which leads to more emission from the organic
layer. At 1.5 A/cm2 (solid line in Figure 3.6a) 85 % of the EL originates from the QDs.
The increase in the QD spectral contribution with current is attributed to a reduction in
the imbalance of charge carrier densities in the device combined with the 60 % decrease
in the Alq3 emission from 600 mA/cm2 to 3000 mA/cm 2. In Figure 3.6b the open-circles
and -diamonds illustrate the evolution of the integrated areas below the Alq3 and QD EL
peaks, respectively. As a consequence of the quenching and the charge imbalance, the
EQE was < 103 % for most of the devices of the second set.
3.2.4 Using NiO as a Stable Substrate for Deposition
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Whereas QD-OLEDs fabrication was limited to the use of either phase separation or
micro-contact printing techniques to create the QD monolayer, having NiO as the HTL
enables the use of new deposition techniques that were incompatible with an organic
HTL. As shown above, spin-casting QDs out of chloroform enables the production of
fairly efficient QD-LEDs at 0.18%. However, NiO can also enable the use of more
sophisticated deposition techniques including inkjet printing and Langmuir-Blodgett
deposition (Figure 3.7).
Spin casting
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Figure 3.7: Several deposition techniques for the production of QD-LEDs that are enabled by the
use of NiO as a hole transport layer. They include: (top) spin-casting, shown in a diagram with
an AFM of QDs spin-cast onto NiO. (center) Inkjet printing is illustrated with a photo of an
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inkjet printer (actually performed using a prototype HP "drop on demand" printhead) and a photo
of an inkjet printed film of CdSe/ZnS nanorods. (bottom) A diagram of a Langmuir trough used
to produce a film of CdSe/ZnS nanorods which are then Langmuir-Schaeffer transferred to a NiO
coated substrate to produce an ITO/NiO/NC/Alq3/Ag:Mg/Ag LED. The device EL shows a large
organic contribution, due to inconsistent monolayer deposition and some quenching of the NRs
from contact with the subphase. However there is a distinct NR EL peak present, making this the
first Langmuir-Schaeffer produced QD-LED.
3.3 A Fully Inorganic Device
Having successfully replaced the organic HTL in the QD-OLED design, the next
step was to replace the organic ETL material, typically Alq3, with inorganic films. As
before, the required material needs to be i) a wide band-gap semiconductor with ii)
tunable conductivity and controlled film morphology but now iii) must also be able to be
deposited onto the QD surface without chemically or thermally degrading the QDs. This
presents an additional challenge in that the QDs are sensitive enough to heat and
oxidation that exposure to plasma, heat or charged oxygen during the deposition is
enough to quench the luminescence. The electronic band structure of the constituent
layers are shown in Figure 3.8.
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Figure 3.8: (a) An energy band diagram of the constituent QD-ILED layers.
The films that formed the QD-LED charge transport layers also needed to be
mechanically smooth and compositionally amorphous to prevent formation of preferred
current channels through the film, as this can cause shorting of the device.
3.3.1 All-inorganic Device Fabrication
Fabrication of the device was accomplished using cleaned glass substrates that
were then patterned with a 60 nm thick ITO anode deposited via RF sputtering in an inert
Ar environment at a rate of 0.06 A/s. Heating of the substrate during deposition allowed
control of the ITO resistivity and contributed to film smoothness. Any mechanical
roughness of the ITO electrode was seen to propagate as roughness in the HTL overlayer.
As with the NiO/organic devices [1] in Section 3.2, the HTL of the all-inorganic QD-
LED is a 20 nm thick layer of resistive p-type NiO, sputtered onto the ITO at a deposition
rate of 0.2 A/s in a 1:100 02 to Ar atmosphere at 6 mTorr pressure and using 200 W of
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RF power. As before, the oxygen concentration in the plasma during sputtering
determines the concentration of carriers and, therefore, the resistivity of the NiO 39,40,
which is 5 2-cm for the above sputtering conditions. AFM characterizations of the NiO
layer on top of the ITO electrodes reveal a root mean square roughness of less than 0.5
nm, which enables deposition of monolayers of self-assembled QDs onto the NiO. This
marks a significant improvement over the previous efforts 1, where surface roughness
prevented QD monolayer formation and often led to short circuits, low device yield, and
limited efficiency.
3.3.2 ZnCdSe Tertiary II-VI Quantum Dots
The luminescent layer of these inorganic/QD hybrid LEDs consists of ZnCdSe
alloyed QDs with colloidal solution photoluminescence quantum yields of 40-60%, an
emission peak at X = 638nm, and a full width at half-maximum (FWHM) of 40 nm.
ZnCdSe was chosen as a material because it was possible to quickly and easily scale up
the procedure to create the large quantities of QDs needed to spin coat four monolayer
thick films. Furthermore, the size and high QY of the material should decrease the
prospect of Auger decay and non-radiative decay of excitons, respectively. Finally, the
lack of a significant ZnS tunneling barrier, as found in Type I core/shell QDs, was
expected to improve the chances of direct charge injection. In a device where the HTL
and ETL do not appear to form radiative electron-hole pairs, FRET appears to be an
unlikely mechanism of forming excitons on the QDs and hence the system must be
designed around a charge injection model.
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Building upon work by Zhong et al. 41,42, the colloidal QDs were synthesized by
injecting trioctylphosphine selenide into a pot of ZnO, CdO, oleic acid, and 1-octadecene
at 310oC. The ZnCdSe QDs were precipitated twice with acetone and redispersed in
chloroform. This solution was then spin-coated in a nitrogen atmosphere onto the NiO
substrate so as to form about three to four close-packed monolayers in a 30 + 5 nm thick
film. The highest electroluminescence efficiencies were measured for QD-LEDs
containing ZnCdSe QDs, however devices containing CdSe/ZnS QD lumophores showed
comparable efficiencies, within an order of magnitude. Thus the choice of lumophore
seems irrelevant in for red emitting devices, probably because the band levels of the
ZnCdSe and CdSe/ZnS are fairly similar. Attempts to make green and blue devices using
ZnSe/CdSe/ZnS and ZnCdS/ZnS in this device structure were wholly unsuccessful and
the devices failed to emit.
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Pot (310 0C) ,, Injection (r.t.)
Oleic Acid ODE ZnO CdO TOPSe TOP Cook at Emission
(1.5M) 310 0 C for Peak
(1 hr)
2.5 ml 10 mi 64 mg 24 mg 3.0ml 0.Oml 2 hrs 565nm
2.5 ml 10 ml 64 mg 24 mg 3.0ml 0.0ml 30 min 576nm
2.5 ml 10 ml 64 mg 24 mg 3.0ml 0.Omi 14 min 588nm
2.5 ml 10 mi 64 mg 16 mg 1.0ml 2.0mi 30 min 616nm
2.5ml 10 mi 64 mg 24 mg 0.5mi 2.5ml 25 min 632nm
2.5 ml 10 mi 64 mg 32 mg 0.5ml 2.5ml 15 min 647nm
Figure 3.9: A chart detailing the experimental conditions used to produce ZnCdSe emitters at
various wavelengths.
The ZnCdSe QD's are tunable, according to reaction conditions during their
synthesis. The full range of emission wavelengths from 550-680 nm could be produced
by altering the reaction parameters, as shown in Figure 3.9. The resulting nanocrystals
had quantum yields of > 50% after two precipitation steps and formed ideal monolayer
films when stamped onto a TPD surface (Figure 3.10d). Absorption features tended to be
more broad than CdSe/ZnS, with a typical emission FWHM of -30-34 nm. It is likely
that this is due to both a distribution of sizes and relative concentrations of Zn and Cd in
each particle. Together, these two distributions account for the wider emission peak.
Particle sizes ranged from 6-10 nm in diameter, somewhat larger than standard CdSe
cores.
117
|I
Figure 3.10: ZnCdSe QDs of varying emission wavelengths in vials excited by a 365 nm UV
lamp in photos (top left), and spectra (top right). A single sample of -620 nm emitting ZnCdSe
QDs absorption and emission spectra (bottom left) and an atomic force micrograph of this sample
micro-contact printed onto a spiro-TPD coated ITO/glass surface (bottom right).
The reaction dynamics for this system are somewhat different from those of CdSe cores.
The band gap for ZnCdSe is a function both of the size and of the concentration of Zn
versus that of Cd in each particle. Thus by correctly varying the initial conditions,
particles of equivalent size could be produced with different band gaps, making ZnCdSe
both size and composition tunable. As can be seen in Figure 3.9 and Figure 3.10,
increasing the amount of Cd in the initial pot tended to increase the wavelength of
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emission. This is expected since the conduction and valence band levels can be
approximated as a contribution from ZnSe band levels and CdSe band levels. And unlike
in CdSe cores, where increased time at growth temperatures produced redder particles,
these particles tend to blueshift after 15 minutes. This is caused by the slower reaction of
the Zn-oleate than Cd-oleate. At first, the CdSe grows with only slight amounts of Zn in
the crystal. After five minutes, most of the Cd has reacted and the Zn and Se precursors
begin to overcoat the particles, increasing the quantum yield. After five more minutes,
Zn begins to be incorporated into the crystal lattice, raising the band gap even as the
particle seems to grow. After a long time at high temperature, large amounts of Zn are
able to diffuse throughout the nanocrystal producing nanocrystals that are greatly
blueshifted from their emission after fifteen minutes of growth (Figure 3.9, first three
experiments).
Although they are bright and tunable across a fairly large range, these particles
tend to degrade over time when exposed to oxygen. Although redder particles were more
resistant to oxidation, all ZnCdSe particles synthesized lost quantum yield within just a
few minutes of exposure to air (in hexane solution), as seen in Figure 3.11.
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Figure 3.11: A sample of yellow emitting ZnCdSe quantum dots excited with a 365 nm UV lamp
upon exposure to air. The emission intensity is clearly decreasing in a short period of time.
This feature of the ZnCdSe limits their use to air-free applications. Fortunately
the QD films in the QD-LEDs were produced in a nitrogen environment and the ZnCdSe
films appeared to be more stable in close-packed films than in solution. Thus QD films
used in the QD-ILED devices were found to largely retain their luminescence over
several days.
3.3.3 Incorporating ZnCdSe into QD-OLEDs
Having successfully synthesized ZnCdSe particles as an efficient means of
producing bright, red emitters in large quantity, ZnCdSe QDs were used in a QD-OLED
structure to compare them to CdSe/ZnS. These devices performed almost identically to
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standard CdSe/ZnS OLED devices, with a slightly lower turn-on voltage. This could be
due to the lack of a resistive ZnS overcoating layer on the particles, allowing more facile
charge injection with less of a tunneling barrier. From the results in Figure 3.12, it seems
clear that ZnCdSe could be used almost interchangeably with CdSe/ZnS.
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Figure 3.12: Performance characteristics for a series of devices using ZnCdSe QDs as the active
layer in the standard QD-OLED structure, ITO/HTL/QD monolayer/ETL/Ag:Mg, described in
Chapter 2. Devices were constructed using spiro-TPD/QDs/Alq 3 (green), spiro-TPD/QDs/TPBi
(blue), and spiro-TPD/TcTa/QDs/Alq 3 (purple). 4,4',4"-tris(N-carbazolyl)-triphenylamine
(TcTa) serves as an electron blocking layer 43. The IV curves (a) and EQEs (b) are comparable to
devices constructed using standard CdSe/ZnS QDs with EQEs of 0.7 %-1.0 % with a turn-on
voltage -2.5 V for the devices without TcTa and -3.0 V for those with. Emission from the device
(not shown) was primarily from the QD peak (as in PL, in Figure 3.15, bottom left) with no
observed organic emission.
3.3.4 Using SnO 2:ZnO as the Electron Transport Layer
For the electron transport layer (ETL), we selected a 50 nm thick, optically
transparent film of alloyed ZnO and SnO2, with resistivity of 10 Q-cm. The ZnO:SnO2
film is both chemically and mechanically stable, and energy alignment of its conduction
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band level allows injection of electrons into the ZnCdSe conduction band. Whereas pure
SnO2 films tended to be polycrystalline with pronounced grain boundaries, AFM and X-
ray diffraction measurements reveal that ZnO:SnO2 films are relatively smooth (with less
than 0.5 nm rms roughness) and amorphous, reducing the likelihood of morphologically-
induced electrical shorts in the device. Since the ZnO to SnO2 ratio determines the film
conductivity, the excess oxygen is not needed in the sputtering process as in the NiO
case. The 02 plasma can easily oxidize the organic ligands capping the QDs and produce
trap sites that facilitate non-radiative recombination of QD excitons.
The ETL was deposited by simultaneously sputtering ZnO at 15 W RF power and
SnO2 at 9 W RF power in a pure argon environment at 5 mT pressure, corresponding to a
combined deposition rate of 0.1 A/s. In this process ZnO:SnO2 is sputtered directly onto
the QD layer with some damage to the underlying QDs, where for NiO/QD/ZnO:SnO 2
structures I measured a 40% drop in UV-excited QD photoluminescence intensity as a
result of the sputtering process.
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Figure 3.13: PL characteristics of ZnCdSe films in the QD-ILED device. a) PL spectra of the
ITO/NiO/QD films before (red) and after (blue) sputtering 50 nm of ZnO:SnO onto the QD film.
As can be seen in a microscope photos, using identical integration time and gain settings (b-c),
the film loses about 40% of its PL after sputtering (c). The final layer (c) is scratched for
comparison to the background ITO/glass.
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Figure 3.14: A scanning electron micrograph of a QD-ILED at the device junction of the
NiO/ZnCdSe/SnO 2:ZnO. The QDs are clearly visible in the center of the device as round -10 nm
nanoparticles. The device junctions can be smooth as in (a) but as often as not have irregular
borders (b). This is generally a feature of the film morphology at a particular location on the
glass chip, as well as a function of the speed of the sputtering process. If material from the ETL
goes on too quickly it can form spikes through the QD layer and short the device. Because the
device process is very sensitive to minor surface fluctuations, shorting occurs in roughly 70% of
pixels.
This indicates that sputtering the ETL on the QDs still largely preserves their
passivating ligands and that radiative recombination of excitons inside the QDs is
competitive with the PL quenching of excitons by the free carriers in the ETL and HTL.
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The inorganic/QD hybrid structure is completed by thermally evaporating a 40nm thick
silver cathode onto the ZnO:SnO2 at a rate of 1.5 A/s to allow for electron injection into
the conduction band of the ZnO:SnO2 layer.
3.3.5 All-inorganic Device Analysis
All our devices were tested in air over several days without packaging. Figure lb
shows a typical forward biased current-density-voltage (J-V) characteristic of the QD-
LED described above, which was recorded using a computer controlled Keithley 2612
current/voltage source-meter.
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Figure 3.15: The I-V curve for the QD-ILED device under forward bias is shown along with a
schematic of the structure of the device showing the heterostructure composed of the ITO anode,
the p-doped NiO HTL, the QD active luminescent layer, and the ZnO:SnO2 ETL.
Below 5 V applied bias a mean least square fit leads to a current density J(V) = a + bx
exp(ccV), with a = 0.8 V -1. Above 5.5 V we find a linear conduction regime where J(V)
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=c + p x V with p = 0.3 f2'-cm -2 , which gives a calculated device resistance in the
range of 300 0 to 500 0, using an effective device area of 0.012 cm2 . The initial
exponential rise is likely due to the efficiency of tunneling/transport through the QD layer
and by potential barriers for charge injection at the NiO/QD and ZnO:SnO2/QD
interfaces. Above 5.5 V the conduction is limited by the drift of carriers inside the thin
QD multilayer. The linear regime indicates that the electron and hole mobilities are
independent of voltage above 5.5 V. This regime can be reached when the tunneling rate
of electrons from QD to QD becomes field independent, i.e. the displacements of the
conduction and valence bands by the applied electric field are such that electron
tunneling takes place with no significant energy barrier to overcome. A similar linear
conduction regime was reported in photoconductivity measurements of CdSe QD films
26,27. In devices where the CdSe/ZnS core-shell QDs were used, we observed the trap-
assisted space charge limited conduction mechanism that was previously observed in neat
CdSe/ZnS films 26 and QD-OLEDs 2,4,26. The absence of the ZnS QD shell, which
decreases the tunneling distance for injected charges, is at the origin of the difference in
the I- V behavior.
The QD-LEDs are able to sustain current densities of up to 3.5 A /cm2 , which
corresponds to a carrier injection rate of f = 6x10 7 carriers per second per QD and a
maximum exciton (hole + electron) density per QD of 0.2, using a QD lifetime of 5 ns in
a close-packed film, and assuming equal hole and electron currents 44. It should be noted
that the gain threshold for QDs is -1.5 excitons per QD 45
Figure 3.16 illustrates the evolution of the electroluminescence (EL) spectrum as
a function of voltage. The spectral data was taken with an Ocean Optics spectrometer.
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The turn-on voltage, at which EL is detected, is 5.5V. At 9 V there is a clearly
observable characteristic QD EL peak centered at wavelength k = 642 nm with a FWHM
of 38 nm.
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Figure 3.16: Increasing relative intensity of a series of EL spectra of the QD-ILED device, shown
in Figure 1, with the increasing applied voltage from 5V to 9V. The inset shows a photograph of a
bright and uniform pixel.
Excitons are formed in the QD layer when holes and electrons are injected into
the valence and conduction bands of the QDs, respectively. The electrons and holes then
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recombine across the QD band gap with the emission spectrum characteristic of the QDs
in solution. The electroluminescence efficiency of the devices is strongly dependent on
the carrier concentration in the HTL and ETL, which is controlled by film doping. The
resistivities of the NiO and ZnO:SnO2 layers must be adjusted so that carriers recombine
in the active QD region and not in the charge transport layers. For the most efficient
operation, a balance of electron and hole injection into the QD layer is desirable. If the
charge injection is not in balance, the preponderance of one type of carrier in the QD
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Figure 3.17: A schematic diagram of the mechanisms of exciton formation on the QD and either
radiatively or non-radiatively decay, or are separated into charges. This diagram is a refrain to
Figure 1.11, in which FRET is in fact a major component 47 of the QD-OLED operating
mechanism.
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region will result in QD charging and Auger decay 46, thus decreasing the
electroluminescence efficiency 1,11
Figure 3.18 shows EQE as a function of current density, which reaches the
maximum of 0.1 %, almost two orders of magnitude higher than previous reports of
devices embedding QDs between doped inorganic transport layers 48
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Figure 3.18: QD-ILED external quantum efficiency (EQE) as a function of current density.
Maximum EQE for this device is 0.09%. The inset shows that a maximum luminance of 7000
Cd/m2 is reached at 3.2 A/cm2, which corresponds to 0.2 cd/A.
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Furthermore, this device has bright, uniform pixels even at low voltage as shown
in the inset of Figure 3.16. The luminosity is measured to be 1950 cd/m2 at current
density of 3.5 A/cm2. Comparable brightness was observed when the devices were tested
after being stored in air for four days, in contrast to unpackaged organic QD-LEDs that
can not withstand prolonged atmospheric exposure49
Two competing mechanisms are potentially responsible for QD exciton formation
in these devices (Figure 3.17). The first mechanism is direct charge injection from the
transport layer, and the second is energy transfer from the weakly bound Wannier
excitons that are formed in the transport layers. Time resolved measurements taken with a
10 ps resolution streak camera show no PL emission from 50 nm thick NiO and
ZnO:SnO2 thin films that were grown with the same deposition parameters as for the
devices presented here, and that were excited with 100 fs long and = 400 nm optical
pulses generated by a Titanium-Sapphire regenerative laser amplifier. This indicates that
ultrafast (faster than 10 ps) non-radiative processes dominate exciton relaxation in the
inorganic transport layers. This leads to the conclusion that the dominant mechanism for
generating electroluminescence in our inorganic/QD hybrid LEDs is direct charge
injection into the QD layer. The exciton creation rates in the QD layer may, in fact,
compete with non-radiative processes, such as the Auger decay, that have to be overcome
to achieve biexciton lasing in colloidal QD films 45,46. Considering the biexciton lifetime
of 1.3 ns 50 to 0.3 ns 51 (8x10 8 Hz to 3x 109 Hz) for these CdZnSe QDs, our QD-LED
average maximum carrier injection rate of 4 = 6x1 07 electrons per second per QD, at -13
V and 3.5 A/cm2, is still 10 to 50 times slower than needed for gain to occur (or ASE in a
cavity). In addition, AC-voltage measurements show that the response cut-off frequency
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of our devices is 10 MHz, on average. The instantaneous carrier injection rate per QD
should be increased by driving the QD-LEDs with a series of square wave pulses of high
intensity and short duration to limit device heating and enable high instantaneous current
density. In such high current measurements additional optical absorption due to high
carrier density in QD layers might necessitate further increase in drive currents,
emphasizing the need for robust inorganic/QD hybrid devices as the first step towards the
demonstration of electrically pumped colloidal QD lasers.
3.4 Summary
These efforts have demonstrated that semiconducting metal oxides and colloidal
QDs can be combined in fabrication of bright monochrome LEDs with uniform pixel
emission of saturated color and high peak luminance. Although the electroluminescence
efficiency of the presented devices is an order of magnitude lower than that of the best
hybrid organic QD-LEDs, the inorganic/QD hybrid's maximum brightness, of 1950
cd/m 2, a significant improvement on previously reported QD-ILEDs. As such, the QD-
ILED presented here represents an important step in achieving robust large-area-
processable LEDs for a variety of applications. Furthermore, with demonstrated high
QD-LED carrier injection rates that are approaching the biexciton Auger relaxation rates
in colloidal QD systems, we can begin considering QD-LED designs and operating
modes that will be needed to demonstrate electrically pumped colloidal QD lasers. Such
lasing devices would be able to take full advantage of the tunability and the ease of
fabrication and processing of colloidal QDs to provide simple, tunable, coherent light
sources.
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Chapter 4
Synthesis and Application of CdSe/CdTe Nanobarbells
4.1 Introduction and Motivation
Nanocrystals (NC) have been employed as photoconductors in numerous previous
works 1-7. Generally these nanocrystals have been used as the active absorbing material
in thick close-packed films in either sandwich 1,2,8 or parallel device structures 3-6,9
CdSe8, CdTe6, PbS7 and PbSe1o cores have all served as active functional materials.
However, solar cells produced from these materials have generally suffered from low
power efficiencies ,11, without sintering 2. One of the likely causes of this has been the
difficulty of transmitting charges from the absorbing NCs, through the film and to the
electrode. This difficulty is compounded by the fact that NC films usually conduct one
charge much better than the other. The solution, described in this chapter, has been to
use heterostructured nanocrystals that can both absorb, and also separate, the exciton into
spatially separated conduction bands. From these bands they can percolate out of the
film by hopping between nearest neighbors. The challenge described here was both to
synthesize a useful heterostructured material and to incorporate that material into a device
structure able to take advantage of the heterostructured NC's unique composition.
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4.1.1 Synthesizing Heterostructures to Achieve Conduction and Charge Separation
Considerable research has focused on the synthesis, shape control and physics of
heterostructured nanocrystals. Non core-shell heterostructures using Group II-VI
nanocrystals, such as CdSe, have been of particular interest 12-14. For example, CdSe rods
have been used to nucleate the growth of gold nanocrystals (dots) onto one or both ends.
These CdSe/Au nanobarbells (NBs) have shown unique physical properties relating to the
interaction between the two materials 12. The method of their synthesis suggests that it
may be possible to nucleate many other types of materials on the tips of semiconductor
nanorods.
Figure 4.1: A TEM image of Au tipped CdSe nanorods, produced using a preparation reported by
Banin et al. 14 NCs were produced by the slow addition of Au NC precursors at temperatures
below the Au NC nucleation temperature 14. This work served as a model for the synthesis of
CdSe/CdTe NBs.
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Figure 4.2: A diagram of the reaction dynamics of the addition of Au NCs to the tips of a CdSe
nanorod. a) A diagram of the NR, illustrating the greater reactivity of the end facets. b) an
energy diagram for the formation of Au-Cd bonds that allow subsequent nucleation of Au sites.
By lowering the barrier to forming Au in the crystalline phase, the dangling bond sites enable
formation of the Au NC at those locations rather than elsewhere in the system. c) A cartoon
illustrating the approach and reduction of Au3+ ions to crystalline Au bound to the NR.
Conjoining two materials with a Type-II band gap offset in a nanostructure spatially
separates photogenerated carriers (Figure 4.3) within the nanostructure such that the
wavefunction of the electron largely resides in one material and the wavefunction of the
hole in the other 15,16. CdSe/CdTe heterostructures are predicted to be ideal for separation
of 1D excitons (1DEs), despite their large binding energies 17, when the structure lies
within the "wide wire" regime (where the rods and dots are of comparable thickness) .
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These materials could find potential applications in photovoltaic devices, including solar
cells and photodetectors, by reducing the applied voltage required to turn excitons into
free charge carriers.
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Figure 4.3: Band structure of the CdSe/CdTe nanobarbells. The band offsets of more than
500meV in the bulk between valence (4.6eV, 4.1eV) and conduction (6.7eV, 5.9eV) bands of
CdSe and CdTe driving exciton separation in the nanocrystal. 16
Heterostructures have been produced in many previous works. Type-I heterostructures
are commonly used in emission applications, such as LEDs 18-25 or biological applications
26-29. Type-II materials have also been produced, such as CdTe/CdSe core/shell
nanocrystals '6 and CdTe branches grown off of CdSe tetrapods 30. However these
structures are not ideal for photoconduction because once the excitons are separated, the
charges cannot easily move through the film. Tetrapods leave empty volume when
deposited into a film while core/shell particles trap one of the carriers in the core. This
chapter presents the synthesis for CdSe/CdTe rod/dot "nanobarbells" (NBs) designed to
be of interest for photoconduction or photovoltaic applications. This particle is uniquiely
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suited to photovoltaics since the Type-II electronic structure will separate the exciton and
the rod-like particle allow it to pack tightly into a film 31. These nanobarbells should both
allow exciton separation within the nanocrystal and separate conduction of electrons
through CdSe rods and holes through CdTe dots.
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Figure 4.4: A cartoon comparing exciton separation in mixed films, which could conduct either
charge through perculation pathways but presents a tunneling barrier to charge separation (top) to
that of a single nanocrystal incorporating both materials, which achieves both dual charge
transport and charge separation (bottom).
4.2 Synthesis of CdSe/CdTe Nanobarbells
The first step to creating the material is the synthesis of the CdSe nanorods (NRs).
This was first achieved in pursuit of their linearly polarized emission properties
(Appendix A.2). The second step is the attachment of CdTe QDs to the tips of the NRs.
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Finally the CdSe/CdTe "nanobarbells" (NBs) are characterized by TEM, STEM, and PL
and absorption spectroscopy.
4.2.1 Preparation of Nanobarbells
To synthesize the CdSe/CdTe rod/dot nanobarbells, CdSe rods were synthesized
by heating 0.2054 g cadmium oxide (CdO), 1.2946 g octadecylphosphonic acid (ODPA)
and 2.500 g trioctylphosphine oxide (TOPO) to 300 oC in a 3-neck 25ml flask, until the
solution was clear, then heating to 320 oC and injecting a solution of 0.300 g toluene,
1.290 g trioctylphosphine (TOP) and 0.410 g of 3.5 M trioctylphosphine selenide (TOP-
Se),. Next, the rods were grown at 260 'C for fifteen minutes. The rods were then
precipitated from solution twice by adding -5 ml butanol and -20 ml methanol, the
solution was centrifuged at 3900 RPM and redispersed in hexane. After the second
precipitation, rods were redispersed in hexane with a few drops of octylamine and
allowed to sit for several days until a significant increase in quantum yield occurred.
Introducing a mild etchant to the solution of nanorods, such as octylamine, at room
temperature and letting it sit over a period of-~ 1 week prior to the introduction of CdTe
precursors reduced the number of CdTe "warts" grown along the shaft of the rods. Rods
were then precipitated as above, redispersed in hexane and filtered.
To create CdSe/CdTe nanobarbells, 3.125 g TOPO, 2.875 g hexadecylamine
(HDA) and 0.2825 g hexylphosphonic acid (HPA) were degassed at 140 oC in a 4-neck
50 ml flask with an attached addition funnel, cooled to 80 oC at which time rods,
containing approximately 1 mmol of Cd total as estimated by optical absorption, and
were dispersed in hexane were added to the pot.The hexane was removed under vacuum.
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Meanwhile a solution of 0.078 g cadmium 2,4-pentadionate, 0.285 g 1,2-hexadecanediol,
and 4 ml TOP was degassed at 110 'C in a separate vial. After degassing, the solution
was cooled to room temperature and 2ml of 1.OM trioctylphosphine telluride (TOP-Te)
was added to the vial, the contents of which were transferred to the addition funnel and
added to the pot at 260 TC dropwise at a rate of 1 drop/3 seconds. These conditions were
identical to, excepting the presence of the rods, the dropwise addition and the
temperature, to the formation of CdTe dots. The total reaction time after the start of the
addition of the precursor solution did not exceed 15 minutes, after which the resulting
solution was cooled to room temperature and transferred under argon to a nitrogen
glovebox to avoid oxidization of the CdTe tips.
It may be noted that the temperature at which the tips were grown is not high
enough to cause the CdSe nanorods to become spherical. This is probably because they
were not kept at this temperature long enough to achieve the thermodynamically lowest
energy state (a sphere), and also because the addition of CdTe precursor in solution
drives the general reaction towards the deposition of material onto the ends, and thus
away from the "ripening" effect of material leaving the ends and being deposited on the
sides. Furthermore, were deposition of CdSe on the side of the rod favorable at this
temperature, it seems unlikely that tip formation would occur at all, since most CdTe
would also form isotropically. At higher temperatures (or given more time and no
precursors), the CdSe rods would be expected to deform and become spheres.
After formation, the CdSe/CdTe nanobarbells were precipitated from the growth
solution by the addition of toluene, and centrifuged at 3900 RPM, after which the
supernatant, containing CdTe dots (usually accounting for less than 10% of total CdTe
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added in second step) was discarded. The resulting precipitate was sonicated into a
suspension in hexane from which immediately precipitated and could be centrifuged.
Once again the supernatant was discarded. These steps extracted, in the supernatant, any
CdTe dots formed during the synthesis from the solid CdSe/CdTe nanobarbells. After
this CdSe/CdTe nanobarbells were redispersed in chloroform and precipitated several
times using butanol/methanol in order to remove any excess organic material from the
solution. CdSe/CdTe nanobarbells appear to be light sensitive and stay dispersed in
solution for several days only if stored under nitrogen in the dark.
4.2.2 Mechanism of Formation
The mechanism for the formation of nanobarbells is similar to that suggested by Banin
et al. 14, to explain the formation of gold tipped CdSe rods. In that work, the higher
reactivity facets, the [000±1] facets perpendicular to the crystalline c-axis, served as
nucleation points for the formation of a gold "dot" attached to the rod. By adding the
CdTe precursor slowly and below nucleation temperature, the precursors in solution
obtain the necessary free energy, as their concentration increases, overcoming the
thermodynamic barrier to nucleation at the ends of a CdSe rod well before any
appreciable homogeneous nucleation can occur (as illustrated in Figure 4.2).
Given an adequate number of nucleation sites in solution, nucleation on the end of a
CdSe rod becomes the dominant pathway for CdTe dot formation, as only a small
number of "free" dots are produced. After nucleation, growth then occurs primarily on
the CdTe dots due to the preferential reactivity of the precursor. Evidence for this
mechanism can be found in the formation of CdTe dots attached to defect sites along the
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body of imperfectly shaped rods and in the minimal overcoating of the rod with CdTe
seen in STEM measurements of CdSe/CdTe nanobarbells. It is noteworthy that the
formation of these heterostructures simply requires modifying the CdTe dot synthesis
only by (1) the presence of rods that serve as nucleation sites and (2) adding precursors
dropwise at a temperature high enough for growth, but low enough to suppress
homogeneous nucleation. This synthesis shows that the mechanism of rod-nucleated
growth may be generally applicable for creating other non-core/shell heterostructures
with unique physical properties.
4.3 Characterization of Nanobarbells
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Figure 4.5: Transmission electron microscope images of nanobarbells taken on a JEOL 200 TEM
and expanded (top) and JEOL 2010 HR-TEM (bottom) showing CdSe/CdTe nanobarbells. High
res. images show that the CdTe dots are neither Wurtzite nor oriented along the c-axis of the rod.
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Nanobarbells exhibit absorption spectra (Figure 4.6) typical of Type-II heterostructures
16, with significant absorption across the visible spectrum. This is expected as the photon
can be absorbed either by the CdSe rod, the CdTe dot, or intermediate states that exist at
the junction between the two materials. However, unlike in core/shell Type-II
heterostructures, there is no observed emission. Since the carriers are spatially well-
separated and the nanobarbell is not overcoated with a higher band gap material (such as
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ZnS), it is presumed that recombination occurs primarily through non-radiative pathways
involving surface trap states.
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Figure 4.6: The absorption (left) and emission (right) spectra of a sample of nanobarbells before
(nanorods) and after the addition of CdTe tips (nanobarbells). 32
Figure 4.5 is a TEM image showing multiple nanobarbells highlighting the uniformity
of the material. The CdTe dots grow symmetrically on either end without branching or
other deviations that may increase "empty" volume in a film. Nanobarbells synthesized
in this manner should show packing properties similar to CdSe rods 31. As transport in
nanocrystal films is generally limited by a carrier tunneling mechanism 33-35, obtaining
good conductivity and high photocurrent requires minimizing the distance between
adjacent particles. This requires the particles to form close-packed films, which in turn
illustrates the need for well formed rodlike nanocrystals. Using a two step synthesis
significantly improves the quality of the heterojunction by minimizing contamination of
the CdTe dots with Se. A low growth temperature minimizes overcoating of the CdSe
rods with CdTe. STEM measurements confirm this in Figure 4. Although the spatial
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precision of the instrument is limited, spots measured in the center of the rod indicate a
concentration of CdTe that is less than 30 %, which corresponds
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Figure 4.7: Electron energy loss data (example top left) from a scanning transmission electron
microscope (STEM) trace of a single CdSe/CdTe nanobarbell (image top right). Concentration
is plotted for all three elements (bottom left) and the anion ratio is assessed (bottom right). 32
to a CdTe thickness of about two monolayers around a rod with radius -3 nm. However,
the proximity of the Cd and Te peaks in the x-ray spectrum leads to over-counting of
tellurium, and no discernable shell can be seen in HR-TEM images (Figure 4.5).
4.3.1 Overcoating CdSe/CdTe Nanobarbells
Emission from nanobarbells is observed only once the material is overcoated with
a ZnCdS layer. Overcoating was achieved by degassing a pot of 10g TOPO and 0.4 g
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HPA at 160 0 C (as for CdSe QDs in Chapter 2). The NBs, representing about 0.42 mmol
of Cd as determined from the absorption at 600 nm, were then added in chloroform, after
purification, to the pot under vacuum at 80 oC. Once the chloroform was removed, the
pot was placed under argon at atmospheric pressure and heated to 190 OC. At this point
6 mg dimethyl cadmium, 54 mg diethyl zinc and 175 mg hexamethyldisilathiane were
added dropwise in 5ml of TOP. The pot was immediately cooled and aliquots removed
to determine the success of the overcoating.
As is seen in Figure 4.8, the resulting solution showed emission peaks at ~ 700
nm and - 950 nm. This result was typical for most of the NB overcoated samples. The
first peak is likely to be CdTe/ZnS core-shell QDs formed either from CdTe cores left
over from the purification process, or from CdTe QDs formed during the overcoating
from nucleation of excess Cd and Te in solution or from CdTe QDs which have broken
away from the NB core. These represent a minority of the NCs in solution, however they
can be expected to have a much higher quantum yield and therefore appear more intense
than their population would warrant. The second peak is consistent with the expected
emission from a Type-II CdSe/CdTe nanocrystal and could not be produced by any other
species (such as CdSe/ZnS, CdTe/ZnS, etc.). The emission is somewhat redder than
previous studies on Type-II CdTe/CdSe QDs, as would be expected for an anisotropic
Type-II CdSe/CdTe NC.
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Figure 4.8: An emission spectrum of the nanobarbell solution after overcoating with ZnS. The
two emission peaks can be attributed to the presence of two different species in solution and are
unlikely to emanate from a single NC. The second peak at - 950 nm is most likely emission from
the NBs themselves.
The best way to determine the source of each emission peak for the sample would
be through single NC spectroscopy. However, the experimental setup necessary was not
available nor could not be easily assembled. Furthermore, although the overcoated NBs
are interesting spectroscopically, they are not ideal for photoconduction as they possess
yet another tunneling barrier in the form of the ZnS shell. As such this species may
warrant further characterization.
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4.4 Conductivity in CdSe/CdTe Nanobarbell Films
Prior to construction of a functional absorption device, it is necessary to
determine the physics of conductance in films made from CdSe/CdTe. Determining the
mechanism of conduction, and the dominant charge carriers involved in conduction, will
yield insight into the possible use of the material in a solar cell structure36
Previous works have shown that charges flow through a close-packed film of QD
by tunneling from the conductive bands of one QD into those of a neighboring QD 4,37
For a given sample of QDs, one charge is generally more mobile than the other, although
it may be either the hole or the electron. Conduction can occur either through the band
structure of the QD 37 or be mediated by traps on the QD surface 6. It is generally
dependent both on the material type 6,37,38, the quality of the sample or surface treatments
37,39,40. As an example, previous work on CdSe films have shown that these films
primarily conduct electrons 37, while CdTe films primarily conduct holes 6.
4.4.1 Conductivity: Device Processing and Measurement
The field effect transistor (FETs) devices, for testing conductivity, were fabricated by
lithographically patterning gold bar electrodes 200 x 800 x 0.1 1m3 on 330 nm thick
silicon oxide (Figure 4.9). The electrodes were separated by 1 or 2 Am. Solutions of
CdSe/CdTe nanobarbells solutions were then spin coated onto the planar device
structures.
The planar FETs were attached to a 28-pin chip carrier and electrical contacts were
made from the electrodes to the chip carrier by gold wire bonds. Devices were tested for
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leakage before film deposition by applying high voltage (100 V) to the source, drain, and
gate electrodes. Devices with leakage greater than 0.5 pA were discarded.
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Figure 4.9: a) The device structure used for conductivity measurements on CdSe/CdTe films 6
The film here is drop-cast between the two Au electrodes. b) A sandwich structure device used
to construct a solar cell using NC films of either CdTe or CdSe/CdTe 6. This device is described
in greater detail in 4.5.
Conductivity measurements on planar devices were performed in a Janis VPF-100
cryostat under vacuum. Samples were loaded into the cryostat in the glovebox and never
exposed to air. A Keithley 6517 electrometer was used to measure current, I, and apply
voltage across the source and drain electrodes, Vd. An Agilent 6614C DC power
provided the gate voltage, Vg. An Ar+ laser at 514 nm was used to photoexcite the
samples. It has been shown previously that photocurrent is not a result of photoinjection
from the electrodes.35 The NCs were photoexcited with an Ar+ laser at 514 nm for I-V
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curve measurements. For photocurrent action (PCA) spectra measurements in which the
photocurrent is measured as a function of the wavelength of the excitation light, the
samples were photoexcited with a 150 W ozone free xenon arc lamp through a
monochrometer. The photovoltaic and photoconductive external quantum efficiencies
were determined using a silicon photodiode, Thor Labs DET210, as a reference.
The differential conductance measurements are carried out by applying a constant Vds.
Vg was stepped with a Keithley 2400 sourcemeter. This technique is identical to that
used to measure CdTe NC films in a previous study 41. A small AC voltage (13Hz, 5V)
was added to the drain electrode by a function generator. The resulting AC current was
sent to a current amplifier (Ithaco 1211), then to a lock-in amplifier (Princeton Applied
Research 5301A), and to a digital multimeter (Hewlett Packard 34401A).
4.4.2 Results and Discussion
Differential conductance measurements were performed to find the mobile carrier
in the NB films (Figure 4.10). For both values of Vds the current increased with negative
gate voltage. This indicates that holes are the majority carrier. The activation energy of
the dark current in the CdSe/CdTe NB film was also measured in the same manner as the
activation energy of the dark current in CdTe NC films. 41 Current, as a function of
voltage, was measured at 87, 110, 140, 170, 200, 230, 260, and 295 K. The current at
each voltage is plotted against the temperature (Figure
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Figure 4.10. Room temperature differential conductance di/dV plotted as a function of gate
voltage for a CdSe/CdTe NB film held at (a) -90 Vd and (b) + 50V&. Vg wasapplied for 5 s and
followed by a recovery of 5 s at 0 Vg before Vg was stepped to the next value. In (a) Vg was
swept from 0 to + 20 V, from + 20 V to - 20 V, and back to 0 V while in (b) Vg was swept from 0
to + 50 V, from + 50 V to - 50 V, and back to 0 V. For both (a) and (b) the open circles represent
the first sweep, open squares the second sweep, and open triangles the third sweep. The solid line
serves as a guide to the eye.6
4.10) and each curve is fit with an Arrhenius equation. The activation energy at a
given voltage is extracted and that value is plotted versus field (Figure 4.11, inset) to
extract the zero field activation energy. The zero field activation energy of the
CdSe/CdTe NBs was found to be 0.33 eV.
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Figure 4.11: Temperature dependence of the dark current for a CdSe/CdTe NB film plotted at
different values of V&. An Arrhenius fit to each data set is given by a solid line. Field dependent
activation energies are extracted from the fit and plotted verses electric field in the inset. A solid
line gives a linear fit to the data in the inset. The temperature was monitored with a Lakeshore
330 temperature controller. 6
In CdSe/CdTe NBs, the CdTe QD is connected to the CdSe NRs, which should
increase the probability of Type-II exciton separation. In addition, the ratio of CdTe to
CdSe is uniform throughout the film, eliminating potential difficulties stemming from
segregation of CdTe and CdSe NCs. However, the photocurrent vs. electric field
dependence for films of CdSe/CdTe NBs (Figure 4.12) is identical to that of a film
composed entirely of CdTe NCs 6 with the same absorbance, as in Porter et al.6. Also,
the field dependence is nearly identical for both CdSe/CdTe NBs and CdTe QDs, which
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have a field dependent mobility of 3.0 x 105 V/cm for the NB films and 3.1 x 105 V/cm,
respectively, using Equation 4.4.2:
I = exp(-) (4.4.2)
PR0 80
where E is the electric field, I is current, Ro is characteristic resistance, and co is a
characteristic field dependence.
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Figure 4.12. Photocurrent verses electric field with 32 mW/cm2 514 nm excitation for a CdTe
NC film (black line) and a CdSe/CdTe NB film (grey line). The magnitude of the photocurrent
has not been scaled for either of the films but they were matched to have a similar absorbance
value at 514 nm. 6
4.4.3 Conclusions on Nanobarbell Conduction and Bulk Heterojunction Device
Electron trapping on the CdTe QD surface appears to dominate charge transport
through the films in CdSe/CdTe NBs, as was found in earlier studies of mixed CdTe
films and CdSe films 6. Even if excitons are separated at the Type-II interface, electron
transport does not appear to be segregated to the CdSe NRs, and electrons appear to be
deeply trapped at the CdTe surface. This implies that CdSe/CdTe nanobarbells may still
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suffer from the same inherent problems as CdTe films; namely that they conduct mainly
holes through a trap mediated conduction mechanism, and that electrons are still
effectively "stuck" in the film, never making it to the electrode. Amplification is
observed in the NB films, similar to CdTe films, as holes cycle through the film several
times prior to recombining with a trapped electron. Unfortunately, this does not make it
much more effective as a solar cell material than CdTe on its own, as it suffers from
many of the defects of that material, while also being more difficult to produce.
In Figure 4.13, a trial device produced using ITO/PEDOT-PSS/NBs (-80 nm)/Au
was tested with a chopped 514 nm line of an argon-ion laser. As expected, the device
showed very low open circuit voltage of 72 mV and closed circuit current around 9 nA.
The fill factor was 33%. The main difficulty with these devices was the large dark
current due to the hole conduction of the CdTe tips, and the propensity to short due to
penetration of the Au electrode into the NB film. The low current shows that charges,
probably electrons, are stuck in the film, while the low open circuit voltage indicates that
the charges are not migrating towards their respective electrodes. If NBs are to be used
in a solar cell, it must be designed as in more of a "p-i-n" junction device, surrounded by
electron and hole blocking layers and not as a simple bulk heterojunction device.
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Figure 4.13: A PV device using ITO/PEDOT-PSS/NBs/Au. Although the device is slightly
rectifying, the short circuit current (Isc) and open circuit voltage (Voc) are much too low, under
514 nm laser excitation for this device to be efficient.
4.5 CdSe and CdTe QDs as Transport Layers in an NB Solar Cell
Although the NBs did not have the initially desired transport properties, their ability to
absorb strongly throughout the visible spectrum and the possibility of exciton separation
without tunneling render it feasible to create an efficient solar cell device. Instead of
percolation through a thick NB film, as was initially proposed, the device was designed
using CdSe as an ETL layer, and CdTe as an HTL layer with the active CdSe/CdTe NBs
sandwiched between them. The built-in field in this device still originates from the
difference in the work functions of the electrodes and therefore it is not a true p-i-n
device. However the CdSe and CdTe blocking layers should greatly decrease the dark
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current, allowing greater charge to build up at either electrode and significantly
improving the open circuit voltage.
4.5.1 Solar Cell Device Construction
The NB solar cell consists of a glass slide coated with 80 nm of sputtered, conductive
ITO, a 25 nm CdTe QD layer, a 25 nm thick CdSe/CdTe NB layer, a 25 nm thick CdSe
QD layer, and an EGaIn semi-liquid electrode 6 (Figure 4.14). Devices were constructed
as with previous QD sandwich photovoltaic devices 8 by spin-casting QDs onto an ITO
surface, heating the substrate to 70 oC for several minutes to anneal the film, then cooling
to room temperature prior to spin-coating the next layer. This prevents the solvent from
subsequent layers from dissolving the previous QD films. Deposition of the NC films,
the device was treated with a butylamine solution in order to remove the native capping
groups and decrease the tunneling barrier, as in Jarosz et al 34. The liquid electrode is
applied by injecting a little of the liquid metal from the tip of a syringe into a circular
PDMS mold with dimensions of 1 mm in diameter. 36
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Figure 4.14. a) A diagram of the relative energy levels of the ITO/CdSe/NB/CdTe/EGaIn solar
cell. The direction of the flow of electrons in the device at each voltage is designated by the
arrows and color coded with the label for the bias. The black arrow indicates electrons flow from
the ITO to the EGaln (reverse/positive bias) and the grey arrow indicates electrons flow in the
opposite direction (forward/negative bias). (b) The PCA spectra for this device is displayed at 0
V (black line) and at -0.7 V (grey line). The absorbance is given by the dotted line. (c) Current
verses voltage plot for this device in which the voltage was swept from 0 to + V, from + V to - V,
and back to 0 V. Devices were measured at room temperature and photoexcited with 27 mW/cm 2
of 514 nm light.
The device shows EQEs of nearly 0.3 % to 0.5 % at OV (Figure 4.14b), similar to
those of previous close-packed NC devices 8. The open circuit voltage (Voc) was -0.60 V
while the short circuit current (Is) was 12uA/cm 2. The fill factor (FF) was found to be
-30% for the best devices.
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The photocurrent action spectrum (Figure 4.14b) clearly shows that most of the
photocurrent arises from the CdSe QD film at OV. This makes sense in light of the
trapping of electrons in the CdTe QD and NB layers shown in Section 4.4. Excitons
formed in these films cannot contribute current, except through hole cycling. At 0.7 V,
there is enough potential to pull those electrons out of the 0.3 V traps and through the
film, thus the contribution from the CdTe and NB films in this spectrum.
The estimated power efficiency for this device was only 0.06%, roughly 40 times
less than the best reported devices utilizing NCs 2
4.6 Summary
This work successfully synthesized CdSe/CdTe nanobarbells, adding another
heterostructured NC to those available for use in device design. They have been
characterized by TEM and STEM, and show type-II photonic behavior in their absorption
spectra. Furthermore they can be overcoated with ZnS to produce near IR emission
spectra, as expected. Although they do not appear to conduct electrons through the CdSe
NRs, and thus are not suited for bulk heterojunction devices, they have been successfully
implemented in a pseudo-p-i-n junction device with Voc = 0.6V, Ice = 12 uA/cm2 and FF
= 30 %. The PE of this device was very low however, and was estimated to be - 0.06%.
Although this device is not as efficient as other devices in the field, it does
represent a significant step toward understanding how to design NCs for these types of
applications. While anisotropic type-II materials may still be useful in solar cell
applications, it is now understood that the transport function of the materials is equally as
important as the material's photonic properties. The electron trapping function of CdTe
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simply makes the NBs unfeasible as a solar cell material, without significant alterations
to the surface. Future work in this area is likely to use PbS instead of CdTe, with its near
IR band edges and somewhat greater durability. Conductivity and device testing with
these new materials are now being investigated by several researchers in the field.
Although the devices produced by this work were not efficient, both silicon and
polymer solar cells were much less efficient in the early stages of their development than
they are today. It is possible then that NCs of this sort could still play an important role
in future innovations in the field.
My collaborators in this chapter were Venda Porter, who performed the conductivity
measurements, and Scott Geyer, for processing and testing the second solar cell.
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Chapter 5
Forster Resonance Energy Transfer from Quantum Dots to
J-aggregates in Aqueous Solution
5.1 Introduction and Motivation
J-aggregates are a class of fluorophors that exhibit intense narrowband absorption and
emission bands (-12 nm FWHM) from the coherent excitation of tens to thousands of
aligned molecules. In this work, J-aggregates are attached to the QDs via electrostatic
attraction between the ionically charged dye and a charged polymer that coats water
solubilized QDs. The resulting QD/J-aggregate conjugates exhibit efficient Forster
Resonant Energy Transfer (FRET) from the QDs to the J-aggregates, with essentially
complete quenching of the QD photoluminescence and the consequent sensitizing of the
J-aggregate fluorescence to UV excitation. These hybrid constructs combine the
broadband UV absorption of a colloidal QD with the ultra-narrow emission band of J-
aggregates. A QD/J-aggregate construct could find use in optoelectonic applications such
as LED 1-5 and LCD displays 6-8, and also in biological marker applications involving
fluorescence multiplexing 9,10. These materials could also be useful for fundamental
studies of electro-optic effects in hybrid nanostructures, for example, investigating strong
coupling effects between Wannier and Frenkel excitons 11-13
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5.1.1 Introduction to J-aggregate Dyes
Cyanine dyes have been synthesized and used for many years in photography and
biology, with applications ranging from silver halide sensitizers and staining agents to
fluorescent markers for DNA sequencing 14-16. Certain cyanine dyes have been
extensively studied for their ability to J-aggregate in solution and at liquid-solid
interfaces, induced by changes in solution conditions such as solvent polarity, salinity,
and temperature 17-19. The J-aggregation effect is made possible by the flat, elongated
morphology of the cyanine dye, which controls packing, and the presence of a strong
dipole formed from a conjugated pi system that forms the backbone of the molecule. The
dye 1,1',3,3'tetraethyl5,5',6,6'tetrachlorobenzimidazolo-carbocyanine chloride (TTBC),
which is investigated here, has been proposed to occur in a "herringbone" or "staircase"
type arrangement 20. When the dye monomers are positioned and aligned such that their
optical transition dipoles couple strongly and constructively, the aggregates form the
collectively emitting J-band state, whose signature photoluminescence (PL) spectrum is
red-shifted and considerably narrower than the PL of the monomer 21,22
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Figure 5.1: A cartoon representation of J-aggregating cyanine dye 1,1',3,3'-tetraethyl-5,5',6,6'-
tetrachlorobenzimidazolocarbo-cyanine (TTBC) as monomers in methanol solution (top), and as
aggregates in water (bottom).
Cyanine dyes often occur as organic salts 15. Typically, the lumophore component is
positively charged due to the partial positive charge on the amine moieties that are
coupled to the conjugated pi system that forms the color center of the molecule (Figure
1). However, the lumophore may also be negatively charged overall, depending on the
presence of charged pendant groups. The resulting J-aggregates are nanoscale charged
species dispersible in a number of polar solvents including water and alcohols, although
solvent choices are often limited by the conditions required to cause aggregation. These
ionic species have been previously shown to adsorb readily onto a charged surface 23,24
to AgBr nanocrystalline grains 25, and to charged Au nanocrystals in solution 26. They
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have also been shown to be efficient FRET acceptors and donors when assembled above
a film of layer-by-layer deposited polyelectrolyte-CdSe/ZnS QD monolayers 27
Electrostatic synthesis of complex compounds involving QD's has also been
demonstrated using dihydrolipoic acid (DHLA) coated, negatively charged QD's and
positively charged polypeptides such as a leucine zipper 28. QD-dye conjugates are, in
general, finding use as donor species in near field and FRET based applications 29. In
particular, QD-dye FRET pairs find ready applications in sensing 30, for example as pH
probes 31
5.1.2 Methodology
This work explores the synthesis of QD/J-aggregate constructs in aqueous
solution (Figure 5.1). First in Section 5.2, negatively charged polymer-coated CdSe/ZnS
QDs, previously reported, 32 are ionically conjugated to positively charged cyanine dye
monomers in methanol. The remaining dye in solution is then aggregated by the addition
of water, using conditions optimized to create uniform aggregates 33 that are ionically
bound to the QD polymer coating. In Section 5.3, similar constructs are formed using a
positively charged quantum dot bound to a negatively charged cyanine dye (BIC) in order
to demonstrate the general utility of electrostatic assembly. Control experiments were
performed to discount other binding mechanisms by using identically charged species.
conjugation was confirmed using emission, absorption and photoluminescence excitation
spectroscopy, as well as transient photoluminescence.
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5.2 Synthesis of QD555nm(-)/ J-aggregateTTBc(+) Construct
ZnSe/CdSe/ZnS QDs emitting at 555 nm were synthesized using methods adapted from
those reported previously 34,35. To make ZnSe QDs, hexadecylamine (HDA, Alrich) was
degassed in a 3-neck roundbottom flask at 110 oC, after which it was heated under Ar to
300 °C and a solution of 96 mg of diethyl zinc (filtered using a 0.2 um PTFE filter,
Strem), 0.28 ml of trioctylphosphine selenide and 4.72 ml of trioctylphosphine (TOP,
98% Strem) was injected into the flask and heated at 270 oC for 1.5 hrs before cooling to
150 'C. Meanwhile, a 4-neck flask with 8 g of trioctylphosphine oxide (TOPO, 99%
Aldrich) and 0.4 g of hexyphosphonic acid (HPA, 99% Alpha Aesar) was degassed at
160 'C before cooling under Ar to 150 'C and injecting 4 ml of the ZnSe QD solution.
Immediately upon injection, a solution of 78 mg of dimethyl cadmium (filtered using a
0.2 um PTFE filter, Strem), 0.16 ml of TOP-Se and 4.84 ml of TOP was added to the
flask dropwise at a rate of 1 drop per second. The solution was then held at 150 oC for 19
hours until the emission peak was stable at 532 nm. The QDs were precipitated twice by
addition of butanol and methanol, and then redispersed after each precipitation in hexane.
This solution was added to a 4-neck flask containing a solution of 10 g TOPO and 0.4 g
HPA which had been degassed at 160 'C, then cooled to 80 oC. After removing hexane
(solvent grade, Aldrich) by vacuum, the flask was heated under Ar to 155 'C and two
solutions, one of 6 mg dimethyl cadmium, 49 mg diethyl zinc in 5 ml of TOP and the
other of 160 mg hexamethyldisilathiane (TMS2-S, Aldrich) in 5 ml of TOP, were
simultaneously added at a rate of 1.5 ml per hour by syringe pump. After this, the QDs
were cooled and precipitated twice from solution by the addition of butanol (solvent
grade, Aldrich) and methanol (solvent grade, Aldrich), and then redispersed in
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chloroform (anhydrous, Aldrich). Quantum yield of the completed QDs in chloroform
was found to be -50% using to Coumarin 540 (from Exciton, QY=89% in ethanol) as a
reference. The size of the inorganic core/shell nanocrystals from TEM measurements
was found to be 2.8 nm in radius, with a standard deviation of-~ 5%.
An anionic polyacrylic acid polymer was used to water solubilize the QD555s. The
synthesis was adapted from those previously reported 32. In a 250 ml 1-neck flask, 1.000
g of polyacrylic acid (2000 MW, Aldrich) was dissolved in 10 ml of DMF prior to adding
a solution of 1.333 g of 1-Ethyl-3-[3-dimethylaminopropyl]carbodiimide hydrochloride
(EDC, 99% Fluka) in 60 ml of DMF (anhydrous, Aldrich). Slowly, while stirring, 0.91
ml of octylamine was added dropwise to the flask and the solution stirred overnight.
DMF was removed by vacuum until the total amount of solvent in the pot was -5 ml. At
this time, DI water was added until the polymer precipitated from solution and the
supernatant was removed and discarded. Then 30 ml of DI water was added to the pot
and stirred with 4 g of tetramethylammonium hydroxide. 30 ml of ethyl acetate (solvent
grade, Alrich) was added to form two phases and the solution was stirred overnight. The
mixture was placed in a separation funnel, allowed to separate and the aqueous fraction
was retained. Any remaining ethyl acetate in the aqueous solution was removed under
vacuum. Approximately 10 ml of 3 M HCI (diluted from 12M concentrated acid, Alrich)
was added to precipitate the polymer, which was next centrifuged at 3900 RPM to
remove the precipitate and redisperse it in 30 ml solution of DI water containing 800 mg
of NaOH (pellets, Aldrich). The solution was vortexed and left to sit for a day to
redisperse. Again -10 ml of 3 M HCI was added to precipitate the polymer which was
centrifuged at 3900 RPM and washed several times with DI water to remove excess HC1.
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The resulting powder was then dried and crushed to form the amine modified polymer
reagent. Water solubilization of the QDs was accomplished by adding 10 mg of QD550s,
dried by vacuum, in 20 ml of chloroform. This solution was added dropwise to a stirring
solution of 60 mg of amine modified polymer in 20ml of chloroform and stirred for 0.5
hours before the chloroform was removed by vacuum. 10 ml of pH 9 borate buffered
solution was added to the dried polymer coated QDs to redisperse and store them as a
stock solution (1mg/ml of QDs in buffered aqueous solution).
Figure 5.2: Transmission electron micrographs (using a JEOL 200 TEM) of polymer coated
nanocrystals (ZnSe/CdSe/ZnS) at 80,000x magnifications. QD's averaged 5.6 nm in diameter
with -5 % standard deviation. The TEMs presented here are of QDs coated with the water
solubilizing polyacrylic acid polymer. The initial decylamine capping ligand are calculated to
add -0.7 nm to the radius of the inorganic QD, as calculated using average bond lengths and
angles, giving a total particle size of -3.5 nm prior to coating with the polymer.
Formation of QD/J-aggregate using cationic 1,1',3,3'-tetraethyl-5,5',6,6'-
tetrachlorobenzimidazolocarbo-cyanine (TTBC) was performed by adding 0.2 ml of a
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solution of 0.1 mg/ml TTBC in methanol to 0.5ml of methanol in a glass vial. 0.1 ml of
stock solution of anionic polymer coated QD555 (lmg/ml QDs in buffered aqueous
solution) was added to the vial for the monomer to associate to the QDs prior to
aggregation. 5 ml of DI water was then added quickly to the vial to cause the TTBC to
aggregate (Figure 5.3).
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Figure 5.3: A representation of the reaction steps leading first to association of the TTBC
monomer with the the anionic polymer coating and second to the aggregation of excess TTBC
monomers with the anchoring TTBC molecules. The modified polyacrylic acid molecules are
represented in a simplified fashion for clarity; in reality they may represent a bulkier interface
with the solution.
5.3 Characterization of QD555nm(-)/ J-aggregateTTBC(+) Construct
5.3.1 Photoluminesence Spectroscopy
Steady state measurements of emission for the QD/TTBC constructs exhibit characteristic
evidence of FRET transfer from the QD550s to TTBC J-aggregates, indicating
electrostatic binding between the QD and J-aggregates. As can be seen in Figure 5.4, the
QD/TTBC constructs emit light at k = 585 nm with a FWHM of 12 nm when excited in
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the UV. The QD emission is almost completely quenched by the dye aggregates and the
emission intensity of the solution is significantly larger than for dye aggregated in the
absence of QDs, with identical monomer concentrations (Figure 5.4).
- QD/TTBC Construct
J-aggregate
- QD + TTBC monomer
400 450 500 550
Wavelength (nm)
600 650
Figure 5.4: Emission of the QD/TTBC solution before aggregation (green curve), of the QD/J-
aggregate constructs (black curve) and of J-aggregates in the absence of QDs (red curve). All
species present are at equivalent concentrations for each measurement. Spectra were taken of
solutions prepared simultaneously in quartz cuvettes, using a Fluoromax-3 (HORIBA Jovin
Yvon) spectrometer.
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Figure 5.5: (Top) Photograph of two solutions, one of TTBC aggregated in the presence of QDs
(left hand vial), and the other of TTBC aggregated in the absence of QDs (right hand vial). All
other conditions were equivalent. The left hand vial displays significantly greater emission
intensity when excited at 365 nm. (Bottom) A photograph of two more solutions, one of QDs in
methanol and another of QD's in methanol with TTBC dye (monomeric form). Under UV
excitation both solutions emit with the characteristic emission of quantum dots. There is no J-
band emission from the right hand vial.
The quantum yield of the construct was measured to be 40% when excited at 365 nm
using a reference sample of QDs (QY=70%) emitting at -590 nm, which were in turn
calibrated using rhodamine 610 (QY=95% in methanol) as a reference.
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5.3.2 Absorption Spectra
The absorption spectrum of the constructs show both QD and J-band absorption
features. The J-band of the construct is slightly blue-shifted and broadened compared to
the J-band of dyes aggregated in the absence of QDs (Figure 5.6). These discrepancies
are likely due to the difference in size of the aggregate formed on the QD's as opposed to
those formed independently of the QD's. However, it is also possible that the dye
emission is solvatochromically shifted, to some degree, due to the different local field
ttlCO
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Figure 5.6: Absorption spectrum of the TTBC monomer (blue curve), TTBC aggregated in the
absence of QDs (red curve), in the presence of QDs (black curve), and the absorption spectrum of
the QDs alone (green curve). Concentrations of reactants are kept constant for all experiments
(unless omitted). Inset: a close-up of the absorption spectrum at near UV wavelengths,
demonstrating the role of the QDs in enhancing the solution absorption at those wavelengths (up
to 25x).
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environment of the negatively charged polymer as opposed to that of the solution. There
is also a significant contribution of what appears to be monomer dye absorption after the
aggregation steps are performed. The increased absorption of the construct due to the
QDs as shown in Figure 5.6 (inset) is responsible for the increased PL of the construct at
excitation wavelengths shorter than 400 nm.
5.3.3 Photoluminescence Excitation (PLE)
Evidence of FRET is also seen in the PLE spectra (Figure 5.7), further confirming the
close association of the QD and J-aggregates. Emission from samples was collected at
590 nm and the excitation wavelength was scanned for QD/J-aggregate pairs (black
curve) and J-aggregates (red curves). At wavelengths longer than 450 nm, the excitation
spectra (Figure S 1) show similar features for the J-aggregates and QD/J-aggregate pairs,
since these peaks are due to absorption peaks in the monomer and J-aggregate forms of
TTBC. The increased emission intensity in the range of 350-400 nm is consistent with
UV absorption by the QDs followed by FRET into the J-band of the J-aggregates. The
QD/J-aggregate constructs (black curve) show significantly greater emission intensity
when excited in the UV, as shown by the ratio of the QD/J-aggregate pair emission to the
normalized J-aggregate emission (purple curve). For ease in comparison due to the lower
concentration of J-aggregates formed in the absence of QD's, the J-aggregate curve is
rescaled (by a factor of -8) to match the QD/J-aggregeate curve at -500 nm, where only
the J-aggregates are contributing to the emission intensity.
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Figure 5.7: Photoluminescence excitation spectra of the QD/J-aggregate construct, collecting J-
aggregate emission at -590 nm while the excitation wavelength (x-axis) is scanned for QD/J-
aggregate pairs (black curve), J-aggregate (red curve) and rescaled J-aggregate (scaled by a
factor of -8, also red). The purple curve is the ratio of the excitation spectra for the J-aggregate
construct and the J-aggregate alone (rescaled).
The UV excitation creates excitons in the QD, which then transfer to the J-band of the J-
aggregate, quenching the PL intensity of the quantum dot but increasing that of the J-
aggregate. The relatively low optical density (-0.3) of the solution at 555 nm and the low
emission intensity of non-conjugated J-aggregates when excited in the UV, ensures that
the J-band emission observed cannot be attributed to absorption and re-emission of
photons from nearby QDs or to direct UV excitation of the J-aggregates.
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5.3.4 Transient Photoluminescence Measurements
While the steady state spectroscopic measurements point to FRET and hence close
conjugation of the QD and J-aggregates, fluorescence lifetime measurements (Figure 5)
are required to confirm these conclusions. To do so the quantum dot and the dye
aggregate were excited separately, and the J-band emission was collected in each case in
order to confirm the occurrence of FRET and to estimate the FRET rate. Samples were
excited with 400 nm or 570 nm pulses obtained by second harmonic generation or opical
parameteric amplification (Coherent OPA) of a 250 kHz amplified Ti:sapphire laser
(Coherent RegA 9000). Emission was dispersed with a spectrometer (Acton) and time
resolved with a streak camera (Hamamatsu C5680).
5.3.4.1 Exponential Fitting of Photoluminescent Decays to Find Lifetime, r
QD and J-aggregate PL decays (QDs absent) were fitted using an exponential decay
curve of the form:
Y = Yo + A0 e- xIl (5.3.4.1a)
where yo is the baseline (usually fixed to zero to start), A1 represents the magnitude, and
ri is the lifetime. The single exponential curve used in Figure 5 (in the main text) to fit
the QD PL decay gives a lifetime of 5.6 ns while a double exponential curve of the form:
Y = Yo + A1e - x/ + A2e - xr2 (5.3.4.1b)
yields 7.0 ns as the lifetime (discarding the short time component 72 - 0.6 ns). Although
double exponentials are routinely used to fit QD PL decays, 36 a single exponential fits
reasonably well to the curve in this case. For the QD/J-aggregate exponential decays, a
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multi-exponential decay is expected and equation (5) is used to fit these curves. In this
case fitting is performed by setting yo and A2 to 0.0 to start, finding the best fit single
exponential then slowly releasing these terms to find a truer fit. In this case the short
time components (72 - 0.1 ns in most cases) are merely useful fitting parameters while the
lifetime of the constructs are reported as the longtime component ri.
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Figure 5.8. Single exponential fits of A) QD B) J-aggregate PL decays using Equation 5.3.4. la.
The C) QD/J-aggregate construct decay curve is fit using a double exponential as in Equation
5.3.4.1b.
5.3.4.2 Analysis of Transient Photoluminescence Data
The fluorescence lifetime of the construct was found to be -700 ps when excited at 570
nm (direct excitation of the J-aggregate), while that of the non-conjugated J-aggregates is
'100 ps 36 (Figure 5.9).
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Figure 5.9: Time resolved measurements of exciton lifetimes as detected by collecting spectrally
resolved emission at the J-aggregate peak (inset). The decay curves are plotted for 570 nm
excitation of TTBC aggregated in the absence of QDs (red curve) and QD/J-aggregate conjugates
(black curve), as well as for 400 nm excitation of the QD/J-aggregate conjugate (blue curve) and
the QDs with no dye present (green curve).
The difference in rate between these two species supports the conclusion that construct J-
aggregates are indeed significantly smaller than those formed separately, in agreement
with the earlier DLS conclusions. Meanwhile, the lifetime of the construct excited at 400
nm (where QD absorption is dominant) is 900 ps while that of the non-conjugated QD is
5.6 ns (measured at the peak of the QD emission). As expected, we see no indication of
absorption and re-emission, where the emission at the J-band would follow the lifetime of
the QD. The fact that the fit lifetimes of the construct excited at both 400 nm (exciting
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the QDs) and 570 nm (exciting the J-aggregates) are so close in value indicates that the
FRET rate must be fast relative to the lifetime of the acceptor (the J-aggregate). The lack
of an observable risetime within the resolution of the instrument, -50 ps, indicates that
the FRET rate must be at least that fast.
5.3.5 Calculating the FRET Rate
We can calculate the FRET in two ways: (i) by using modified forms of the generalized
Forster equations discussed in Section 1.8.1.1 and (ii) by estimating the efficiency of FRET
between the QD and dye aggregate from the static PL measurements.
5.3.5.1 Derivation of the Useful Forster Equation
For a donor/acceptor pair consisting of a single QD and a single acceptor molecule A, the
FRET rate, FET, is determined using Forster's equation:
T = F1 R 6  (5.3.5.1 a)
Where TD is the QD fluorescence lifetime measured in the absence of the acceptor, R is the
distance between the QD center and molecule A, and RF is the Forster radius characterizing
the transfer process for the specific donor/acceptor pair 37,38
RF itself is determined from the integral expression:
6 9 c 4  SDO)UA ()F = 4 27D 4S(o) do (5.3.5.1b)8R r n ca
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Where c is the speed of light, n is the refractive index of the medium between the donor
and acceptor, irD is the quantum yield of the donor photoluminescence, 2 is the
geometric factor describing the relative orientation of the donor and acceptor transition
dipoles, cA is the acceptor absorption cross-section, and SD is the donor PL spectrum
normalized such that the integral of SDo over frequency is unity.
In applying Equation (5.3.5.1b) to the QD/TTBC constructs, we set K2 equal to
2/3, the value used for randomly oriented donor/acceptor pairs 39. Even though the QD
cannot freely rotate within the construct, setting 2 = 2/3 is justified because there is no
predetermined orientation of the TTBC acceptor relative to the QD. We set n = 1.4, as in
40-42, because the constructs are immersed in aqueous solution with a polymer
(polyacrylic acid) separating the QD and TTBC components. Based on quantum yield
measurements of QD's prior to conjugation (-50%), we assume r1D = 0.5 for the
conjugated QD donor.
To derive oA, we need to determine the average absorption coefficient of a single
TTBC molecule when situated in the construct. We start by taking absorption spectrum
of the construct solution and then subtract from it the QD contribution. From dilution
experiments, we know that nearly all of the TTBC in the solution is conjugated to the
QDs, so the remainder is the absorption spectrum of TTBC situated in the constructs. We
then divide this by the number of TTBC molecules in the solution to find rA.
In deriving -A, we include both the monomer and J-aggregate features of the
TTBC absorption spectrum. From the dilution experiments, we know that both forms of
the dye are situated on the constructs, so the description of an average construct TTBC
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molecule must capture both of these possibilities. With this composite aA in Equation
Equation (5.3.5.1b), the overlap integral accounts for energy transfer occurring from the
QD to either species.
The Forster radius for FRET from a QD to a single conjugated TTBC acceptor
that is in either monomeric or J-aggregate form from this calculation gives RF = 5.1 nm.
The net energy transfer rate from the QD to surrounding acceptor dyes will depend on the
number of acceptor molecules as well as the distance between them and the QD donor.
In this section, the equation describing FRET between a QD and a single acceptor
described by Equation (5.3.5.1a) is expanded upon to account for situations where the
QD is surrounded by either a monolayer-thick or thicker shell of acceptor dye (Figure
5.10b and Figure 10c, respectively). This derives Equation (5.3.5.1 f) below.
When the QD donor is surrounded by a thin shell of acceptor molecules, separated
by the same distance, R, from the QD center, the net transfer rate increases with an
increased number of acceptor molecules. The surface area of the shell is4rR2 . So for a
shell of thickness dR, the total volume is given by 4)&R2(dR). Consequently, if the volume
density of dye in the shell is pA, the total number of dye molecules is given by
41rR2(dR)pA. Hence the net FRET rate is:
FErET (RF• 47rR2dR)pA (5.3.5.1c)
TD R
Note that Equation (5.3.5.1c) possesses the 1/R4 dependence characteristic of FRET from a
point to a plane 43, as both plane and shell are topologically similar.
When the QD donor is instead surrounded by a thick shell of acceptor dye, the net
transfer rate again depends on the total number of acceptor molecules. In this case,
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however, care must be taken to account for the variation in the distance R between donor
and acceptors. The net transfer rate is therefore the integral of Equation (5.3.5.1c) over the
thickness of the shell. If the shell extends from radius R1 to R2, then the net transfer rate is
given by the integral:
TET = d R,. I 4MR2 PA (5.3.5.1d)
which yields:
1 6
We can simplify this expression by recognizing that 4/3 r(R3 - R• )pA = NA. Hence,
the transfer rate from a single QD to a thick shell of acceptors is:
TD
Conceptually, Equation (5.3.5.1e) is similar (in form) to the expression for transfer
from a QD to a single acceptor. For the thick acceptor shell, an effective radius
characterizes the average distance separating the QD and acceptors, which is given by the
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geometric mean of Ri to R2 (R = RJR, ). This "average" transfer rate is then multiplied by
the number of acceptor molecules in the shell, NA, to give the total transfer rate, rET.
There are two key assumptions in the derivations of Equations (5.3.5.1b-e). Firstly,
the orientation of the acceptor molecules is not fixed relative to the QD surface. Hence, the
same geometric prefactor, K2, that is used to average the FRET rate over all possible donor-
acceptor orientations in the single acceptor case can be applied to the multiple acceptor thin
and thick shell cases. The second key assumption is that the FRET rate is linearly
dependent on the dye density, PA, within the shell. This assumption holds when the percent
absorption of the shell, had it been unfolded into a thin film, is less than a few percent 44,45
Otherwise, the FRET process is altered via near field effects within the densely packed
acceptor layer. In the scenarios presented in this paper, the dye density appears to fall
within the safe low loading limit. There are 150 dye molecules per QD within a polymer
shell volume of -2000 nm 3 and the absorption cross section per dye molecule is a = 1.2 x
10-16 cm2. Hence, the absorption coefficient for the acceptor shell is a - 9 x 103 cm'. The
thickness of this shell is only 4.5 nm, and if the shell were unfolded into a thin film, it
would absorb only 0.4% of the incident light. Therefore, it is valid to assume the FRET
rate is linearly dependent on the dye density for the constructs in consideration.
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Figure 5.10: Three different energy transfer scenarios consisting of FRET from a single QD to
either (a) a single acceptor molecule, (b) a thin shell of acceptor or (c) a thick volume of acceptor.
5.3.5.2 Summary of the Useful Forster Equations
The FRET rate from a spherical donor (i.e. the QD) to a surrounding shell of acceptors
(i.e. the J-aggregates) extending from inner radius R1 to outer radius R2, (as derived
above):
6
FET= RF  NA
-ET D A2 (5.3.5.2a)
Where RF is the characteristic FRET radius of a single donor/acceptor pair using the
standard Forster formalism 37,38, ZD is the donor lifetime prior to conjugation, and NA is
the number of acceptors within the shell.
The second useful equation in determining the FRET rate can be inferred from the energy
transfer efficiency, E (no derivation is necessary):
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E= PLDA(E)dE ,DA FET
PL(E)dE 1/D ET (5.3.5.2b)(5.3.5.2b)
where PLDA(E) [PLD(E)] corresponds to the donor PL spectrum in the presence
[absence] of the acceptors, and likewise TDA is the donor lifetime in the presence of the
acceptors.
5.3.5.3 Calculation of the FRET Rate
We can quantify the FRET rate, PET, based on the PL quenching of the QD emission. In
the presence of TTBC acceptors, the PL intensity of the QD spectrum is reduced by a
factor of 100 or more. To calculate the FRET transfer efficiency for the QD/J-aggregate
constructs, it is necessary to determine the degree to which the PL intensity of the QD
donor has been quenched by the presence of the TTBC acceptor. Figure 5.11 a shows that
in a linear plot of QD/J-aggregate construct PL, no QD emission is discernable at 555
nm, suggesting 100% transfer efficiency. However, Figure 5.11b shows that on a
logarithmic scale it is possible to identify where a QD spectral feature could exist hidden
in the J-band peak and thus to determine the maximum possible contribution from QD
emission intensity. To determine the degree of quenching, we compared the intensity
level of these features to the spectrum of the construct-free QD sample, and we
determined that if the PL data of the stand-alone QD is scaled down by a factor of 100,
then it matches the intensity level of the QD features in the construct. The scaled QD
spectrum is included (in blue) in Figure 5.1 lb to illustrate this point. Hence, we conclude
that the quenching ratio is at least 100, leading to a minimum FRET efficiency E =
99.0%.
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Figure 5.11: Photoluminescence spectra of the construct, J-aggregate and QD, samples. (a) PL
data depicted with linear vertical axis. (b) PL data plotted with logarithmic vertical axis and copy
of QD spectrum scaled down by a factor of 100.
Using (5.3.5.2b), this means that the quenching efficiency, E, is at least 99%, and
equivalently, that the FRET rate is at least 99 times faster than the QD lifetime of 5.61 ns.
Hence the "lifetime" associated with the FRET process, i/rET, is at most 57 ps. This
timescale is in agreement with the observations found by transient photoluminescence in
which the rise time of the PL decay was less than 50ps (the resolution of the instrument).
5.3.4 Characterization of J-aggregate Formation on QD 555sss(-)
Addition of water to the QD/monomer solution causes aggregation of the dye onto the
QD as illustrated in Figure 5.3. Prior to aggregation, no FRET is observed, due to a
combination of (i) smaller spectral overlap between the QD donor and the dye monomer
acceptors, and (ii) weaker association between the monomers and the polymer shell
around the QDs. Conjugation is driven by electrostatic attraction of opposite charges on
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the dye and the QD coating. This is evident from the observation that FRET pairs form
only when the QD and the J-aggregate are oppositely charged, but not when they are both
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Figure 5.12: Spectrally resolved photoluminescence decay of negatively charged polyacrylic acid
coated QDs along with negatively charged BIC dye aggregates. The samples were prepared by
aggregating BIC monomer in the presence of carboxylic acid coated QD's (aggregation
conditions described in Section 5.4). As can be seen in Figure S4, the emission peaks of both the
QD's and the BIC J-aggregates are plainly visible. The QD peak at 555 nm clearly has a lifetime
on the order of several nanoseconds, as is expected for QD's, while the BIC J-aggregate's
lifetime is close to a few hundred picoseconds, similar to those measured for BIC J-aggregates
alone. There is no indication of FRET between the QD's and the BIC dye aggregates, despite the
favorable overlap of their emission and absorption bands. This indicates that the two species are
not likely to be bound together, as would be expected for two negatively charged species,
consistent with our hypothesis that electrostatic attraction is the dominant binding mechanism.
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negatively charged (Figure 5.12). In the latter case, emission from both the QD and the
aggregate can be seen simultaneously, and the independent lifetimes of each can be
spectrally resolved.
The size of the aggregates formed in the construct species can be estimated by
comparing hydrodynamic radii of the QDs before and after the aggregation step using
dynamic light scattering (DLS) measurements. In Figure 5.13 (top left), the polymer
coated QDs are easily identified with a hydrodynamic radius of 5.9 nm in this
measurement. The average radius obtained over three measurements was 5.6 ± 0.6 nm.
The dye aggregates formed in the absence of QD's (bottom left) show a single large
species with an average hydrodynamic radius of 55 + 5 nm over multiple measurements
(49 nm in the example shown). The average hydrodynamic radius of the QD/J-aggregate
species over multiple measurements was found to be 8.0 + 1.7 nm (9.3 nm in the example
shown) with a second, smaller peak at 29 nm probably from a small number of J-
aggregates formed independently from QD's or possibly from aggregates remaining from
the polymer coating process (a similar small peak can be seen in the QD DLS data).
These larger particles made up on average less than 20% of the material detected (17.6%
+ 2% in the example). The observation of FRET implies that J-aggregates are attached to
the QD. However, the measured change in apparent radius of the QD's after aggregation
is 2.4 + 1.8 nm which is not statistically significant. The fact that the attached aggregates
are not directly observable by DLS makes it reasonable then to conclude they are small
enough to be masked by a combination of the error of the measurement (2 nm) and the
change in size of the polymer shell hydrodynamic radius due to charge passivation upon
aggregation. This change cannot be larger than the total hydrodynamic of the polymer
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shell itself, which is found to be -4 nm using measurements of hydrodynamic radius,
known core size and the calculated length of the ligand.
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Figure 5.13: Examples of Dynamic Light Scattering measurements (DLS) of three species: (top
left) QDs coated with polyacrylic acid, (top right) J-aggregates formed in the absence of QD's,
and (bottom left) QD/J-aggregate construct.
The lack of significant change in the size, as measured in DLS, despite the presence of
attached aggregates, as indicated from FRET, is due to two factors. First the aggregates
formed are much smaller than those formed in the absence of QD. Secondly, the addition
of positively charged dye molecules decreases the overall negative charge of the
construct, which results in smaller size for the solvation shell around the construct.
Furthermore if the boundary between the polymer and solution is diffuse, dye aggregates
could be embedded within the polymer shell. Considering the measurement error (+2
nm) and the size of the polymer shell (-4 nm), we can safely surmise that the aggregates
must then be less than 6 nm in length on average.
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A lower bound for the size of the J-aggregates can be established by estimating
the area across which the exciton is delocalized. This area, known as the coherence
domain, is described by the number of participating molecules, N,, and is given by the
expression 46:
N = (AM AJ)2  (4)
where AM and AJ are the FWHM of the absorption peaks of the J-aggregate and
monomer, respectively. From the absorption spectra, we find Nc > 5 molecules, setting a
lower bound of -1 nm for the size of the aggregates. This allows us to estimate a
maximum diameter of the aggregates as -6 nm, giving a range of 1-6 nm for the
diameter, with the coherence length calculated from the emission spectrum of the QD/J
aggregate construct as a the minimum size.
In contrast, large aggregates which are 55 nm in hydrodynamic radius are measured by
DLS when formed in the absence of QDs (Figure 5.13) 47. Thus the available anionic
carboxylic acid sites on the QD appear to serve as nucleation points for J-aggregate
formation, resulting in many more J-aggregates of significantly smaller size.
Aggregating in the presence of the oppositely charged QDs also confers a greater
degree of stability to the J-aggregate compared to those formed in the absence of QDs.
Unlike free aggregates in solution, J-aggregates in the QD/aggregate construct can be
diluted several times without redissolving, indicating a stronger attachment of the
monomers within the aggregates bound to the QD. In Figure 5.14, PL spectra of QD/J-
aggregate pairs and J-aggregate samples are taken as a function of dilution. Samples were
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diluted by addition of a buffer/methanol/water mixture identical to that in which the
species were formed. The PL spectra on the right show as series of dilutions for QD/J-
aggregate pairs (top) and J-aggregates (bottom) relative to the undiluted samples. The
plots, on the left, show the integrated area of the PL spectra versus the relative
concentration (%) for both species.
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Figure 5.14: Serial dilutions of the QD/J-aggregate construct (top, right and left), along with that
of the J-aggregates formed in the absence of QDs (bottom, right and left).
The top left plot shows that diluting the construct solution results in a linear decrease in
PL intensity as would be expected from a molecular species or a stable construct. The
bottom left plot shows a non-linear decrease in integrated intensity with dilution,
consistent with dissolution of the aggregates into monomers, which do not emit from the
J-band. J-aggregates that are part of the QD/J-aggregate construct are therefore more
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stable, providing further evidence that the J-aggregates are bound to the QDs. This also
suggests that QD/J-aggregate pairs could prove to be more robust than J-aggregates
alone.
5.4 QD 570nm(+)/ J-aggregateBIc(-) Construct
To examine the generality of electrostatic assembly observed in the TTBC/QD system,
we select a negatively charged dye, BIC, and couple it in the same fashion to a positively
charged, aminoPEG 48 coated QD.
5.4.1 Synthesis of QD570nm(+)/ J-aggregateBnc(-) Construct
CdSe/ZnS QDs emitting at 570 nm were synthesized 34,49 by methods adapted from those
previously reported. In a 3-neck 50ml roundbottom flask, 3.25 g of TOPO (99%), 3.0 g
of TOPO (tech.) and 5.75 g of HDA, and 0.28 g of hexylphosphonic acid (HPA, 99%
Alpha Aesar) were degassed at 160 oC before heating under Ar to 360 "C. A solution of
0.31 g of cadmium 2,4-pentadionate ("cad-AcAc", 99% Strem ), 0.5 ml of DDA, in 8 ml
of TOP was degassed at 110 oC prior to cooling and adding 2 ml of 1.5 M TOP-Se. This
solution was then injected into the flask at 360 "C and immediately cooled. Then the
CdSe QDs were precipitated from solution twice with butanol and methanol,
redispersing each time in hexane. This solution was added to a 4-neck flask containing a
solution of 10 g TOPO and 0.4 g HPA which had been degassed at 160 oC, then cooled to
80 "C. After removing hexane by vacuum, the flask was heated under Ar to 100 oC and
0.5 ml of decylamine (96% Aldrich) was added and the solution stirred for 1 hour. After
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this, the flask was heated to 170 'C and two solutions, one of 18 mg dimethyl cadmium,
72 mg diethyl zinc in 5 ml of TOP and the other of 252 mg TMS2-S in 5 ml of TOP,
were simultaneously added at a rate of 1.5 ml per hour by syringe pump. The QDs were
then cooled and precipitated from solution by the addition of butanol and methanol, and
then dried under vacuum to remove all solvent. Quantum yield of the completed QDs in
chloroform was found to be -30% using Rhodamine 590 (from Exciton, QY=89% in
ethanol) as a reference.
Synthesis of cationic aminoPEG with a dithiol ligand functionality has been
reported previously 48. Cationic solubilization of the QD570s was accomplished by
adding approximately 2 mg of QD570s, dried by vacuum then dispersed in 100ul of
hexane, to 50 ul of DHLA-amino-PEG in 100 ul of methanol and stirred at room
temperature. for 45 minutes before adding 2 ml of ethanol and 2 drops of chloroform to
stabilize the particles before precipitating them with hexane. The particles were then
centrifuged at 3900 RPM and the supernatant discarded before redispersing the QD's in 2
ml of DI water to form a stock solution (-lmg/ml of QDs in water).
Formation of the QD(+)BIC(-) QD/J-aggregate was accomplished by adding 0.2
ml of a solution of BIC (0.1 mg/ml in water) to 0.1 ml of stock solution of DHLA-amino-
PEG coated QD570s (-lmg/ml in water) and 2 ml of DI water, in a glass vial. One to
two drops of concentrated NaCl solution were then added to cause immediate aggregation
of the BIC onto the QDs.
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5.4.2 Characterization of QD570nm(+)/ J-aggregateBlc(-) Construct
For this BIC(-)/QD(+) system we observe nearly identical FRET characteristics as
those observed in the TTBC(+)/QD(-) system. The absorption spectrum of the conjugate
species in Figure 5.15 shows that the BIC dye has in fact aggregated in solution from the
appearance of the characteristic J-band peak.
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Figure 5.15: Absorption spectra of the BIC dye monomer (blue curve, no QDs) and after the
addition of QDs, and aggregation of the dye (black curve). The J-band absorption peak is clearly
visible -590 nm and the QDs absorb strongly in the UV.
Once conjugated to the QD, the emission of the QDs is completely quenched. As can be
seen in Figure 5.16, the emission spectrum of the conjugate is completely dominated by
emission from the BIC aggregate, which has a FWHM of 12 nm. It has been observed
that BIC aggregates at significantly lower salt concentration in the presence of the QDs
than without. The overall enhancement of the conjugate emission over that of the
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aggregate alone is nearly a factor of 100, due to the increased absorption of the conjugate
species at 400 nm and the greater number of aggregate species formed in the presence of
the QDs.
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Figure 5.16: Normalized PL spectra of the QD/BIC construct (blue curve) and BIC aggregated in
the absence of QDs when excited at 365 nm. Both species are emitting from the J-band state but
the integrated intensity of the construct emission is ~100x that of the BIC aggregate alone under
equivalent excitation intensity. This is due both to the increase in absorption in the UV due to the
presence of the QDs and also the much greater concentration of aggregates that forms when the
QDs are present.
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The PL lifetime decay (Figure 5.17) for this species shows no QD emission and a fast
risetime (resolution limited) of the construct lifetime curve coupled with a decay constant
similar to that of the J-aggregate alone. As in the case of the TTBC/QD construct, this
indicates that the FRET rate is much faster than the acceptor excited state lifetime.
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Figure 5.17: Time resolved measurements for the QD/BIC construct. The QD lifetime (green
curve) is observed to be very long compared to that of the dye aggregated onto the QD in the
construct (black curve) and the dye aggregated in the absence of QDs (red curve). Once again no
rise is observed in either peak, and the lifetime of the aggregate dye is nearly equivalent in both
cases indicating a transfer rate faster than the resolution of the instrument (-50 ps).
Thus the TTBC/QD system does not appear to be unique to any one specific dye or any
one particular ligand system for dispersing QDs in water. We expect that this method of
binding may work generally for any system where the QD and the monomers are
oppositely charged and the aggregation conditions can be replicated in the presence of the
QD.
198
5.5 Summary
This work demonstrates the synthesis of QD/J-aggregate constructs formed from
conjugating positively and negatively charged cyanine dye aggregates onto an oppositely
charged QD. Spectroscopic evidence of FRET is observed within the construct such that
the species are in fact closely bound in solution. The observed FRET characteristics of
the system are in agreement with calculations yielding reasonable results for the energy
transfer rate and the Forster radius. The spectral features of this material could make it
useful in optical down-conversion devices or for biological multiplexing applications.
My collaborators on the work presented in this chapter was Jonathan Tischler, who did
the theory calculations, and Gautham Nair, who performed the lifetime decay
measurements. I'd also like to thank Brian Walker, who contributed the dilution
experiments, and Wenhao Liu, for his help with the DLS measurments.
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Appendix A
Other Projects
A.1 Semiconductor Nanocrystals for Use in Fluorescence Multiplexing
Recent trends in pharmaceutical research have emphasized a "systems based"
approach to understanding cellular function '. However, using this approach requires
large amounts of data about protein and/or RNA expression in cells 2. Current
microsphere-based proteomics measurements are limited to <50 proteins at one time by
two factors: i) the number of available "cross-talk" free antibodies and ii) the ability to
encode more than 100 distinguishable micron sized microspheres. Several organizations
are currently working to add nearly 100 antibodies yearly to their cross-talk free library.
The second issue is due to the wide spectral peaks typical of organic dyes
currently used in micromicrosphere multiplexing. Semiconductor nanocrystals exhibit
peaks nearly half the width of organic dyes (below) and are therefore ideally suited to
creating libraries of tens of thousands of codes, an improvement of two orders of
magnitude over existing technologies. This technology can thus enable experiments in
which thousands of different proteins (a large fraction of the functional proteome of the
cell) can be simultaneously detected.
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Figure A. 1.1: Nanocrystal quantum dot (QD) spectra superimposed over common organic dyes.
Aside from the immediate benefit to pharmaceutical and proteomics research
communities, this technology could also eventually find use as a diagnostic tool in
medical applications. We have therefore developed a means to implant semiconductor
nanocrystals into micron sized microspheres to demonstrate
1. Using nanocrystal emitters to detect protein concentrations
2. Demonstrate a coding scheme that be used to create >1000 distinguishable
particles and can be reasonably scaled up to produce these particles (Fig. A. 1.2)
3. Demonstrate a detection system capable of distinguishing each particle and
accurately and reproducibly determine the protein concentration of a given sample
These steps should provide adequate evidence that a nanocrystal based labeling system
provides a significant advantage over existing dye based products. Although
nanocrystals have been previously used to detect a few nucleotides or proteins in a single
experiment, a practical system to detect thousands of analytes simultaneously has never
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been reported. Furthermore, no system using a spectrally resolved CCD has been
practically demonstrated for flow through detection of proteins.
A.1.1 Modeling a Code for Multiplexing with QDs
A QD based multiplexing system must be designed to distinguish over one
thousand coded microspheres, so the first step is to find the minimum number of spectral
peaks and intensity levels. The number of spectral peaks may vary with the working
range of the detector (UV-visible-nIR) and by the properties of the coding agents
themselves. QD's have a larger working range and thinner emission linewidths than
organic dyes - enabling more spectral peaks - and a greater range of intensities, to be
resolved by the detector. Thus assuming a working range and a full width, half-
maximum (FWHM) for each peak, the maximum number of peaks and their intensities
can be mathematically determined.
A.1.1.1 Coding Using Fixed Color Channels
Upon cursory examination we have determined that six QD peaks spaced by 30
nm from 480-680 nm, with a 30 nm FWHM, will be able to code up to four intensity
levels (corresponding to levels 0-3 for each peak). This code has up to 4096 individual
combinations from 000000-333333.
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Figure A. 1.2: Theoretical modeling of Gaussian peaks (FWHM = 30 nm) showing that even at
Level=3 for the 520 peak, the intensity of the neighboring peaks is still less than a discernable
threshold (in this case intensity threshold=1.5). Using 6 colors and a four level system 0,1,2,3 we
can generate over 2000 distinct codes.
To ensure that these codes are distinguishable, the spectra must be refined. To
distinguish between spectra which may not be equally as intense, (due to shifts in
position in the flow cytometer or changes between QY of separate microsphere batches)
each spectrum will be normalized before decoding. This will eliminate some code
multiples, as 000002 will appear identical to 000001. Similarly it makes sense to discard
codes for which the normalized intensity for a level=1 may not be clear. In order to
determine the relative magnitude of levels 1,2, and 3 after normalization, it is preferable
for a level 1 to be present in the code as a reference. Codes without such a reference are
discarded. These restrictions will cull the number of distinguishable codes from the set
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of possible numeric combinations. For the example of six peaks and four levels, the
number of distinguishable codes is around 2500.
To further expand the number of codes, the maximum level may be increased
beyond 3 for some cases. The number of levels is restricted to avoid overlap from
neighboring Gaussian emission peaks; however, some codes contain peaks without
neighbors (e.g. 102131 and 010231). Such stand-alone peaks will not interfere with
signals on either side, and thus can increase their level to 4, 5 or higher. When the
analysis software recognizes the high amplitude for these peaks, it will automatically set
the neighboring peak levels to 0, thus avoiding confusion between the shoulder and a
nonexistent neighbor's signal. This strategy may be easily extended for codes that
contain peaks separated by two intervals or more (e.g. 100212, 001002, 100002),
allowing the amplitude of the stand-alone peaks to increase even more. The analysis
software will include a scale for these super levels that automatically clears an
appropriate range of neighbors. For instance, a signal corresponding to 411210 will be
interpreted as 401210, and the software will read 931001 as 900001. Using this model
codes could be distinguished 100% of the time, even with errors on the intensity of nearly
+15%, and on wavelength of 3 nm.
The incorporation of QDs as the coding agent offers several key advantages. The
great coding efficiency in this scheme is due to the narrow, Gaussian lineshape of QD
emission. Schemes using molecular fluorophors are intrinsically limited by their
irregular lineshape and large FWHM, and a set of one thousand distinguishable codes
would require a much larger spectral range. Unlike organic dyes, QDs don't
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photobleach, so QD based codes will maintain their readability longer. Also the broad
absorption in the UV will allow the entire microsphere to be excited by a single source.
A.1.1.2 Wavelength Coding of Microspheres
Microspheres could also be coded by wavelength alone, without the need for
intensity levels. This could be accomplished by spectroscopically analyzing each
microsphere rather than finding the emission intensity at set wavelengths. From the
spectrum, the peaks of the QD emission Gaussians could be found for the emission from
several (in this case three or four) populations of QDs, provided those peaks are separated
by about 20 nm or more. Since the peaks would be fit using a Gaussian fitting program,
the assessment of the peak average would be extremely accurate even under less than
optimal conditions. Coding would be accomplished by creating up to forty samples of
QDs with peaks spaced by as little as 5-10 nm apart. Although the spectrometer could
never distinguish between peaks 5 nm apart in a single microsphere, it would easily be
able to do so for two such populations in two separate microspheres. Therefore the two
microspheres could be identified as belonging to different groups.
If each microsphere contained as few as three separate populations, with a
possible range of wavelengths from 30 different QD samples, the resulting opportunities
for coding would be that of picking from 30 objects to fill 3 slots, or 30 choose 3. Since
the range starts at 500 nm and ranges up to 650 nm, with samples of [500, 505, 510, 515,
... 650], we must eliminate, after each pick, the five points corresponding to the four
closest to the peak already chosen and the identical peak. Hence if the first is 550 nm,
then the peaks at 540, 545, 550, 555, 560 must be removed from choice from
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consideration for the second pick. So the maximum discernable, different, combinations
using 3 picks would be (30*25*20)/3! = 2500 distinct combinations. (The exclamation
point corresponds to the factorial function). In the case of 40 QD samples and 3 picks,
there are 7,000 combinations. For the case of 30 QD samples and four picks, there are
9,375 combinations. For 40 samples and four picks there are 43,750 distinct
combinations.
There are several advantage for this system over the coding scheme presented in
Section A.1.1.1. From a manufacturing standpoint, QD's samples, unlike dye molecules,
can have variable quantum yield's that cannot be precisely controlled between samples
even using similar recipes. This interferes with the manufacturing of microspheres
whenever one "550 nm" (for example) sample runs out and needed to be replaced. The
replacement sample would have a different QY and the concentration of QDs needed at
each intensity level would need to be reassessed and calibrated. Since QD's are made by
small batch processes, this could be a time consuming and laborious process that adds
undue complications to the microsphere coding reaction.
Similarly, QY can be difficult to maintain or to predict after several reaction steps
or even after a long periods of time in cases where they have been exposed to heat or
ligand exchange. Using different channels with absolute intensities would be nearly
impossible under these circumstances, but even relative doping may not be robust since
different sizes of QDs can respond differently to these treatments. The most robust
system is one in which QDs are allowed have a range of different intensities (ie quantum
yields, the least controlled factor), but required to have fixed wavelengths (which is an
absolutely controlled of the QD). Tolerances on wavelength could be more relaxed than
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for intensity and the issue of interference by neighboring peaks would be largely
eliminated. Since organic dyes cannot be tuned so precisely to specific wavelengths, this
coding scheme would play into the particular advantages of using quantum dots and
could not likely be replicated by non-QD technologies (although it should be protected
therefrom).
The downside is of course that many more samples of QDs must be produced.
However, in terms of volume of QDs required for mass production, the number of
samples needed is equivalent. Although more recipes would be required, fewer samples
would need to be discarded for errors in wavelength. Aiming for 550 nm emitting sample
may yield a sample at 555; this is still a useful sample under a wavelength coding scheme
but not for a fixed channel/intensity scheme. Hence the overall effort required to create a
viable product is approximately equivalent for either technique, but wavelength coding
solves the problem of variable QY in nanocrystals from batch to batch.
A.1.2 Synthesizing Coded Microspheres
Currently we have been able to implant nanocrystals into polystyrene
microspheres (Figure A.1.3) with arbitrarily selected emission peaks (Figure A.1.4). NCs
with various emission spectra can be synthesized from CdSe/ZnS, ZnSe/ZnCdSe/ZnS and
ZnCdS/ZnS as described in Sections 2.3.1 (red and green) and 2.4.1 (blue). QDs are
purified by precipitation using methanol and butanol prior to redispersing them in hexane
or chloroform. The QDs are purified twice and finally dispersed in chloroform in the
final step.
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Carboxylic acid coated polystyrene microspheres with diameter of 5 um
(Polysciences) arrived in water and were dispersed in butanol/methanol by centrifuging
the microsphere solution at 1500 rpm, then removing the clear supernatant and
redispersing the precipitate (microspheres) with first 0.5 ml of methanol and then adding
2.5 ml of butanol. QDs were embedded in the polystyrene microspheres in a method
similar to Xing et al. 3 by adding 100 ul of QDs in chloroform (absorbance - 0.1 at first
absorption peak) to -1.5x10 7 microspheres in 2.5 ml of butanol and 0.5 ml methanol.
The QDs were incubated with the microspheres while sonicating for 45 minutes. After
this, the microspheres were removed from the butanol/methanol solution by centrifuging
at 1500 rpm, removing the relatively clear supernatant and drying the microspheres on a
Schlenk line under vacuum. After drying for -30 minutes, the microspheres were
redispersed in pH = 9 borate buffered solution.
Figure A. 1.3: Microspheres embedded with -5 nm diameter nanocrystals emitting at -550 nm
(left) and -610 nm (right) under excitation with a 365 nm UV lamp under magnification (20x,
50x).
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Figure A. 1.4: Photographs (a) and spectra (b) of polystyrene microspheres embedded with one or
two types of nanocrystals in vials.
Microspheres could be coded with any high QY (>50%) QD sample and appeared
bright to the eye (Figure A. 1.5). Spectra show features as linear combinations of the
emission spectra of the embedded QDs, thus allowing spectral coding using combinations
of QD populations in the incubation step. The spectral contribution of each QD
population was found to be directly related to the ratio of the number of QD of each type
added.
A.1.3 Detecting Coded Microspheres
Coded microspheres can be "read" by flowing them through a 250 um
microcapillary tube and detecting the spectrum of each microsphere. A syringe pump
was used to push microspheres through the tube at 10 - 0.1 ml/hr. Microspheres were
imaged using a "single QD" microscope setup 4 (originally designed to view single NCs
on a slide as in Section A.2) shown in Figure A. 1.5.
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Figure A. 1.5: A method of detecting the fluorescence signal from each microsphere (7) as it
passes through the excitation beam. All visible emitting semiconductor nanocrystals absorb
broadly in the UV and require only a single excitation source (4). Emission is detected by
focusing the emission through an objective microscop lens (5), separating it from the excitation
beam (3) and spectrally resolving (2) the emission onto CCD chip (1).
Each sphere could be individually detected and its emission spectrum read at 1 -
50 ms intervals. Microspheres could be recorded either as images (Figure A.1.6) or as
spectra (Figure A.1.7). Microspheres could be detected as large increases in the
integrated emission intensity and the spectra could be fitted with Gaussian curves.
This allows, in principle, for two different coding schemes to be used. In the first,
modeled in section A. 1.1, the fixed emission peaks are known thus enabling multiple
Gaussians to be fitted to determine the intensity at each peak. In the second, the Gaussian
is fitted to determine the peak emission wavelength which can correspond to one of
multiple samples with emission peaks separated by -10 nm. Flow through detection also
enables microspheres to be read quickly and accurately with a fixed objective lens.
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Figure A. 1.6: A video of a microsphere moving through the focal volume at slow speed
(0.1ml/hr).
Wavelength (nm)
Figure A. 1.7: A trial of the spectroscopic system using a green emitting microspheres flowing
through a 250 um cylindrical microcapillary tube at 1 ml/hr. Spectra were captured with 5 ms
integration times.
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Figure A. 1.8: Analysis of the spectral data from Figure A. 1.7. The total signal measured in each
frame determines whether a spectrum has been captured (left), while the spectra for each
microsphere detected is fitted with a Gaussian curve. The spectra are peaked at 552 nm with a
standard deviation of ± 1 nm.
Optimum detection was achieved at a flow rate of 1 ml/hr and 5 ms integration
times. At a concentration of - 1x107 microspheres in 10 ml of solution, we could detect
nearly 1 microsphere per second. This would allow almost 30,000 microspheres to be
read in an 8 hour period (overnight). By concentrating the microspheres, this could be
improved by a factor of nearly 50, to more than 1 million microspheres overnight,
without losing resolution of individual microspheres. Furthermore the emission
wavelength of the microspheres flowing through the microcapillary tube were found to be
552 nm + 1 nm making this method extremely attractive for wavelength coded
microspheres.
In future we expect to etch, in silica, three input channels into an imaging
channel. The central channel will be used to slowly inject microspheres into the imaging
channel while the two side channels flow, at a faster rate, solution (water) with no
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microspheres. These side channels should help to "focus" the microspheres into the
center of the imaging channel so that fewer microspheres pass by the detector without
being read (ostensibly because they don't enter the focal volume).
A.1.4 Next Step: Detecting Proteins
The chemistry for attaching antibodies to polystyrene microspheres is available
commercially (Polysciences). However standard treatments generally create a number of
possible attachment sites on the protein. These sites can attach in a variety of
conformations to polystyrene microspheres, whose surface conjugates with the primary
amine groups on the antibody. These groups appear at relatively random intervals on a
particular antibody, although each antibody is uniform in its distribution. Thus some
antibodies will tend to bind desirably through its end of the "Fc region", while others may
have a greater propensity for an undesirable random binding to the microsphere, such that
the Fab regions are unavailable for protein binding.
Quantitation of proteins in solution will be enabled through the secondary
detection antibody. The secondary detection antibody, which will be conjugated to a
fluorescent marker is a second antibody specific to the protein. Excitation and emission
wavelengths of small fluorescent dyes must be outside the range of the QD coding
emission peaks. It is also possible that a QD could be used as the dye marker.
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Figure A. 1.9: Cartoons of the next step for using coded microspheres to capture proteins in cell
lysate solution. The captured proteins are labeled with a dye prior to detection.
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A.1.5 Nancrystal Multiplexing: Conclusion
While protein multiplexing can be accomplished rapidly using NC generated
spectral codes, it remains to be seen if such a system can accurately measure protein
concentrations using a large variety of coded microspheres. If so, this may present a
significant improvement in microsphere-based assays and in using NCs for multiplexing
applications. The next steps in this experiment are to begin attaching antibodies to
microspheres and attempt to capture proteins. After this, it will be necessary to construct
an automated means of producing 1000s of batches of distinctly coded microspheres.
A.2 Polarized CdSe Nanorod Films
Spherically shaped semiconductor nanocrystals (NCs) known as quantum dots
(QDs), have been studied for their novel photonic properties. Similarly rod shaped
nanocrystals (nanorods, NRs) have been found to display confinement properties similar
to quantum dots, except the light emitted is linearly polarized 5-8. Linearly polarized
light finds use in applications such as polarization coding in high speed communications,
and as polarized emitters for LCD displays or for optocoupled electronic components.
Previous work on the physics of single nanorods suggests the presence of a 1-D transition
dipole parallel to the length of the rod 5-8. If these rods could be aligned at the nanoscale
level but over a large macro-sized field, they could be used to create a linearly polarized
nanorod LED (NR-LED). To date only one such device has been realized 9.
The production of a linearly polarized NR-LED will open up new avenues of
investigation into the physics of the NC-LED. Given that the amplified stimulated
emission (ASE) threshold for rods has been found to be significantly lower than dots 10
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and that rod alignment will increase the relative reabsorption rate of the rods in a film
10,11, it was believed to be possible to achieve electrically pumped ASE emission from an
all inorganic, aligned NR-LED.
A.2.1 Synthesis of CdSe Nanorods
As with QDs, nanorods are prepared by injecting a solution of concentrated
selenium precursor into a hot solution of concentrated cadmium precursor. NR synthesis
also requires the presence of a long chain phosphonic acid bound to the cadmium as a
phosphonic acid/cadmium complex 11,12 in order for growth to proceed preferentially
along the [001] Wurtzite crystal facet. This 1D growth elongates the rod along the axis
perpendicular to the [001] face, called the c-axis (z-axis), 1,12. Uniform, monodisperse
rod growth can be obtained using procedures adapted from Peng ", involving periodic
additions of selenium precursor during the 1D growth phase. Current synthetic methods
for producing colloidal CdSe NRs allow controllable growth with emission properties of
tunable peak emission wavelength from 600-680 nm, narrow peak width of -28nm
(FWHM) and band edge photoluminscent (PL) quantum yield as high as 40% when over-
coated with ZnS 13
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Figure A.2.1: TEM of CdSe rod cores (left) grown with length -22nm and width -3nm
exhibiting moderate nematic self assembly. Overcoated rods (right) with similar
dimensions show similar properties.
A.2.2 Physics of CdSe Nanorods
The electronic structure of a nanorod is similar to that of a QD, however, while
QDs are 3-dimensionally confined, rods exhibit confinement only along their diameter (a-
axis, x and y dimensions). From effective mass approximation calculations the exciton
energy levels can be expressed as discrete states. These calculations predict that the
states closest to the valence band edge chiefly originate from the Se 4p atomic orbitals
and that states closest to the edge of the conduction band originate mainly from the Cd 5s
orbitals. The lowest energy excited state of a QD is derived from the nearly degenerate
Se 4 px and 4py atomic orbitals, but not the pz atomic orbitals. This is due to the crystal
field anisotropy of the Wurtzite structure. Since most photoluminescence (PL) comes
from allowed transitions between conduction and valence band states near the bandgap
edge, the light emitted by a QD is circularly polarized. For nanorods (Figure A.2.1), the
lowest excited state contains a large degree of 4 pz character because states with nodes
220
lying in the z direction will decrease their energy more quickly due to changes in the rod
length 7. Thus, for a rod, transitions from the lowest energy excited state to the ground
state will be primarily polarized in the z direction. The effect is enhanced by the greater
electric field in the z direction which is due to the shape anisotropy of the dielectric
material. This also increases the overall probability of a transition from states with
greater p, character. Thus the recombination of excitons in a high aspect ratio rod will
tend to produce photons linearly polarized with electric fields parallel to the c-axis 8. If
the rods can be nematically ordered, the light emitted should be polarized in parallel with
respect to the common director.
The presence of a nematic (orientationally ordered) phase for hard-body
spherocylinders (non-interacting rods) is predicted by Onsager's Theory 14 which solves
the Helmholtz free energy equation by minimizing the energy density with respect to the
entropy. This shows that stability can be achieved for some concentrations by
maximizing the orientational order parameter, S, related to all the rods at angle Q to a
common director where:
S =(3cos -1)
2
An isotropic solution will have order parameter S=O while a perfectly aligned
nematic phase has order parameter S=1. The Onsager model can qualitatively yield a
number of strategies by which to obtain a nematic monolayer. Increasing rod volume
fraction, increasing the rod-rod attraction, and increasing the aspect ratio all decrease the
free energy and allow the spontaneous formation of a nematic phase to occur. It is also
predicted that monodisperse samples will form more rigid phase boundaries with smaller
areas of phase coexistence 15. Of all these parameters, the easiest means of controlling
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the ability of a sample to form a nematic phase is by forming monodisperse, cylindrical,
high aspect ratio rods.
A.2.3 Polarization Studies on Single Nanorods
Although theory predicts a 1-D transition dipole for high aspect ratio rods 5,7,8
real rod samples are not perfect ellipsoids and must be tested for polarized emission. It is
necessary then to find the degree of polarization (DOP), p, which is equivalent to the
fraction of emitted light that is linearly polarized. DOP is described by the equation 16.
(Imax - Imin)
(Imax + min)
where Imax and Imi, correspond to the maximum and minimum intensity for a plot of
intensity versus polarizer angle.
Emission -630
Notch Filters
Polarization cube: splits beam into
separate parallel and perpendicular
components
Glass coverslip wl rods
in PMMA thin film
'4
Polarizer
Figure A.2.2: A diagram of the polarization spectroscopy setup used to measure degree of
polarization in single NCs and in NC films.
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In order to measure DOP, NRs are dispersed in a very thin polymer film and
excited with the 514nm line of an Argon ion laser. The resulting emission is split with a
polarization cube into parallel and perpendicularly polarized intensity which is collected
in two separate images of a sample of about 40 individual rods. By collecting the
perpendicular and parallel intensities a comparison can be made between different images
regardless of integration time or incidental rod intensity since the ratio allows us to plot
normalized intensities versus polarizer angle. This plot (Figure A.2.4) can then be used
For each square, intensity is
then integrated in the y direction
Pixel (x direction)
And the base height subtracted
from the peak to get the effective
intensity (Ipara or Iperp)
p for that single rod
is found by the equation:
p = (Ipara- 'perp)/ (Ipara+ lperp)
Figure A.2.3: Sample data for the determination of the polarization, p, for a single nanocrystal.
The polarization cube (Figure A.2.2) splits the image into two parts corresponding to parallel and
perpendicular polarizations. The intensity (leff) is found from the peak height compared to the
background after integrating in the y direction in a standard area near the emission peak. These
effective intensities are collected for both images and used to find the degree of polarization, p.
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Figure A.2.4: Measured intensity versus polarizer angle for a single CdSe nanorod (left). The
curve is fit to by cosine squared function, the DOP for this rod is -80% and the c-axis is at -97' .
Theoretical intensity versus polarization angle (left) for several orientational distributions
(standard deviations in degrees).
to predict the DOP for multiple rods with a Gaussian angular distribution around a mean
director. Even rods varying in angle by +200 show a significant degree of polarization
(Figure A.2.4).
Maximizing the DOP for a linearly polarized device, and thus the orientational
order, will require the adjustment of several parameters. Not only can the solvent
systems, pressure, temperature, aspect ratio and uniformity all be adjusted by Langmuir-
Blodgett, but there are a variety of other possible methods for alignment that warrant
further investigation.
A.2.4 CdSe/ZnS Nanorod LEDs
Previous work has shown that a well ordered monolayer of CdSe/ZnS QDs can be
used to produce LEDs with up to 1.1% external quantum efficiency (EQE) 17,18, as
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described in Chapters 1 and 2. Nanorod LEDs were created using the same
ITO/TPD/NC/Alq3/Ag:Mg/Ag device structure described in Chapter 2. This device
structure can be reasonably shown to work using nanorods in place of quantum dots
(Figures A.2.5 and A.2.6). NR-LEDs to date have exhibited lower external quantum
efficiency than QD LEDs. This likely arises from energy transfer effects and the
difficulty of attaining a close packed rod
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Figure A.2.5: Device characterization for an NR-OLED. Top left) device structure of the NR-
OLED. EQE (bottom left) and EL spectrum (top right) show emission solely from the NRs, but
with low EQE - 0.1%. The device appears red to the eye (bottom right) and is brightly visible in
room lights.
film with current deposition techniques. Both of these effects likely cause the NR
monolayer to have a lower QY in the thin film than do QDs, which also decreases the
efficiency. The use of organic hole conducting thin films limits the available deposition
techniques since organic materials are sensitive to air, water, and most organic solvents.
Thus the use of NiO as a hole conducting material 19-21 was investigated as a viable
replacement for TPD. Although the precise mechanism by which carriers are formed in
NiO is unknown, it has been proposed that sputtering in oxygen allows nickel (II) oxide
films to form doped with a small concentration of nickel (III) incorporated into the crystal
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structure 19. The excess charge on the nickel (III) site traps electrons and effectively
removes them from the valence band, providing a hole. It was found that NiO sputtered
with 2.5% oxygen in argon, forms films with a resistivity approaching 10 Q*cm, could
4 i 
"
1IV -
10. -10
LUi
a-
UI 1 0 "
104
2000-
Pixel Al
Pixel A2
Pixel B1
Pixel B2
Pixel B3
Pixel C1
Pixel C2
Pixel Di
Pixel D2
Pixel El
"7 8 9 10 11 12 13 14A 15
e
16 7 .. .•
5lsoo
1000
r 500
n
11V lmA I
300 400 00 6U 7U0 800U
Voltage Wavelength (nm)
Figure A.2.6: Efficiency and emission spectrum of NiO/NR/Alq3 device.
be used in "hybrid" inorganic/organic QD and NR LED devices with EQE regularly
approaching 0.1% (Figure A.2.6). Since NiO is resistant to degradation by air, water, and
most solvents, it would allow access to a wider range of deposition techniques to attain
nematic alignment. Emissive devices using NiO as a water resistant hole conducting
layer have already been produced using a Langmuir trough. This proves the feasibility of
using LB to produce an aligned monolayer that can then be used to produce a linearly
polarized LED (Figure A.2.7).
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Figure A.2.7: Emission spectrum from an LS-stamped NiO/rod/Alq3 hybrid device shows
modest rod electroluminescence, proving the feasibility of using LB monolayers for LEDs.
A.2.5 Unidirectional Rubbing for Polarized Nanorod Films
However, LB techniques are not ideal for use with nanocrystals due to the
sensitivity of the NC surface to water and the possibility of aggregation on the subphase.
CdSe/ZnS nanorod films created with LB were not found to be significantly polarized
and showed significant losses in PL efficiency. Recently unidirectional rubbing has been
suggested as a superior means of achieving alignment of CdSe rods in a film 9.
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Figure A.2.8: Procedure for forming polarized films using unidirectional rubbing with velvet.
Figure A.2.9: NR monolayer unidirectionally rubbed with velvet at 100 mag under UV
excitation. While the film does appear to have some directionality imposed by the rubbing, and
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therefore possibly some alignment of the nanorods, it also has introduced several defects and
pinholes which are likely to cause shorting in a prospective device.
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Figure A.2.10: Intensity profile of emission from the rubbed film with respect to wavelength at
different polarizer angles.
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Figure A.2.11: PL intensity v. polarizer angle for three films a) a rubbed NR monolayer, b) a
non-rubbed NR monolayer and c) a rubbed QD monolayer. All three are fit with a cos 2 0
dependence, after subtracting the background, to find the degree of polarization. d) Shows a
theoretical correlation of degree of polarization (DOP or p from Figure A.X) with S, the order
parameter. Both b) and c) show no DOP < 10%, indicating an S - 0.3. Only a) shows significant
polarization, with S - 0.6.
A.2.6 Conclusions for Polarized Nanorod LEDs
It appears that with some improvements to the film processing, it will be feasible
to create a linearly polarized, all inorganic NR LED using unidirectional rubbing (Figures
A.2.8-A.2.11). Inorganic materials will not only increase the number of available
deposition techniques but will also be able to handle much higher current densities than
organic transport layers and allow more rapid injection of carriers into the rods.
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Achieving optical gain in CdSe nanocrystals is dependant on the formation of more than
one exciton per crystal so a device that is able to achieve a significant population of
biexcitons could also exhibit ASE. In the presence of an optical cavity, lasing could be
achieved by coupling the NR ASE to the modes of the cavity. Rod lasing has already
been found to occur at a lower pump threshold than dots, most likely due to decreased
non-radiative (Auger) rates for biexcitons in rods 22. Since rod lasing is also known to be
linearly polarized 10 it was surmised that alignment of nanorods will increase the optical
gain characteristics 10,23,24, and thus decrease the current density threshold required for
lasing to occur.
A.3 Doped Nanocrystals for AC Driven LEDs
Several publications have suggested synthetic routes towards doping QD's with d-
orbital emitters such as Cu, Mn, Ni and Fe 25-27. Generally doping NC's are of two types.
The first type is not really doping (which implies a minute addition of another material,
as in addition of boron to silicon to create p-type silicon) but rather the creation of tertiary
materials of the type MxDI•xE where the "dopant", D, is another group II metal cation
which is present in fairly large quantity 28,29. This creates either a homogeneous or
graded structure with band gap characteristics that appear to be an intermediate of those
of ME and DE II-VI nanocrystals. Examples of these types of cores are ZnCdS tertiary
structures exhibited in Chapter 2.
The second form of doping (true doping) is the doping of nanocrystals materials
with a minute amount of a second material, usually a transition metal which is not
common to the formation of II-VI (e.g not Zn, Cd or Pb). These dopants are generally of
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the form MD,,<<E, where the concentration of D is very low compared to M and E which
are nearly equivalent. These dopants are transition metals like Fe, Ni, Mn, Cu, and even
lanthanides like Eu, Er, Tm, Tb. Doping by simple addition of the second material
during the reaction generally does not work since the dopants will often prefer to form a
second type of nuclei rather than be incorporated into the ME crystal structure. Instead
the material must be introduced after nucleation, to prevent nucleation with the dopants to
form DE. Once introduced, the cores must generally undergo an overcoating either with
a different material, to form a type-I nanocrystals, or with more of the core material to
secure the dopant metal ions inside the core. Doping is useful either to change the
conductivity of the core, or to impart magnetic or optical properties of the dopant to the
nanocrystals. Specifically phosphorescent dopants, which emit from a d to d (or f to f)
orbital transition within the unbound atomic states of the dopant 25-27, can be used to
create emitters which are independent of the band gap of the host material. A good
example is the ZnSe/ZnMnS/ZnS doped core-shell nanocrystals which can phosphoresce
from the Mn d-d transition at 590 nm, even though the host particle's first (lowest
energy) absorption peak occurs at -355 nm. This creates the unusual situation of a clear
solution of nanocrystals that emit orange light when exposed to a UV lamp, and could
find use in transparent displays.
A.3.1 Synthesis of ZnSe/ZnMnS/ZnS and ZnSe/ZnCuSe
The synthesis was adapted from Thakar et al.30 ZnSe cores were prepared by
injecting 96 mg of diethyl zinc and 0.67 ml of TOP-Se into a flask of 10 ml oleylamine
which has been degassed at 140 'C. After heating at 270 'C for -90 minutes, the pot was
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cooled to 170 oC and a solution of 45 mg of manganese stearate, 76 mg of diethyl zinc
and 160 mg of hexamethyldisilathiane in a solution of 6 ml TOP was added dropwise to
the pot at 1 drop/second. This was then cooled to room temperature. The ZnSe/ZnMnSe
particles were precipitated twice using methanol and butanol and redispersed in hexane.
This solution was then added to a degassed pot of 10 g TOPO and 0.4 g HPA (as in
Section 2.3.1) at 80 oC and the hexane removed under vacuum. The pot was then placed
under argon and heated to 170 oC. A solution of 80 mg diethyl zinc and 160 mg
hexamethyldisilathiane in 5 ml TOP was added dropwise and the pot cooled to room
temperature and 4 ml of hexane and 4 ml butanol were added. The ZnSe/ZnMnS/ZnS
QDs were then precipitated twice using methanol and butanol and redispersed in hexane
then chloroform. The resulting QD solution had QY of- 70 % as compared to a solution
of orange emitting QDs (-70%) calibrated to a solution of rhodamine 610. Although the
accuracy of the measurement is compounded by using an intermediate calibrated
solution, a direct comparison to an organic dye is not possible to the large difference
(>200 nm) between the first absorption peak (-355 nm) and the emission peak of the
ZnSe/ZnMnS/ZnS particles at 570 nm.
The high quantum yield of these particles is largely due to the ability of Mn to
effectively be incorporated into a Zn site in the ZnSe and ZnS crystal lattice. The thick
shell of ZnS then effectively localizes the excited state on the Mn dopant atom by
preventing energy transfer to surface states or the surrounding medium. A d-orbital
phosphorescent transition then accounts for the orange emission from the NCs 26. These
particles showed an excited state lifetime in excess of 1 ms, consistent with a
phosphorescent emission decay mechanism.
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Figure A.3.1: Doping of ZnSe with Mn and Cu. Top) the mechanism of reaction as (1) ZnSe
cores are formed (2) the cores are surface doped with Mn2+ ions (3) the particle is overcoated with
more ZnSe, burying the Mn ions beneath the surface of the NC and (4) the particle is overcoated
with ZnS. Bottom) the emission spectrum (left) and photos of the Mn (right, orange vial) doped
ZnSe QDs. The ZnSe:Cu particles are also shown in the bottom right photo (blue vial).
Cu doped MnSe could be prepared using a similar scheme as reported by Peng et
al 25. However, these particles could not be easily overcoated with ZnS and proved to be
much less stable in air. Furthermore, many trials resulted in incomplete doping of the
ZnSe, giving rise to both band edge and Cu phosphor emission (Figure A.3.2).
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Figure A.3.2: Doping of ZnSe with Cu. Top) Reaction steps consisting of (1) creating the ZnSe
core (2) surface doping it with Cu and (3) overcoating the core with ZnS. Bottom) A
successfully doped ZnSe:Cu emission spectrum, the d-orbital triplet emission of the Cu creates a
broad green peak (left). In many cases the impantation of Cu did not occur uniformly, leaving
undoped ZnSe/ZnS which emits from the ZnSe band edge at - 420 nm (right).
A.3.3 AC Devices Using ZnSe/ZnMnS/ZnS d-Doped Nanocrystals
As a result of these experiments, it was clear that Mn doped ZnSe appeared to be
the most promising candidate material for use in an LED. However, QD-OLED
structures, like those used in Chapter 2 proved extremely inefficient. This is likely due to
the difficulty in injecting charges into the bands of the ZnSe and the impossibility of
FRET into either the ZnSe core band structure, which is too wide, or the Mn d-orbital
state manifold, which has an extremely small absorption cross-section.
An AC driven device, on the other hand, does not require charge injection, relying
instead on the fast acceleration of charges to excite the dopant atoms by impact
236
se cence
f
f
ionization. To construct an AC device, materials with high dielectric constant were
placed between two conductive electrodes. The devices required a high series resistance
to reduce the AC current and thus raise the power efficiency. Similar devices have been
constructed using micron sized ZnS particles doped with Cu, as in Appendix A.4. Our
devices were constructed using layers of ZnSe/ZnMnS/ZnS particles interspersed with
layers of sputtered ZnS. These were sandwiched between two layers of resistive hafnium
oxide with conductive ITO electrodes on either end.
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Figure A.3.3: A trial AC device using (ZnSe:Mn)/ZnS NCs. The device is run at 105 V and
10kHz. The emission from the device is clearly from the Mn2+ d-orbitals as the spectrum (left)
matches the emission of the QDs in the vial (Figure A.X), and appears orange to the eye (center).
The device structure (right) is constructed by sputtering insulating HfO2 onto conductive ITO,
sputtering on ZnS, then spin coating this with QDs and sputtering ZnS onto the monolayer. After
three layers of QDs have been deposited, a final HfO2 insulating layer is sputtered onto the device
along with an ITO electrode. An AC voltage is applied (Vpp) to the two ITO electrodes.
(Photo and figures courtesy Vanessa Wood)
Although the power efficiency of the device was low, orange emission from the
Mn dopant atoms is clearly visible in the spectrum and photo (Figure A.3.3) at 105 Vp,,
AC. While ZnSe/ZnMnS/ZnS particles may have other applications, such as in biological
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labeling or LCD applications, this effort represents an attempt to find a replacement for
the direct current QD-LED structures described in Chapters 2 and 3.
A.4 Inkjet Printed Downconversion LEDs
The final light emitting device produced during this work was a downconversion
LED using semiconductor nanocrystals as the emissive material. Downconversion
devices work by emitting at a blue wavelength using an efficient DC ILED or OLED or
an AC excited blue emitting phosphor. This blue or UV emission is then absorbed by the
QD layer which then "downconverts" the light, energetically, into a redder wavelength
which is emitted from the band edge of the QDs.
The advantage of these types of devices is that the NCs themselves are not being
used to conduct current as an electronic component. Earlier studies 31-33, have shown that
NCs generally do not make good electronic materials in that they have low electron or
hole mobilities, tend to trap charges, and generally do not form uniform films when
compared with organics molecules or crystalline inorganic films.
The disadvantage of downconversion devices is that they tend to be inefficient
since the efficiency of the blue LED is then "filtered" through an inefficient absorption
re-emission step. For example, if the functional LED has an EQE of 10%, and the QD
film has a QY of 10% then the ultimate EQE of the device cannot be better than 1%, even
if 100% of the light from the blue LED is absorbed by the film. However, since DC QD-
LEDs are have nearly 1% EQE anyway, it may be possible to create LEDs with
comparable efficiency that are much easier to produce, more robust and longer lived than
previously QD-OLEDs.
238
A.4.1 Inkjet printed IR AC-LEDs
In this iteration of a downconversion LED, a paste of micron sized ZnS particles
doped with Cu (purchased from and encased in thin polymer capsules, is excited using an
AC field of nearly 400 VAC and 10 kHz is applied to the two ITO electrodes. A thick
layer of PbS (>100 nm) in polyisobutylene (PIB) polymer is deposited on top of the
paste using a prototype "drop-on-demand" inkjet print head (Hewlett-Packard), as
described in Chapter 3.
PbS is synthesized 34 by injecting 90 mg of hexamethyldisilathiane into a 150 'C
solution of 5 ml oleic acid, 5 ml octadecene (ODE) and 380 mg of lead oleate which has
been previously degassed for 4 hours at 110 oC. The solution is cooled to 100 oC and the
QDs grown for 6 minutes prior to cooling to room temperature. The QDs are then
precipitated twice with acetone and redispersed in hexane. Prior to printing, 1% btw
polyisobutane (PIB) polymer is added to the hexane solution.
Upon application of the field, charges in the ZnS impact the Cu dopant atoms
causing excitation by impact ionization. The excited state in the Cu relaxs to emit a blue
photon which is absorbed by the PbS nanocrystals embedded in a polyisobutylene
polymer (PIB). The PbS then emits an IR photon which passes through a 900 nm filter
(silicon) and is detected using a spectrally resolved InGaAs detector.
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Figure A.4.1: A diagram of an IR downconversion device showing a) device structure and b) the
mechanism of operation. An electric field (1) is used to excite Cu2+ dopants in the um sized ZnS
particles (not nanocrystals, available commercially). These excited states relax, emitting blue
light (2), which then strikes the nearby QD monolayer and is absorbed, causing IR
photoluminescence (3). The emission is filtered through a silicon substrate and detected using an
InGaAs detector equipped with a spectrometer grating.
As shown in Figure A.4.2, the electroluminescent spectrum of the composite
device is identical to that of the PbS sample, with an emission peak at 1430 nm. The
device itself appears black under operation, since the PbS layer is thick enough to absorb
all of the blue light emitted from the ZnS:Cu layer.
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Figure A.4.2: The EL operating spectrum of
(left) and a photo of the device at rest (right).
identical to that described in Chapter 3.
the IR downconversion LED, emitting at 1.43um
The square pixel is deposited by an inkjet process
Although the power efficiency was likely low (<0.1%), due to the inefficiency of
the AC excitation process and the low QY of the PbS materials (-10%), this method did
produce an IR EL spectra with very simple air stable processing. Furthermore,
application of the inkjet printing process allowed easily defined pixels to be created using
thick films of QDs in polymer. The simple method of processing may in fact be useful
for the production of cheap IR emitting devices if a more suitable form of excitation can
be found.
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